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PREFACE 



The dearth of practix al information on steam heat* 
ingy and the want felt by the young steam-fitter, in 
almost all branches of his trade, has suggested to me 
the necessity of explaining, so far as lies in my power, 
some of the many questions which often arise. 

This volume has no scientific pretensions beyond what 
^^.^are actually necessary to explain a few laws, which 
affect the action of steam, water, and air, within pipes ; 
and is simply a Fade Mecum of practical results to the 
fitter which the trade has tacitly adopted, and from re- 
peated failures at first it has come to practical success 
eventually. These results I call " Hints," since I make 
many assertions I do not explain, which are known to be 
facts, and which will be of more real value to a beginner, 
than a long-drawn exhortation of both sides of the 
question, defeating its own object by leaving the stu- 
dent undecided. 
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INTRODUCTION. 



Within twenty years, the warming of buildings with 
steam carried through pipes became a science; pre- 
viously, it was a chaotic mass of pipes, and principles. 

A low-pressure gravity apparatus is the most health- 
ful, economical, and perfect heating appliance known, 
and may be constructed to heat a single room, or the 
largest building, with a uniformity which cannot be at- 
tained by any other means. * 

By a gravity apparatus is meant, one without an out- 
let, whose circulation is perfect, wasting no water, and 
requiring no rnechanicail means to return the wateV to 
the boiler. It may be likened to the circulation of the 
blood — the boiler being the heart ; the steam-pijpes, the 
arteries ; and the retum-pipes^ the veins : thus carrying 
heat and life into every part of a building. 

When reference is made to steam-pressure in this 
volume, it is understood to mean jyi^easure above the 
atmosphere. Nearly all tables of reference on steam are 
given in absolute pressures — ^namely, pressures includ- 
ing the pressure of the atmosphere — which umipparent 
pressure has to be overcome before it is appreciable on 
a steam-gauge ; and, as the steam-fitter has little, if 
anything, -to do with pressures below atmosphere, the 
tables, etc., herein used will be modified, to commence 



* Low-pressure hot water ranks equal to it in point of healthful- 
ness. — Au, 
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at atmospherio pressure (14]^ pounds of the absolute 
scale), tlius convejing comparison in the ordinary terms 
to which the steam-fitter is accustomed ; and preventing 
the necessity of a mental calculation, which always in- 
Yolves fractions, and enjoins a task which should not 
be thrown On a beginner. Therefore, all pressures men- 
tioned will be apparent pressures — namely, pressures 
that would be indicated by a properly regulated steam* 
gauge* 
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BALDWIN'S 

STEAM HEATING FOR BUILDINGS. 



CHAPTER L 

GRAVITY CmCULATINa APPARATUS. 

1. The hw-jyressure gravity circulation is at present 
very much used in the steam heating of private houses, 
churches, and schools. Its principal merits, when well 
done, are : It is safe ; noiseless ; the temperature of the 
heating surface is low and uniform ; all the water of 
condensation is returned into the boiler, except a very 
small loss from the air-valves ; it is easy to keep the 
stufiing-boxes of the heater-valves tight ; and it is no 
more trouble to manage than a hot-water apparatus. 

There are four systems of low-pressure steam-piping, 
whose principal features are : 

1st. Main distributing pipes and distributing risers, 
with corresponding return mains and risers (see Fig. 1, 
at A). 

> 2d. Main distributing pipes and distributing risers, 
with a corresponding return main, and a separate return 
riser for every coU or heater; the return risers not con- 
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necting with each other until they are below the water- 
line (see Fig. 1, at B). 

3d. Main distributing pipes and distributing risers, 
with corresponding return mains and no return risers, 
the distributing riser carrying the water of condensa- 
tion back, through a relief, to the main return pipe on 
the floor of basement (see Fig. 1, at C). 

4th. (The single-pipe job, always a small one.) A 
single pipe for every heater, run directly from the top 
of the boiler to the heater, rising all the time in the 
direction of the heater, and of size sufficiently large 
that the steam passing to the heater, to supply the loss 
from condensation, will not interfere with the condensed 
water returning along the bottom of the pipe. 

System No. 1 can be run at any pressure, provided 
the pipes are sufficiently large in diameter and properly 
put up, and is the system commonly used in large 
buildings; not because it gives the very best results 
when the pressure is low, but because it gives ordi- 
narily good results and saves much pipe and labor. 

System No. 2 should always be used in private houses^ 
and in buildings where extremely low pressure is em- 
ployed, as with this system a job can be made per- 
fectly noiseless, when done with care, and there is 
never any difficulty in expelling the air. 

Systems 3 and 4 are only employed in low-pressure 
heating, and when very large horizontal mains are 
used they give good results ; but are not to be recom- 
mended for large or complex jobs. 

For those not acquainted with the technical names of 
the diflferent parts of the systems, and to prevent mis- 
conception of terms used, the following explanation is 
given : 
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NOMENCLATURE. 

2. The same names always apply to the same part of 
the circulation, no matter what the system. The word 
circulation here means the whole distribution of pipe in 
any one job or apparatus. 

The Main Steam or Distribviing Pipe. — ^The nearly 
horizontal live-steam main, generally near the cellar 
ceiling {a' a" a'"). 

The Main Return Pipe. — ^The nearly horizontal pipe 
on the floor, or thereabouts, of the cellar, for carrying 
the condensed water back to the boiler {V b" h"). 

The Steam Riser. — The pipe that carries the steam 
from the main distributing pipe to the radiators (c' 
c" c"). 

Tlw Return Riser. — The pipe that carries the con- 
densed water from the radiators to the main return 
(d' d'). 

The Steam-Riser Connection. — ^The pipe that joins the 
main distributing pipe and steam riser (e' e). 

The Return-Riser Connection. — The pipe that connects 
the return riser with the main return pipe on the floor, 
and which has one or more T's in it, below the water- 
line, — to receive the steam-riser relief (//)• 

The Steam-Riser Relief. — The pipe that connects the 
bottom of the steam riser with a T, in the bottom of the 
return-riser connection, or main return pipe, below the 
water-line; to carry the water that runs down the steam 
riser into the return-riser connection or main return 

Main Relief Pipes. — Connections between the main 
steam and return pipes, to throw the water carried from 
the boiler, and that condensed in the main steam-pipe, 
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ft 

into the return main, also employed as an equalizer of 
pressure in the system (h). 

Badiator Connections. — The pipes which run from the 
risers to the radiators, both steam and return, usually 
no longer than is necessary to get spring enough for the 
expansion of the risers (i i i). 

A Bday. — The jumping up of a main steam-pipe, with 

a main relief at the lower comer. This is to admit of 

keeping the main steam-pipe near the line of the risers 

and the ceiling, and above the water-line, when the 

'main lines are long (j). 

Pitch — ^Is the inclination given to any pipe, and in 




^^^^^5^^^^^ 



the steam mains of a low-pressure or gravity apparatus, 
it should be down and away from the boiler (except in 
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System No. 4), and, if possible, toward the boiler in 
the main return. (When the water and the steam run 
in the same direction through pipes, one source of noise 
is prevented.) 

3. WateT'Idne. — ^The general level of the water in the 
boiler and throughout the apparatus. In some cases, 
where the boilers are at a distance, or in a subcellar, and 
the fitter wishes to gain the advantages of having returns 
and relie& coming together bdow water, he makes an 
artificial ivater4ine by raising the main return pipes 
higher than his connections before he drops to the 
boiler. It is also necessary to bring a relief from the 
main steam-pipe to this raised part of the return to 
prevent siphoning into the boiler. Fig. 2 shows how 
this should be done. 

It frequently happens in buildings where the line of 
the floor is below the water-line, that there are good 
reasons for not running the return pipe on the floor, 
when a modification of what is shown in Fig. 2 may be 
used ; the return pipe being hung from the same hang- 
ers as the steam-main, and immediately below it, but 
raised about as shown before being dropped to the floor 
at the first favorable position. StiU another modifica- 
tion is to trap each return riser with an inverted water 
siphon by running the return riser five or six inches 
below the main return pipe, then rising and connect- 
ing with it. When any of these means have to be re- 
sorted to, it would be well to have a pet-cock at their 
lowest points to draw the water from them in cold 
weather should they not be in constant use, as these 
water-traps might freeze. 
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HOW A BUILDma IS PIPED. 

4 The steam-fitter should commence his work in a 
new building at an early period o{ its construction ; and 
architects and parties paying for the work should see 
that the contract for steam heating be let when the 
mason and carpenter work is let. 

The risers are the first work done in a new building 
constructed in the ordinary way. If the builder and 
steam-fitter have an understanding at the commence- 
ment of the work, the former can leave the proper re- 
cesses in the walls exactly where the steam-fitter wants 
them. This will save much work to the fitter, and pre- 
vent the mutilation of the walls, and be no expense to 
the mason. 

When the waUs are up, the joists in their places, and 
the roof-boards or roof on, the steam-fitter should then 
put up his risers. 

If the building has not more than three floors to be 
heated, it will answer to rest the risers on a support at 
the bottom of the recess ; but in higher buildings the 
risers should be suspended by the middle^ so that the 
expansion may be divided By allowing the riser to go 
both up and down from the middle, the steam-fitter will 
be able to get along with shorter radiator connections, 
and will avoid the deep cutting of the floor joists. 

6. The steam-fitter should avoid, as much as possible, 
taking tvx) heaters from the same steam connection on a 
floor, and if it be unavoidable, he should drop his re- 
turns down, and bring them into the return riser some 
distance apart; or, better still, he should run them 
separately down below the water-line (System No. 2), as it 
will prevent one heater from taking the air from the others. 



GBAVITT-CIRCULATmG APPARATUS. 7 

6. If the risers are on the side of the room, so thai 
their outlets come between the joists, it is heat to keep 
the T's about half-way between the laths arid the floor irig^ 
as this admits of nippling up, and leaves room for cross- 
ing the pipes, if required, below the floor. But if the 
outlets come at the side of the joists, care must be taken 
that the T's come in the eocact place. In a building with 
the risers resting on the bottom, and all the eocpansion 
vptvard, the top outlet must be the greatest distance 
below the top of the joist, but it must never come within 
f of an inch of the floor when expanded to the ut- 
most; so also with the rest of the T's, according to their 
distance from the bottom of the riser. 

7. With low-pressure steam, the steam risers should 
be large. The general practice with steam-heaters is to 
reduce one size of pipe for each floor. This rule is not 
arbitrary ; but as architects' specifications usually call 
for it, there are no objections, provided the pipe is large 
enough. 

In System No. 1 the return riser is generally one size 
smaller than the steam riser, but it should never be 
smaller than ^ of an inch pipe. 

In System No. 2, where many return risers are 
brought down in the same place, a 1-inch pipe for large 
heaters, and a |-inch pipe for small ones, are the usual 
sizes. 

When the risers are in, the outlets should be plugged 
up with pieces of pipe a foot or so in length, instead of 
the ordinary plug, as the latter is often difficult to get 
out when the plastering is done. 

The risers should then be tested with cold water to 
from 100 to 200 pounds per square inch ; this will show 
if there are any cracked fittings or split pipe, and will 
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save mncli time and annoyance vhen steam is gotten 
np. 

When automaUc air-valves are to be nsed on the steam* 
heaters, a f -inch pipe should be run in the riser recess^ 
with an outlet at each floor to receive the air-valve 
connection. The lower end of this air and vapor pipe 
should be taken to the nearest sewer, otUside of the sewer 
traps, 

8. At this stage of the work, and before the floors are 
laid, the radiator connections should be run, and firmly 
&stened in their places, making due allowance for the 
thickness of the furring on the walls, for the plastering^ 
and for the baseboard. The radiator connections are 
usually run 1 inch or l|-inch for the steam connection, 
with a corresponding J or 1 inch pipe for the return, 
according to the size of the heater ; 1 J-inch steam-pipe 
being enough for a direct radiator of 150 square feet 
of heating surface, at low pressure, with a main of 
snffidefni size. 

"When the radiator valves are threaded right-handed, 
the elbows on the ends of the connections may be left* 
handed, to admit of connecting, by a rigkt-and-left-hand 
nipple below the valve, and between the valve and elbow, 
or vice versa. 

When both valves are at the same end of the radiator, 
it is better to have the right and left nipples between 
the valves and the radiator. With this arrangement 
both valves of the radiator can be connected simultane- 
ously, and the movement of the radiator will be in the 
direction of the valves. It also admits of the discon- 
nection of a heater after simply closing the radiator 
valves. 

When the radiators are to be connected by any of the 
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foregoing plans, the connections can be firmly fastened 
(but not confined at their ends), so they may come in 
their exact places through the floors. The free ends of 
the connections should be closed with pieces of pipe 
long enough to come above the floors when laid. The 
air-pipe should also be run at the same time, and 
brought through the floor in close proximity to the 
position the air-valve will occupy on the heater. 

At this stage of the work the steam-heater usually 
waits until the floors are laid, plastering done, partitions 
set, and the basement graded. 

9. Steam Mains. — ^Nearly all the success of the ap- 
paratus depends on its steam mains, (hdr sizeSy and how 
they are run. 

A job has never yet been spoiled by having its steam mains 
large; still, there should be a limit to their size, to 
prevent unnecessary expense, and to keep the con- 
densation and radiation of the distributing pipes at a 
minimum consistent with the actual requirements of 
the heating surfaces. 

The size of steam mains depends on the pressure of 
steam to be used, the distance it is to be carried, the 
temperature of the exposure of the heating surfaces, 
and their extent But as it is not my intention here to 
speak of steam used expansively, I shall endeavor to 
give sizes only for direct return, or gravity-circulation 
apparatus. 

Gravity-circulation apparatus are of two kinds, low 
and high pressure.' The low-pressure apparatus de- 
pends for a circulation on the difference of level of 
water in the return risers and the boiler, irrespective 
of the steam pressure at any part of the distributing 
pipes ; but the maximum pressure of steam to be car- 
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ried must never exceed the eqniyalent of a difference 
in level of water between the water-line of the boiler 
and the lowest part of the distributing main. 

There is another condition under which this system 
will work, and that is, an increase of pressure sufficient 
to nearly establish an initial pressure throughout the 
apparatus ; but the diference in pressure at any part of 
the apparatus must not exceed the equivalent of a head 
of water between the water-line in the boiler and the 
lower part of the steam main. It is then a high-press- 
ure gravity circulation. 

A well-arranged gravity circulation should be made 
to work at any pressure; for with its heating surface 
properly proportioned it can be made to meet the exi- 
gencies of fall, winter, or spring weather, by simply 
carrying a pressure suitable to the occasion. 

10. To have the water of condensation return directly 
into the boiler, under all conditions of pressure, the 
main pipes must be large enough to maintain the pressure of 
the boiler, to tvithin one pound, i:i every part of the appon 
raius, and the water-line of the boiler should be not 
less than 4 feet from the bottom of the horizontal 
distributing mains at their lowest part ; and that dis- 
tance will only answer in short mains, such as those 
used in the generality of city business buildings and 
blocks. In large public buildings and others, having 
their boilers in out-houses, the difference between the 
boiler line and the mains should be all it is possible to 

get. .* . . 

11. A main should not decrease in size according to 
the area of its branches, but very much slower, and 
shoidd be rated by the heating surface and the distance 
it is to be carried. Neither should the main at the 
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boiler be equal to the aggregate size of all its branches 
— ^an expression very much in vogue in specifications 
for steam heating. 

Mains which have given the best results leave the 
boiler of sufficient size (calculated from practical re* 
suits), and are reduced very slowly, if at all, until very 
near the end. 

The area of the cross section of a 1-inch steam-pipe 
is taken as unity, for the sake of easy calculation; in the 
rating of steam-pipes, and the area of a l-4nch pipe in the 
main^ aJt the hoUer^ to each 100 aqiuire feet of heating sur^ 
facCy mains included^ is deduced, from the size of the 
ins and heating surfaces of some of the best heated 
bmldings in the United States, and has been the writer's 
rule for some years. 

12. When the main steam-pipe leaves the boiler, it 
should, if possible, be carried high at once, and have 
the stop-valve at the highest part in the pipe, so that 
condensed water cannot lodge at either side of it when 
shut This will prevent cracking at this part -of the 
pipes when the valve is opened. If this arrangement 
cannot be carried out, and the valve has to be nippled 
on the dome of the boiler, or if there are several boilers, 
and they have to be made interchangeable with regard 
to their use, there should be a relief of large size in the 
main, just outside the valves. 

13. It is well to mention here that a relief which 
leaves the steam-pipe must be brought into the return 
pipe in a position corresponding exactly to where it 
leaves the main ; that is, when it comes from the out- 
side of the main stop-valve, it should be taken to the 
outside of the main return valve. Otherwise, if an at- 
tempt is made to shut ofi^ and both valves are closed, 
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the water wUl hack up and fill the apparatus. So, also, 
with all branches, risers or connections ; if there is a 
valve in the steam part, there must also be one in the re- 
turn, and reliefs must leave the steam-pipe and enter the 
return on corresponding sides of the respective valves. 

14 From the highest point the main steam-pipe 
should drop slowly, as it recedes from the boiler (^ inch 
to 10 feet being a fair pitch), that the course of the 
steam and the water may be in the same direction. 

A main steam-pipe should not run very close to the 
wall up which the risers go. There should be room 
enough for a riser connection (2 or 3 feet), and when 
the mains are long, and the expansion great, the dis- 
tance should be increased. 

15. The T's in the main, for the riser connections, are 
better turned up than sidewise, as by nippling an elbow 
to them you can get any desired angle, and should the 
measurement for the main be a little incorrect, it will 
make no difference. This arangement also makes a 
good expansion joint, if the mains have much traveL 

Where the pipe reduces in size, it is well to put a re- 
lief in the lower side of the reducing fitting, as the water 
that is pocketed there, by the large pipe pitching in the 
direction of the smaller one, may be the cause of crack- 
ing and noise in the pipe. Some steam-heaters use an 
eccentric fitting in reducing, which brings the bottom 
of the pipes on the same line and makes nice work. 

16. When it is necessary to have stop-valves to the 
risers, the steam-fitter often places them in the riser 
connections, with a valve also in the riser relief. This 
arrangement requires three valves, and also stops the 
local circulation and equalization of pressure when they 
ore closed. 
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It is better to use only two valves, one to the steam 
and one to the return riser, and place them a few inches 
up the riser, above the riser connection, -which brings 
them also above the steam-riser relief saving a valve 
and lessening the chances for noise in the pipes. 

In System No. 2, where the returns are carried down 
separately, and collected together below the water-line, 
the return valve should be below all such connections, 
and the steam-riser rdief should have a separate con- 
nection with the main return, and have no valve. 
Straightway valves are best for risers. 

The extreme end of a steam main should be con- 
nected by a rdi^ with the main return, being in fact, a 
continuation of the main down and into the return. 

17. Stop-valves in main steam-pipes are either globe, 




angle, cnt straightway. When a globe valve is nsed, it 
sbooM be toroed with its stem nearly horizontal, as 
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shown in Fig. 3. The reason for this is obyions, when 
we consider that the water of condensation in any pipe 
runs along the bottom of it When a globe valve is 
turned up, as in Fig. 4, the water in the pipe has to half 
fill it, before it flows over the valve seat, to pass along 
in the pipe. But, when the valve is on its side, it is 
different, for then the side of the opening of the valve seat 
is as low as the bottom of the pipe. 

Neither should the stem of any valve be quite hori- 
zontal when it can be avoided. It should be raised 
enough (10 degrees) to prevent water from collecting in 
the threads of the nut and stem, and being forced out, 
by the pressure of the steam, through the stuffing-box ; 
which makes a constant dropping of water, that it is 
almost impossible to hold with ordinary packing. But 
with dry steam it can be held. 

Globe or angle valves should be so turned in a heat- 
ing apparatus that by simply closing the valve to be 
packed, and its corresponding valve in the return, or vice 
veraay and waiting for the steam to cool down, the stuff- 
ing-box or gland can be removed without the escape of 
steam. To do this it is necessary to have the pressure 
side of every pair of valves turned toward the boiler. 
By the pressure side of a valve is meant the under side 
of the disk. 

18. Main Betum Pipes. — ^In small apparatus (up to 3- 
inch steam-pipe) they are usually run one or two sizes 
smaller than the corresponding steam-pipe. 

In returns which are below the water-line, or are 
trapped to give them an artificial water-line, and conse- 
quently always full of water, there are no currents but 
the flow of the water toward the boiler. This style of 
return admits of the smallest piping, but good practice 



X 



GBAVITT-CmOULATlNG APPAItATUS 15 

has placed it at one quarter of the area of the steam- 
pipe, for all conditions, for apparatus with larger than 
a 3-inch steam-pipe. 

In apparatus with less than 3-inch pipe, the return 
is usually only one size smaller than the steam-pipe, 
that it may have a practical magnitude, and thus avoid 
the possibility of getting it stopped with the dirt or sedi- 
ment carried to an elbow with the current of the water. 

19. In dry returns — L e., which have no water-line — 
there are local currents, often going in contrary direc- 
tions, the water gravitating toward the boiler, the steam 
flowing to the heaters, and the air — the greatest source of 
anruyyarvce to the steam-heater — going any place except 
out of the air-valve. This style of return is not much 
used, but in cases where there is no basement it can- 
not always be avoided. 

One-half the area of the steam-pipe has been found, 
in practice, to give good results in dry return pipes. 

20. Check-valves are generally used in return pipes 
where they enter the boiler. Some steam-heaters leave 
them out on account of the back pressure they cause 
to the return water; but the practice is very much to be 
condemned when two or more boilers are connected, 
as an inequality in draught, or the cleaning of a fire, 
will make a small difference of pressure between boilers, 
causing the water to run from one boiler to another 
through the return pipes. 

Check-valves of large area in the opening, with a 
small bearing on the seat, can be made that will not 
give more than one eighth of a pound back pressure. If 
the valve is not ground, and cleaned frequently, when 
the job is new, there will be nothing but the actual 
weight of the disk to overcome.* 

♦ Swinging check-valves are now in use that practically cause no 
resistance to the flow of water. 
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It is sometimes convenient to reduce a return pipe 
where it enters the boiler for a short distance. This 
may be done to a limited extent, bearing in mind the 
actual quantity of water to be admitted to the boiler in 
a given time. * 

Extra strong pipe and fittings should be used in all 
returns and feed-pipes, from where they are tapped into 
the boiler, to outside the brickwork ; and when they are 
exposed to the action of the fire it is well to cover them 
with a '' slip Jbube " made of a larger size, ordinary steam 

pipe. ' 

— * 

* I have frequently been asked what the limit of reduction should 
be in a return pipe entering boilers. As an answer to this, I must 
refer the reader to Thomas Box's Practical Hydraulics, wherein will 
be found the velocity of flow of water through pipes for different con- 
ditions, from which deductions can be formed. Or the reader may 
with safety be guided by the tables of G. A. Ellis, C.E., on the friction 
of water in pipes for one hundred feet m length, by increasing the 
diameter one size for a practical magnitude, and to overcome loss by 
rough ends, fittings, etc. 



CHAPTEB IL 

RADIATORS AND HEATING SURFACES. 

21. AiiL radiators — ^box coils, flat coils, plate or pipe 
surfaces, arranged to warm the air of buildings — are 
heating sur/ctces. 

The vertical tube radiator is now the accepted type 
of a first-class heater, and nearly all manufacturers have 
their own pecuUar style, with varying results as to ef- 
ficiency. The steam-fitter or purchaser should use 
great caution in the selection of radiators. 

The common return-bend radiator, Plate L, Fig. 1, is 
the most widely manufactured ; it is not patented, and 
is second to no other vertical tube-heater. 

The construction is simple ; a base of cast-iron, A. be- 
ing simply a box, without diaphragms, with the upper 
side full of holes, about 2^ inches from center to center, 
tapped right-handed ; a pipe, B, for every hole, 2 feet 
6 inches or 3 feet long, threaded right and left handed, 
and half as many return bends, C, as there are pipes 
tapped left-handed. 

The manner of putting these heaters together is to 
catch the right-handed thread of two pipes one turn in 
the base, then apply the bend to the upper and left 
threads of the same two pipes, and screw them up simul*- 

% 17 
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taneonslj with a pair of tongs on each pipe, while a 
second person holds the bend with a wrench made for 
the purpose. 

Steam-fitters who buy bases, and make only a few 
radiators, to keep the boys at work when in the shop, 
should count each set of threads in ; but they who make 
for the trade gauge their threads and pipes, so as to 
always enter the base first If the pair of pipes in any 
one bend are not plumb, screw the pipe at the side from 
which they lean a little tighter, which will shorten that 
side and draw the bend over. 

22. I will here explain the action of steam entering a 
radiator, as nearly all the patents on the so-called posi- 
tive circulating radiators are to facilitate the expulsion 
of the air and the admission of steam. 

The general impression among steam-fitters is, that 
when steam enters a radiator the air is backed up and 
confined in the top of the pipe ; and it will be, when the 
pipe is single and closed at the top, without any of the 
usual means to get it down, although steam is but 
slightly over one-half the weight of air; which may 
seem an anomaly to the scientific engineer. 

When two pipes are connected at the top with abend, 
or when there is an inside circulating pipe, or diaphragm 
of sheet-iron slipped into it, the air immediately gives 
way and falls in the pipes nearest the inlet first ; but 
should there be no air- valve on the radiator, the air will 
be crowded at first to the further end of the radiator, 
and should the system be a gravity circulatidn, without 
an outlet to the atmosphere, it will remain in the radia- 
tor, impairing its efficiency and often deceiving the no- 
vice, as it in time heats by contact with the steam; but 
when therid is a thumb-cOck or air-valve* on the radia' 
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tor, usually on the furthermost pipe from the inlet, the 
result is quite diflferent. In the common return-bend 
radiator and others of good construction the action is 
direct, and the pipes heat consecutively, excepting, per- 
haps, the pipe the air-valve is on, and a few near it, 
which sometimes heat ahead of their order, on account 
of the draught of the air-valve. 

Thus, when the steam enters a well-constructed radia- 
tor, the air falls to the base, and is driven out at the air- 
valve, the pipe of which may be run down inside the 
base (as is seen at D, Fig. 1), which will bring it into 
the lower stratum, drawing it off to the last. 

This is the most simple test for a good heater. Any 
kind of radiator that nearly always has a few cold pipes, 
sometimes in one part of the heater, and sometimes in 
another, should be avoided. 

Fig. 2 shows a device (patented) for making a return- 
bend radiator positive. The pockets A A, filling with 
condensed water, makes a seal which at times prevents 
the flow of steam along the base and forces it in a con- 
tinuous stream through the pipes (see arrows in cut). 

Figs. 3 and 4 show cross section of modifications of 
positive return-bend radiators. Fig. 3 can be used as 
a vertical radiator only, but Fig. 4 can be used in 
any position from perpendicular to horizontal, as seen 
at Figs. 5 and 6, and is peculiarly adapted to indirect 
heating. 

Single-tube radiators, welded or closed at the top 
with a cap, with an inside circulating device, are also 
much used ; some of them compare favorably with the 
return-bend radiator, but are slower in heating. 

Fig. 7 shows the first of this class put on the market 
A is the cast-iron base, B the welded tube, and C tho 
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septam of wrought iron slipped inside the tube imd 
projectiiig an inch into the base. This heater depends 
on the gravity of the air for a ciroalation.* 



Fig. fa. 

Fig. 8 shows another heater of this class which is 
positive in its action. A, cast-iron base ; B, diaphr^m 
cast in base ; C, welded -tube ; J>, inside tube, open top 
and bottom, and screwed into the diaphragm. The 
action of the steam can be seen by the arrowa 

Fig. 9 shows a fire-bent tube radiator very positive in 
its action. 

* This was the oiiginal " Hason " radiator. An improved form of 
this radiator (Fig. la) is now on the market, in which the bases of the 
double rows and all wider are perforated at the lower end of ever; 
tube, tc provide lot a more free circnlatign of the air. 
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23. Cast-iron radiators are of two kinds, plane and ex- 
tended surfaces. 

Plane surfaces, as the trade understands them, may 
be either flat, round, or corrugated, provided the coring, 
or inside surface of the iron, corresponds and follows 
the indentations of the outside, as in Fig. 10, and in all 
wrought-iron heaters. Extended surface is understood 
when the outside surface of the heater is finned, cor- 
rugated, or serrated, with the inside straight, as in 

Fig. 11. 

For direct radiation, where the heater is placed in the 
room, there is little or nothing gained by haying the 
surface of the heater extended, and a steam-fitter, in 
calculating the extent of his heating surfaces, should 
not take into consideration tbe whole outside surface 
of such a heater, unless he gives it some value less than 
unity, the unit being a square foot of plane surface. 

For indirect heating (the coil being under the floor or 
in a flue) the result is a little diflerent as compared with 
shallow plane surface coils, where the air cannot stay 
long enough in contact with them to get thoroughly 
warmed, but presses into the room without hindrance. 
In this case the extended surface gives a better result, 
not because a square foot of the surface can transmit as 
much heat in the same time, but because it hinders the 
direct passage of the air, holding it longer in contact 
and preventing stratification. 

The cast-iron vertical tvhe radiator is a quick heater, 
the large size of the tubes causing chambers large in 
size and few in number, thus expediting the expulsion 
of the air. 

Fig. 11a shows the " Bundy " cast-iron hop radiator. 
It is a cast-iron base with air apertures through its 
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bottom, and the loops 
are doable tubes cast in 
one, and joined to the 
base by a single thread. 
Fig. Hi is the 
"Heed " cast-iron loop 
radiator. The bases 
are apertored for the 
passive of the air, and 
the loops are Xl-ehaped 
Fig \\a. tubes fastened at each 

extremity to the base by the assistance of copper fer- 
rules, into ■which the loop is forced by pressure. The 
bends of the loops, at the top, interlock and are con- 
fined by a rod to prevent distcrbance in the handling. 



Fig. 116. 

Fig. 12 shows a stack of cast-iron extended-surface 
radiators for indirect heating. 

Pig. 12(t shows a coil of secondary surface, known as 
"Gold's" compound coil surface^ and w^hich is prin- 
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oipally used for indireci heating, either as a steam coil 
or as a hot-vater coil. It is also made into direct 
heaters in the form of one-inch vertical pipe radiators 



covered with the secondary surface, and inclosed within 
a sheet-iron case, with a register in the top to con- 
trol the heat. 



Fig. 126 shows an inch pipe covered with this snr- 
face, which is No. li square wire in the helical form. 
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one pound being wrapped on each lineal foot of pipe. 
It increases the efficiency of the one-inch horizontal 
pipe in condensing power full three times when made 
into indirect coils and properly boxed, and in vertical 
radiators of moderate height the efficiency is about 
double what it would be for plain pipe. 

24. Sheet-iron radiators are used in very low-pressure 
heating, the commonest form of which is the flat Bussia- 
iron heater, seamed at the edges and studded or stayed 
in the middle, with a space of about | of an inch be- 
tween the sides. They are used in a one-pipe appa- 
ratus. 

COILS. 

25. Coils are always made of wrought-iron steam-pipe 
and fittings, and though not considered an ornament are 
first-class and cheap heaters. 

Fig. 13 shows a flat coUy which is a continuous pipe, 
connected with return bends at the ends, and strapped 
with flat iron, and is a very positive heater. 

Fig. 14 shows a miter or wall coiL It is composed 
of headers or manifolds, A A ; steam-pipes, B ; elbows, 
C ; and hook plates, D. 

There are many modifications of this coil, but one in- 
dispensable point in the making of it is, it must turn a 
corner of the room, or miter up on the wall. The pieces 
from the elbows to the upper header are called sprmg 
pieces ; they are screwed in right and left, and are the 
last of the coil to be put together. 

If a coil is put together, straight between two headers, 
as seen at Fig. 15, it will be like Fig. 16 when heated, 
and cannot be kept tight for a single day ; the expansion 
of the first pipe to heat, being a powerful purchase to 
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force the headers asunder, and when it cannot do so it 
viU spring them sidewise. 

TO ESTIMATE THE AMOUNT OP HEATTNG SURFACE NECESSARY 
TO MAINTAIN THE HEAT OP THE AIR OF INCLOSED SPACB 
IN BUILDINGS TO THE DESIRED TEMPERATURE. 

26. The ordinary rule-of-thumb way, of the average 
pipe fitter, is, to mvltiply tJie length by the breadth of a room, 
and the result by the Iveighty then cut off two figures, from the 
right hand side, and call the remainder, square feet of heat- 
ing surface, with an addition of from 15 to 30 per cent. 
for exposed or corner rooms. This is for high pressure 
steam, but for low pressure — 2 to 5 lbs. — as much. as 
100 per cent, is sometimes added, according to the size 
of rooms and the purpose they are intended for. 

In computing heating surfaces, however, there is more 
to be considered, as it is evident, the amount of surface 
necessary for a good and well constructed building, will 
not be enough for a cheap and poorly put up one. 

The cubical contents of a room, occupy only an in- 
ferior place, when estimating for large rooms and 
halls, and little or no place, in figuring for small or ordi- 
nary office rooms or residences, which are heated from 
day to day throughout the winter. 

If in a small room, on the second floor of a three 
story building, with only one outside wall, no windows, 
and the whole furred, lathed, and plastered, while all the 
other rooms of the building are heated, and maintained 
to 70° Fahr., we place a portable heater, and keep it 
there, until the room is heated to 70'' also, then remove 
it. How long will it take to cool 10^ ? Answer, per- 
'taps one hour. Now make a window without blinds, 
and you find it cools 10' in less than half the time* 
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Why ? Because the glass of the window, being a good 
transmitter of heat, it is able to cool more air than the 
whole outside wall. Tou may now say : What about 
the inside walls and floors ? Why, they actually help 
to maintain the heat in the room by conduction, etc., 
from the other rooms. 

Thus, the windows are the first and moat consideralle 
item. Secondly, consider the outside walls and how 
they are plastered — whether on the hard walls, or on 
lath and furring. Thirdly, the prospect — whether ex- 
posed or sheltered. Fourthly, whether the whole house 
is to be heated, or only part of it ; and, lastly, what the 
building is to be used for. 

TABLE OF APPROXIMATE POWEB FOB TllANSMITTING HEAT, OF 
YABIOUS BUILDING SUBSTANCES, OOMPABED WITH EACH 
OTHEB. 

Window glass 1,000 

Oak and walnat sheathing on walls 66 to 100 

White pine and pitch pine 80 to 100 

Lath and plaster, walls good 75 to 100 

common 100 to 150 

Common brick (rough) 150 

(hard finish) 200 

(hollow walls, hard finish) 150 

Sheet iron 1,100 to 1,200 

In figuring wall surface, etc., multiply the superficial 
area of the wall in square feet, by the number opposite 
the substance in the table, and divide by 1,000 (the 
value of glass), the product is the equivalent of so many . 
square feet of glass in cooling power, and may be added 
to the window surface and treated in the same way. 

The following method has given good results, and is 
not wholly empirical. The writer has used it for many 
years in preference to any other : 
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Divide tJw difference in temperaiure^ hetween that at which 
the room is to be kept and the coldest outside atmospherey by 
the difference, between the temperature of the steam pipes, and 
that at which you wish to keep the room, and the product 
win be the square feet, or fraction thereof of plate or pipe 
surface to each square foot of glass, or its equivalent in tvall 
surface. 

Thus : Temperature of room, 70"* ; less temperature 
outside, 0'; difference 70*. Again: Temperature of 
steam pipe, 212 ' ; less temperature of room, 70° ; diflfer- 
ence, 142°. Thus : 142 -r 70=0.493, or about one half a 
square foot of heating surface, to each square foot of 
glass, or its equivalent. 

It must be distinctly understood that the extent of 
heating sutface found in this way, offsets only the win- 
dows and other cooling surfaces it is figured against ; 
and does not provide for cold air admitted around loose 
windows, or between the boarding of poorly constructed 
wooden houses. These latter conditions, when they 
exist, must, be provided for separately, and usually 
require as much as 50 per cent, additional ; a good com- 
mon rule for ordinary purposes being three-fourths of a 
square foot of heating surface to each square foot of 
glass, or its equivalent in waU surface. 

27. In isolated buildings, exposed to prevailing north 
or west winds, there should be a generous addition of 
the heating surfaces of the rooms on the exposed sides, 
and it would be well to have an auxiliary heater, to pre- 
vent over-heating in moderate weather. 

In windy weather it is well known to the observant, 
that the air presses in through every crack and crevice 
on the windward side of the house ; and should they 
take a candle, and go to the other side of the house. 
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tbey will find that the flame of the candle will press ont 
through some of the openings. Thus the air in a house 
blows in the same general direction as the wind outside, 
and forces the warmed air to the leeward side of the 
house ; this is why the sheltered side of a house is often 
warmer in windy weather than in ordinary cold weather. 

Simple conditions, which tend to the warmth of a 
house, in windy and cold weather, mthout stopping the 
leakage of air, under doors or around windows are : 1st, 
blinds on the windows inside ; 2d, blinds on the windows 
outside ; 3d, window shades and curtains ; and papered 
walls. The leakages are really blessings in disguise, in 
houses which are not systematically yentilated. 

In buildings where the heating surfaces have proved 
slightly insufficient, double sashes in the windows have 
served to raise the heat to the required standard. 

In green-houses the saving of heat, when double 
glass sashes are used, is very apparent ; and in buildings 
warmed altogether with direct radiation (where no air 
is changed by flues, etc.), i to ^ less surface will do. 
But when the system is indirect, the saving is not.so 
great, as the heat lost by ventilating will be the same ; 
the saving being proportional to the amount of air only, 
which would be cooled through the single glass. 



OHAPTEE ni 

CLASSES OF RADIATION. 

Heating surfaces are divided into three classes : Ist^ 
direct radiation ; 2d, indirect radiation ; and 3d> direct* 
indirect radiation. 

28. Direct radiating surfaces embrace all heaters placed 
within a room or building to warm the air, and are not 
directly cmmected tjoith a system of ventilation. 

The best place in a room to put a radiator, is where 
the moist air is cooled— namely, before or under the 
windows^ or on the outside walls. When the heater is 
a vertical tube radiator, or a short coil, which can oc- 
cupy only the space of one window, and when, as often 
occurs in corner rooms, there are three windows, the 
riser should be so placed as to bring the line of radia- 
tors in front of, and under the windows where they will 
do the most good — as the middle window. It is better 
still, when a small extra cost is not considered, to use 
two heaters, and place one in front of each extreme winr 
dow. 

When the room is large, and has many windows, the 

heating surface should be divided into as many parts as 

there are windows ; or, if the occupants object to so 

many windows being partly obstructed, divide into haii 

as many parts, and distribute accordingly. 

29 
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In schools or buildings with many windows, where 
children or persons cannot change their positions, but have 
to remain seated for several hours at a time, care must 
be taken that the heating surface is very evenly dis- 
tributed. A coil run the whole length of the outside 
wall is best, but if any kind of short heaters are used, 
every window should have its quota. Should a single 
window be left unprovided for, it will be found by ex- 
periment that a cold current of air will fall down in 
front of such window, and flow along the floor, in the 
direction of the nearest heaters, and cause cold feet to 
any who are in the line of its passage. 

The natural currents in a room with the outside at- 
mosphere the coldest, are dotvn the windows and out- 
side walls, and up at the center or rear walls. This 
downward and cold current, should be met by the heated 
and upward current from the radiator, and reversed and 
broken up, as much as possible. 

29. Indirect radiation embraces all heating surfaces 
placed outside the rooms to be heated, a7id can only be 
used in connection tvith some system of ventilation^ 

There are two distinct modifications of indirect radia- 
tion. One, where all the heating surface is placed in a 
chamber, and the warmed air distributed through air 
ducts, and impelled by a fan in the inlet or cold air 
duct. The other, where the heating surface is divided 
into many parts, and placed near the loiver ends of verti- 
cal flues, leading to the rooms to be heated. 

The first of this class — namely, chamber-heat — ^has not 
proved a great success, and architects and steam heat- 
ing engineers are likely to have very little to do with it, 
unless the air is impelled with a fan, as it has been 
found, that in windy weather it is almost impossible to 
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force air to the side of a building against which the 
wind blows, with natural currents alone. The second of 
this class does better than the first without a fau, as 
it admits of taking advantage of the force of the wind, to 
aid in bringing the warmed air into the rooms, and does 
very well for private houses. 

In estimating the heating surface for low-pressure in- 
direct radiation, it is well to nearly dovMe what would 
be used for direct radiation. This great increase is not 
necessary where the air is forced, but with natural cur- 
rents it is hazardous to do with less, with ordinary in- 
direct coils. 

30. The indirect heater is usually boxed, either in 
wood lined with tin, or in sheet metal. The former is 
best when the cellar is to be kept cool, as there is a 
greater loss by radiation and conduction through metal 
cases ; otherwise metal is best, as it will not crack, and 
when put together with small bolts can be removed to 
make repairs, without damage. 

31. The vertical air ducts are usually rectangular tin 
flues built into the wall when the building is going up ; 
sometimes they are only plastered ; but round, smooth 
metal linings with close joints give much the best re- 
sults. The cross section of an air duct should be com- 
paratively large, as a large volume of warmed air, with 
a slow velocity, gives the best result. 

A 12-inch flue in a wall will deliver about 10,000 cubic 
feet of air in an hour to a room on the second floor of 
an ordinary house, if it is not too much obstructed by 
the radiator or register, and about one-half that amount 
will be delivered under similar conditions to the first 
floor. A good common rule is to make the first floor 
flue twice the area of the second floor flue. 
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There Bhoxdd be a separate vertical air duct for every 
outlet or register. In branched vertical air ducts, cue 
is generally a failure. 

The heated air from one heater, may be taken to two 
or more vertical air ducts, when they start directly over 
it ; but one should not be taken from the top, and the 
other from the side ; or the latter will be a total failure, 
unless the room to which the flue runs is exhausted ; 
L €., the cold or vitiated air of the room is drawn out 
by a heated flue or otherwise. 

Inlet or cold air ducts are best, when there is one for 
every coil or heater ; and its mouth, or outer end, should 
face the same way as the room to be heated. By this 
means, when the wind blows against that side of the 
house, the pressure is into the cold air duct, and 
materially assists the rarefied column of air, in the ver- 
tical duct, to force its way into the room. 

Often the steam-heater uses only one large branched 
cold air duct ; but this system may give trouble unless 
all the rooms are exhausted, or unless it has two con- 
nections with the outer air, arranged with swinging 
doors, so the prevailing wind may always blow into it. 

The steam-heater should not take a job of indirect 
heating unless the building has been arranged especially 
for it, with some efficient system of flues, sufficient to 
change the entire air at least once in an hour. 

Frequently, architects make no provision for draw- 
ing out the cold or depreciated air, other than an open 
fire-place, and often they make no outlet. Such a room 
as the latter cannot be warmed by indirect heating at all. 
But when there is a chimney, or an unwarmed outlet or 
foul air flue, the heated column of air in the vertical hot 
air flue is generally sufficient to force its way through. 
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Very large rooms, with high ceilings, are difficult to 
warm by indirect heating alone. 

A cheap and good way to draw, or exhaust, outlet or 
foul air flues, is to connect them all to one large annu- 
lar flue, around the boiler chimney flue. 

Warmed fresh air flues should be in or near the out- 
side walls, and should discharge near the windows ; and 
foul air flues should be in the inner walls, and have an 
opening near the floor and ceiling, with register valves, 
to allow the occupant to use either, or both, as he thinks 
proper. 

32. Tofivd the time in minutes^ it will take for a room 
of known cubical contents, to change its air through a 
flue of one square foot cross section: Multiply the 
velocity of the air through the flue in feet per second, 
by 60, and divide the cubical contents of the room in feet 
by the result. Thus : Velocity of air 5 feet X 60 = 300 
-f- into cubical contents, say, 4,000 = 13.3 minutes. 

To find the time for other sized Jlues, multiply this re- 
sult by the cross section of flues, in square feet, or frac- 
tions thereof. 

The velocity of the air in heating flues with only a 
natural draught, rarely reaches 8 feet per second, no 
matter what the conditions ; and 2 feet, 4 feet, and 5 
feet respectively, are fair averages of velocities for first, 
second, and third floors of a house. 

33. Direct-indirect radiation embraces all heating 
surfaces placed within, or partly within, the room to be 
warmed, indirect connecticm tvith some system of ventilation. 

Heaters of this class are usually placed on the out- 
side walls or under windows, following the same general 
rules as direct radiation, excepting the clusters are 
deeper, so as to prevent the cold air from rushing 

through without being warmed. 
8 
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Fig. 6 is a favorite modification ol this style of heat- 
ing. It is a section of a room, showing the action of the 
currents of air. A A, outside wall ; JB, partition wall ; 
C, radiator ; B, inlet fine ; E, damper or valve ; F, ven- 



tilating flue or foul air outlet ; G, fresh air mixing with 
the air of the room ; S, air of the room passing along 
the floor to the heater ; /, a percentage of the air in the 
room posing off by the ventilator. 



Pig. 6 is another modification of direct-indirect radia- 
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tion, where some of the heal heat is employed to exhaust 
or draw out the vitiated air of the room. The arrows 
show the action of the air currents. ^ is a section of a 
radiator built with a sheet-iron flue, -B, between the 
tubes, and passing through a hole, cored in the base, 
which connects with the register in the floor, and a foul 
air flue in the wall. 

Some of the radiant heat, etc., from the radiator, Ay 
warms the sheet-iron flue, B, which in turn warms the 
air within it, causing an acceleration of the current in 
the foul air flue, and conseqently drawing an equal 
amount^of fresh air in at the opening, (7. 

In estimating heating surfaces, for direct-indirect 
heating, it is well to use once and a haJf as much as 
would be used for direct radiation alone. 

There is this further distinction between the three 
systems of radiation : Direct radiation warms only the 
air of the room and maintains the, heat. Indirect heat- 
ing warms only the air that passes in, and cannot warm 
the same air twice, and consequently has to raise the 
temperature of all the air that passes, from the outside 
temperature, to that necessary to maintain the tempera- 
ture of the room, and make up for the loss by ventila- 
tion. Direct-indirect radiation warms part of the air 
over again, and warms all the air admitted for ventila- 
tion, which latter can be varied to suit the occupants. 

POSITION FOR INDIBECT HEATEES. 

34 With indirect radiation, the heating apparatus 
being steam, a building may ordinarily be sufficiently 
ventilated ; but it frequently happens in large rooms, 
with very high ceilings, or largo auditoriums, as 
churches, schools, theaters, or assembly rooms of any 
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kind, that they are not always satisfactorily heated ; for 
it is difficult to warm them, by indirect radiation alone, 
unless there is a heater to each register, and many reg- 
isters placed before the windows, supplemented by di- 
rect radiators, placed near doors or passages, through 
which there will be strong local currents. 

Heated air from a few large registers in a very large 
room, goes directly to the ceiling, and fills the room 
from above, expelling the same amount of air through 
the ventilators ; if the building had no windows, this 
would answer ; but as buildings have windows — ^which 
cool the air rapidly, there will be a falling of air, in 
front of the windows, which has not been pressed down, 
by the warm air above ; but has fallen of its own gravity, 
by losing its heat, from contact with the codling aurfacea 
of the building ; and these downward currents, having 
nothing to neutralize them, pass cold along the floor, in 
their passage to the ventilator, or to an ascending cur- 
rent of warm air — caused by the heat given off from the 
bodies and lungs of the aud'cnce. 

This is why people in churches and theaters suffer 
from cold legs and feet, and sometimes have a cold cur- 
rent on their heads, which makes the occupant certain — 
the window is open a litUe ; though a thermometer near 
by marks 70°, for the thermometer is not in the cold 
current. 

If a building must be heated entirely by indirect 
radiation (except where the occupants can change their 
position and draw down curtains, or close inside blinds), 
use as many heat registers as possible, and place them 
in front of the windows, or where a cold current is 
likely to come down. 

Usually in office rooms, and ordinary rooms in resi- 
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deuces, one register in the coldest part of the room can 
be made to answer ; bat if the room is large, with many 
windows, more should be used. 

Figs. 7 and 8 are perspective elevation and section, 
xespectivelj, of one of the indirect radiators in the 
Cambridge Hospital, and show the arrangement of the 
air-inlet pipes A, mixing-valve D, hot-air pipe H, and 
rsgister-box R, within the wards, as well as a section 
of the Tent-ducts, VA, with the vent-outlet under each 
bed (F). 



Fig.t. 
The coil casings or air boxes are made of No. 22 gal- 
vanized iron, with flanged comers, and the steam-radi- 
ator is suspended midway in the case, as seen in Fig. 8. 
The indirect heaters are " pin " sections, centre connec- 
tion, eight sections being used to each hot-air box. The 
cold air enters through the 10-inch round pipe A, Fig. 7, 
and shown separated on cellar plan by the arrows, the 
mouth of which is protected by a register-face and 
frame. As the air enters through A it can be made to 
pass either under and through or above the heating- 
surfaces of the radiator by means of a sliding damper, 
D, or the air-«arreut may be divided by placing the 
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damper in a nearly central position, aUowin;; Bome of 
the air to pass each way, thereby regulating its tem- 
peratare withont rednciug its Tolnme. The npper end 
of this damper is connected by a chain with a pnll-and- 
stop mechanism within the ward, so that the attendant 
can regolate the heat of the air withont leaving the 
room. The registers are in every case ondemeath the 
windows between the piers. 



Fig. 8. 

35. It win be seen that the dampers in the cold air 
inlets are not antomatically regulated. They are some- 
times BO regulated, to prevent the freezing of the coils ; 
but when the steam and retom pipes are sufficiently 
large, coils are seldom frozen ; for when steam is up, 



€LA88ES OF BADIATIOIT. 39 

they flfuinot freeze, and vhen eteam is not np, tliere is 
no vater in the coils to freeze, for it has snbsided to 
the water line. 

Only an apparatus with scant pipes and parts will 
freeze, unless the coil is too close to the water line, or 
partly below it 

Indirect coils, if they have valves, shotdd never be 
shut off in very cold weather. If the room is not to be 
heated, close the registers and inlet ducts. The closing, 
or partly closing of a valve, may freeze a coil, by inter- 
rupting the circulation. The closing of one valve, and 
the leaving open of the other, is sure to freeze a coil, if 
exposed to sufficient cold; as in either case, it will fill 
with water. This applies to all radiaiors. 

Fig. 8 a, shows the Kason Indirect Badiator arranged 
for hospitals, asylums, etc. It has a metal case and can 
be shut off in sections. 



CHAPTEB IV. 

HEATING SURFACES OF BOILERS. 

36. The direct heating surface of a boiler (fire-box), 
has a value, several times greater than the indirect sur- 
face (flues and tubes) ; but the shape of the furnace, its 
size, and the angle of the heating surface, as well as the 
length, size, and position of the flues, give a greater or 
less value to the indirect surface ; but these values are 
only comparative* 

In constructing boilers for heating apparatus, an effort 
should be made to have the greatest amount of direct 
surface, with a minimum of indirect surface ; for it is 
desirable to have slow combustion, with thick fires, 
and thus reduce the attendance to a minimum. 

When furnaces are comparatively small, with a high 
rate of combustion, flue surfaces may be lengthened 
with beneficial results ; but in a private house, with a 
self-feeding boiler (base-burner), or one which has a 
deep furnace, constructed to put in six to eight hours' 
coal, and keep steam uninterruptedly for that time, a 
great part of the heatmg surface should be in the fire- 
box ; the heat from the gases being comparatively low 
tempered, and the amount passed in a given time smalL 

It would be well to say, that most writers on boilers, 

40 
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put too higli a value on what is termed direct heating 
surface^ in contradistinction to indirect or flue surface. 
Not that the value of a square foot of surface in aflre-box 
of ordinary construction has^^ot 2| to 4 times the value, 
for the same size of average tube surface, but they con- 
vey the idea, that by increasing surface, near, or in the 
fire-box, and decreasing the tube surface, near, or in the 
direction of the chimney in a threefold proportion, to 
the increase in the fire-box — they can evaporate as much 
water with the decreased surfaces. Below certain sizes 
and proportions (which have already been attained in 
boilers of ordinary good construction), this may be so, 
but when a fire-box or furnace is large enough for 
proper combustion, the surface of it is then receiving 
all the radiant heat there is, and by increasing the sur- 
face directly exposed to the action of the fire (beyond 
the required chamber for combustion), it will be neces- 
sary to have the surface of the fire-box as a whole, more 
remote from the fire ; as radiant heat from any source 
has its effect decreased, directly as the surface which ab^ 
sorbs it. 

From a central point of heat, the rays diverge on all 
sides, and the intensity diminishes inversely as the square 
of the distance, which will be found to be direcUy as the 
surfaces of different sized spheres, which might surround it; 
the value of the heating surface (for radiant heat), de- 
creasing for each unit of distance, in a geometrical pro- 
gression, whose ratio is 4. The above can be likened to 
the fire in an upright boiler; assuming it has no down- 
ward radiation. 

In horizontal boilers, or boiler with long fire-boxes, 
or fired within horizontal cylindrical furnaces, the fire 
can be likened to a long column of heat, from which the 
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rays go off parallel to each other in the line of its length, 
but diverge in a line of its cross section ; which will 
give an inverse geometrical progression whose ratio is 2, 
as the decreased value of the surface, for each unit of 
distance it is removed from the fire ; but in any case, the 
assertion, that the intensity of radiant heat decreases 
directly as the surface which absorbs it, will hold good 
for any shape of fire, or any shape of furnace ; and that 
hanging tubes, projections, or corrugations in a fire- 
box, receive nothing from the radiant heat that would 
not be received by the plain surface ; so, although a 
person may take 4 foot of tube surface away, and add 
one foot to the fire-box, without perceiving they lost 
anything, yet they cannot, in a boiler that is abeady i 
furnace, and \ flue, whose gases af combustion escape at 
a sufficiently low temperature, take away all the flues, 
or a large percentage of them, and by adding i of their 
surface to the fire-box, makes as much steam. 

37. All that can be gained \>j crowding the fire-box 
with surfaces, hanging or otherwise (which must not in- 
terfere with combustion), is, to reduce the bulk of the 
boiler ; the surfaces will be the same still, for the same 
work. It is therefore poor economy to reduce the size, 
when nothing else is gained, and make surfaces which 
will fill up on the inside with sediment, choke up in the 
tubes, or between them with soot and ash, and wear out 
in one-third of the ordinary time. 

It is an incontrovertible fact, that boilers with very 
small parts, require more surface for the same work 
done, than with large and plain parts ; because of the 
impossibility to thoroughly clean them, and the rapidity 
with which they choke ; the nearness of the tubes idlow* 
ing the dirt to bridge between theuL 
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A maximum of fire-box, with a minimum of flues^ is 
proper, and should be the rule in house heating^ where 
there is generally plenty of room in the cellar. 

38. If the surface of the fire-box be increased by pro- 
jections or corrugations, for the purpose of an increase 
of surface in contact with the highly heated gases of the 
furnace, the folds should be large and in vertical rows^ 
so nothing can find a lodgment on them. 

39. The boilers which have given the best evapora- 
tive results, as well as the least trouble, and lasted the 
longest, have been the simplest, and the evaporative re- 
sults of a boiler depend more on the care with which 
they are kept clean» and the unimpeded circulation of 
the water within them, than on any peculiar disposition 
of the heating surface. 

Large boilers, compared to the work, are most eco- 
nomical ; but the limit is hard to fix, there are so many 
conditions to be taken into consideration, as well as 
styles of boilers ; and as it is really the size of the grate, 
and the velocity of the draft, compared to the work to 
be done (after the boiler is large enough), which regu- 
late the economy — Whence a sufficiency of boiler, with 
the right grate surface, to bum the fuel, accomplish the 
most satisfactory results. 

A boiler that may do very well for the first year, may 
not give satisfaction the second year. Such will be the 
case with boilers barely sufficient for the work, which, 
while they are clean, and the person in charge of them 
has a pride in doing well, will pass muster ; but the 
second year, when the novelty has passed off, it will be 
quite different, then complaints will be heard, and one 
investigating steam apparatus with a view to putting it 
in his house, will be apt to reject it should he inquire 
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no farther. Then it is too late to assert— the trouble 
is known and can be easily remedied. 

40. In proportioning the size of boilers, all calcula- 
tions must be based on the supposition that the boiler 
will be neglected to a certain extent, and that there are 
parts of the best boilers which cannot be properly 
cleaned, and that all boilers deteriorate in transmissive 
power (the gravity return least of all, as the return 
water is pure) more rapidly at first, until a point is 
reached, where external deposits fall off; after which the 
impairment is slow, and caused only by slight deposits 
on the inside, chiefly oxides, which have a high trans- 
missive power themselves. 

41. Can a boiler, it may be asked, be robbed of its 
heat, by the gases of combustion, by retaining them too 
long in contact, in passing through long flues? Not if 
they are internal tubes or flues ; but there is a poird be- 
yond which there is no gain, — ^namely, where the tem- 
perature of the gas and the steam becomes the same. 
Up to that point, the gases of combustion being the 
hotter, impart heat to the flue, but beyond it, neither 
the flue can impart heat to the gas, nor the gas to the 
flue, as they are of the same temperature. Boilers, 
when they are new, should have some such point, which 
simply moves nearer the chimney, as they become old 
and dirty. 

The rate of combustion will also give this point a 
variable position, for the time being. 

Some engineers think it preferable to let the gases of 
combustion escape at a higher temperature than the 
steam. In that case, the point can be assumed to rep- 
resent any constant difference of temperature of the gasi 
above the steam. 
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42. Eeverberatory, or drop flues, in upright boilers, 
save much. heat. A cause of loss of heat, in upright 
boilers (and possibly in many other boilers), which 
have a great many tubes, many more than the aggregate 
area of the chimney, is, the heated gases find the tubes 
directly over the fire and pass out rapidly at a high 
heat, of their own gravity, leaving the gas in the outer 
rings of tubes inert, as may be seen in almost any up- 
right boiler, where the tubes of the outer circles are 
clogged with dirt ; the velocity of the draft in the mid- 
dle tubes keeping them comparatively clean. But when 
there is a row of drop tubes, as shown in Fig. 14, or a 
flue built around the outside of the shell of the boiler, 
with brickwork, with the chimney flue leading from the 
bottom, as shown in Fig. 13, the gases are then drawn 
outy or " exhausted " by the heat in the chimney ; and 
the gases around the upper part of the boiler, become 
uniform in temperature, and stratify, the lowest being 
drawn off first, and the others following according to 
their temperature. 

When combustion is good, and the gases as they 
leave the boiler and enter the chimney flue, have not too 
high a temperature, the water ttnthin such a boiler has ah' 
sorhed all the avaUaUe heat ; hence, to increase the sur- 
face of such a boiler, will not do much good, unless the 
grate surface is also increased ; since aU the heat evolved 
has been absorbed. 

43. Will the quantity of water within a boiler effect 
evaporation ? 

Many steam heaters and others use boilers com- 
posed of very small parts, so as to have the greatest 
surface with the least water, with a view to evaporate 
more water in a given time, and cite the time betv^een 
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starting (he fire and tlie time deam 19 tep, as a proof of it 
This is a mistake I The reason why steam is gotten up 
quicker, is because there is less water to heat to 212° 
before steam begins to make, but beyond that, the re- 
sult, with regard to steam making is the same, for the 
same surface, other things being equaL 

What is gained in first time, with sensitive boilers, is 
more than compensated for, in house heating, by having 
boilers which contain a large quantity of water, by keep- 
ing steam where a new fire is put in ; as boilers which 
contain small quantities of water are rapidly chilled, 
as well as rapidly heated, and must be fired often, and 
regularly. 

Fire engine boilers, require to be sensitive, and when 
much power, with small weight is a desideratum, they 
are all right. 



CHAPTEE V. 

BOILERS FOB HOUSE HBATINa. 

44 Boilers for heating apparatus should have very 
few parts, and be as simple as it is possible to make 
them ; every part of them being constructed with a view 
to permanency ; and parts that wear out more rapidly, 
such as grates, should be so arranged that they can be 
renewed by the most inexperienced person. 

45. Bequirements for house heating boilers are : 

Isi They should contain a quantity of water, suffi- 
ciently large to fill the pipes, and radiators, with steam, 
to any required pressure, without lowering the water 
enough in the boiler to require an addition^ when steam 
is up ; for should the steam go down suddenly, there 
will be too much water in the boiler. This occurs in 
boilers made with very small parts or pipes, which 
have a small capacity, at the water line, and require 
great care ; for should the boiler have an automatic water 
feeder, set for the true water line, it will fill up, but 
cannot discharge again, when the steam goes down; 
while, if it has no feeder, there is danger of spoiling 
the boiler, as too great a proportion of the water is in 
the pipes in the form of steam. 

Por the quantity of water necessary to fill the pipes, 

47 
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with steam at any pressure, at a maximum density, see 
Table 13. 

2d. The fire-box should be of iron, with a water 
space around it, as in upright, or locomotive boilers ; 
to prevent clinkering on the sides, and the necessity of 
repairs to brickwork, which are unavoidable in brick 
furnaces. 

3d. The fire-box should be deep, below the fire door ; 
to admit of a thick fire, to last all night, and thus keep 
up steam. 

4th. The fire-box should be spacious, for the sake of 
good combustion. 

5tL The flues and tubes should be large, and in a 
vertical position, so they will not foul easily, and that 
any deposit may fall to the bottom. 

6th. The heating surface should be great in diameter, 
instead of in the direction of the chimney, and the last 
turn be a drop. 

7th. They should, if possible, be constructed of such 
shape and design, that they will require no sweeping, 
or cleaning, other than removing the ashes ; but when 
it is unavoidable, every facility should be made for 
easy access to such parts; because they are often 
operated by inexperienced persons (house servants), 
who will condemn anything which gives trouble to 
them. 

8th. The fire-grate must be easy to clean (anti- 
clinker), and so designed, it will not crack or break 
when heated (see Grates, page 80). 

9th. The grate and ash-door must be so constructed, 
that a new grate can be put in quickly by any one. 

10th. There should be no tight dampers in the chim- 
ney flue, and when the flue goes out near the bottom 
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(drop flue), it may be dispensed with altogether ; but 
the fire and draft-doors should be made to close air- 
tight (planed), so as to be capable of entirely damping 
the fire. This will prevent the possibility of coal gas 
escaping into the house ; the damping of a fire, by 
shutting off its supply of air, is the proper way ; for 
the draft of the chimney being unimpaired, draws all 
the harder on any crack, or crevice, in the brickwork, 
causing an inward current, which entirely precludes 
the escape of gas. 

11th. The perpendicular height of the boiler should 
not be too great for the cellar, so the water line will 
not be too near the level of the main pipes. 

12th. It should be so inclosed in brickwork as not to 
perceptibly raise the temperature of the cellar, in 
which it is, and have the whole outside of the boiler, 
heating surface, if required, by having either an up- 
ward or downward flue.* 

When upright boilers are constructed with drop 
tubes, as shown at a'. Fig. 14, or with drop flues, as 
shown in Fig. 13, it is generally necessary to use a 
direct smoke pipe, as well as a bottom pipe, as shown, 
in which case an upper damper is required, and possi- 
bly it is better to have a lower damper also ; the two 
dampers should be connected at right angles to each 
other by a rod, as shown at i, Fig. 14, which prevents 
the possibility of having both dampers closed together. 

46, In upright boilers, for house heating, the propor- 
tion of fire-box to the flue surface admits of almost any 
modification, as the boiler can be made of large diam- 
eter, with short tubes and high fire-box drawn in at 
the bottom with dead plates, for the desired size of 
grate, or drawn in as shown in Fig. 12. 

* Asbestos-lined jackets of iron, or other suitable jackets of refrac- 
tory materials, may take the place of the brickwork. 
4 
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47. Horizontal multi-tubular boilers admit of very 
little modification ; an increase of diameter, with short 
shell and large tubes being best, for slow combustion, 
with a great distance between the grate and boiler, and 
no bridge-wall, other than enough to keep the fire on 
the grate. 

A chamber behind the bridge- wall is not of any par- 
ticular service, when the bri(^e-wall is low ; but mak- 
ing contracted throats, at the bridge-wall, or behind it, 
to make the heat *' hug " the boiler, is a mistake. What 
is wanted in the furnace, and under the whole length of 
the boiler, is apace sufficient for complete combustion. 
Below a certain size of cross section combustion is 
interfered with, and the oxygen which passes through 
the fire will not combine with the unconsumed carbon, 
which has been decomposed by the heat at the grate ; 
but with ample space this ignition will be continuous, 
until complete with a sufficiency of oxygen, where the 
temperature is not below (800°) eight hundred degrees 
Fahr. 

For a high rate of combustion the boiler may be 
longer, with tubes of small diameter and with great 
space under the boiler. 

48. A contracted passage, or haying only the area of 
the chimney at the bridge-wall, may impinge more heat 
on that particular part of the boiler, but it will not 
cause the evolution of more heat ; and the sum total 
remaining the same, it will do the same duty, whether 
absorbed by a small part of the boiler, to which it may 
do injury, or by the whole surface at a more general 
temperature. 

The extent of the sides of the furnace, when made 
of brick, may be used as an argument against a large 
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chamber ; but the loss through a well-made brick wall 
is so little that it will not offset the benefit. 

Figs. 18, 19, and 20 show a horizontal multi-tubular 
boiler, as ordinarily set ; 18 being longitudinal section, 
19 half front and half cross section, and 20 floor plan.* 

49. The different parts of boilers, and their settings, 
h a y e technical 
names, applying I 
to the correspond- "" ^ ] "^ 
ing parts of all ' ^ I * i Z 
boilers, as far as 
the construction 
will permit; the 
shape, sometimes, 
modifying t h e 
name, and increas- 
ing or lessening 
the parts. As an 
example, a return' 
flue boiler, and a 
drop - return - flue 
boiler are shown 
•(Figs. 9 and 10). 

The return-flue 
boiler can be used 
as a stationary or . 
marine boiler with 
or without a 
water-bottom; the 
drop-return being 
constructed for stationary boilers, as it has no steam 
chimney, and the smoke connection is a sheet iron 
breeching. 

• The proportions for boiler and setting, shown in Plate 2, are 
better than those just mentioned. 
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A. Boiler-shelL 

B. Steam-dome. 

C. Boiler heads. 

C. Flue sheets. 

D. Tube. 

F. Flues. 

G. Back connection. 

H. Front " or smoke connectioii. 
/. Smoke " 
J. Furnace, or fire-box. 
K, Ash-pit 
L, Water-bottom. 
M. Steam chimney (marine). 
N. Smoke chimney (marine). 
0. Man-hole, to back connection. 
P. Bridge-wall. 
Q, Bracks. 

-B. Stay, or socket bolts. 
8. Grate bars. 
jT. Coking, or dead-plates. 
U. Front-bearer. 
V. Back-bearer. 

W. Division, between front connection and fire-box. 
X Boiler-fronts, cast iron. 
Y. Side walls. 
Z. Lugs. 

The division between furnaces, and the sides of fur- 
naces, are called " Legs " in fire-box boilers. 

The same letters apply to the corresponding parts of 
the horizontal boilers, Figs. 18 and 2L 
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FORMS OF BOILERS USED IN HEATINO. 

The conditions required for heating boilers, which 
are of such proportions they may be fitted up to work 
automatically^ are simplicity of construction, durability 
of parts, and ordinary economy in firing. 

50. A source of danger to the success of the young 
steam-fitter and to many inexperienced in steam-fitting 
— ^is their endeavor to construct ideal boilers, which 
usually prove to be failures. It is far better to use 
boilers proved successful by others, and improve their 
weak points, after your own experience with them. Suc- 
cess lies in that which will give least trovMe^ and will 
not wear out rapidly — the burning of a few tons of 
coal more or less in a year, is not a proper test ; as the 
conditions of management, the size of the house, the 
amount of ventilation, the number of hours the ap- 
paratus is operated in the year, and last, though not 
least, the comfort and satisfaction — all must be taken 
into consideration to prove economy. 

51. Fig. 11 shows the simplest form of upright 
boiler, used for heating, excepting, perhaps, one with a 
flat crown sheet. The grate is drawn in at the bottom, 
by a slanting annular dead plate, as shown ; the center 

58 
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part of tlie grate only has openings. The brick-work 
is Terr simple, and is built aroand the boiler, leaving 
about a three-inch 
space for a flne, and 
the smoke pipe is 
taken out at tiie bot- 
touL It does not rate 
very high in point of 
economy of fuel ; but 
it is very easily kept 
clean, and lasts a long 
time. 

62. Fig. 12 shows 
an upright boiler 
(mnlti-tubular),which 
is drawn in at the fire- 
box, to the size for 
the grate. This dispenses with the annular dead plate, 
and makes a very permanent piece of work. This boiler 
is set to carry the heat, when it leaves the tubes down 
one side of the boiler, and np the other, passing under 
a septum of iron, or a division wall, which may be run 
very near the boiler, but so as not to press against it. 
When the tabes of this boiler are not smaller than two 
and a half inches, or longer than three feet, and nothing 
but hard coal ia used, it will require cleaning but onca 
a year, provided there is no leak in the fire-box, or 
about the ends of the tubes.* To clean them, — remove 
the cover a', and use a steel wire tube brush. The 
cover a' is covered with sand, or fine ashes, on the top. 



"Much moisture causes the fine white ash which comes from hard 
coal U> bake on the beating stirfaces, and abould be prevented. 



F0BM8 OF BOILERS USED IIT SEATING. 55 

and in the space c, around the top, to prevent radia- 
tion, or danger from fire. It will be noticed, this boiler 
is flet on a cast iron plate, to give it stability. This 
plate is more satisfactorily made in two parts, and 
bolted together, which will prevent the heat of the fire 
from cracking it, after it is set The grate is here 



shown, a little higher than it is nsuallj set; but it 
wonld be well to keep it as high as the rivets. 

53. Fig. 13 shows the ordinary upright boiler, set for 
heating. It has a pF>culiar steam dome, as shown 
(patented), which prevents an excessive heat on top, 
and it is claimed slightly saperheats the steam. It also 
has an ash-sifting grate, which saves much dust, in the 
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manipolatiiig of the ashea, and preTents the grate 
proper from bnming out rapidly. 



64. Figs. 14 and 15 sbov &□ upright multi-tubular 
drop tube boHer. Fig. 14 is a Tertical section, on a 
center line, and Fig. 15, a half cross section, to show 
the walla and tubes. In Fig. 14, F F is the fire-pot, 
or dead plate ; F, the fire-box, or fnmace ; O, the 
grate ; H, a bar set in the brickwork of the ash-pit, in 
, such a way, it may be removed to pnt in a new grate, 
and into which the grate is pivoted, a certain distance 
below the edge of the fire-pot, to admit of shaking and 
deaning from the bottom ; the amount of opening is 
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regulated by washers, on the pivot of the grate, to Biiit 
the size of coal ased ; 0, the direct tubes ; a', the drop 



tabes ; J, the bottom plate ; K, the cover ; L, the direct 
chimney flue ; M, the bottom or drop chimney floe. 
In point of economy of fuel, probably there is no 
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house-heating boiler stands liigher than this ; and in 
permanency, it is f uUj equal to any used ; besides, it is 
not difficidt to clean. It will be seen that all the flues 
are internal, and if the gases of combustion cannot 
impart any heat, to the boiler, after cooling to a certain 
degree, they cannot abstract any from it ; as happens 
in external flues, when the gases cool to the tempera- 
ture of the steam, before reaching the chimney. 

It is also an excellent boiler where light power is 
desired, in which case the tubes may be of smaller 
diameter than would be used for heating, and longer, 
to suit a higher rate of combustion. 

When upright boilers are inclosed in brickwork, the 
outside is usually built square, to suit the door cast- 
ings, and for appearance; but the inside is generally 
built roundy three or four inches from the boiler, to 
make a flue or an air space, which will be the same 
distance from the boiler, at every part. If it is necessary 
to have a flue so constructed, with the outside still 
square, build two walls ; a round one and a square one ; 
but the inner one must not touch the outer, or the lat- 
ter will crack; otherwise build the wall square inside 
and outside, as shown. 

When boilers are constructed for low-pressure heat- 
ing, have them built just the same as if they were 
intended to earry high steam, taking care the leg (the 
part formed by the side of the fire-box, and the shell 
marked N, in Fig. 14) is properly stayed with socket- 
bolts, or stay-bolts; for boiler-makers often show a 
disposition to leave the legs unstayed, when they know 
the boiler is for very low pressure. 

Fig. 16 represents this boiler when set, and fully 
fitted with the necessary self-acting appurtenances. A^ 
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is the main steam pipe, which must be mn for no other 
purpose, bat to distribute steam to the heaters ; B, 
the safety valve, -with its auxiliarj diaphragm ; C, the 
drait-door regulator (the pipe carried up inside the 




brickwork ) ; D, the fire-door regulator, which is not 
absolutely necessary ; but it is weU to have, in case 
anything should prevent the draft-door from closing; 
E, the automatic water regulator, whose connections 
should not be a branch, from any other pipe — nor 
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should they be branched for any purpose ; F^ the maiii 
return pipe, which should have no valves in it, unless 
there are valves in the main steam pipe to correspond. 
But when there is but one boiler, it is generally better 
to dispense with valves in the mains at the boiler. G^ 
the gauge cock, which for cleanliness may have a drip- 
pan under it, connected with the ash-pan; iST, the 
blow-off cock, which in a heating apparatus ahotdd 
never be connected directly with the aeiver or drain, but 
should be a lever handle cock, over a tunnel, as shown, 
to prevent the possibility of water passing out of the 
boiler, without the knowledge of the person in charge. 
The tunnel can be removed when not in use. I, the 
fire-door^ on a good slant, so as to form a shute for the 
coal, and to close without a latch ; J, the draf t-door, 
an attachment to the ash-door ; Ky the ash-door, which 
is hinged to the frame i, and will open without inter- 
fering with the draft-door ; the chain and the bolt hav- 
ing nearly the same common axis; L, the ash-door 
frame, which is bolted to a skeleton frame, built into 
the brick work, and can be removed, to put in a new 
grate ; M ilf, are hand holes, to clean the space at the 
bottom of the drop tubes ; JV, a hand hole, to clean the 
upper tube sheet through, and through which a steam 
tube cleaner may be used, if desired. 

55. Fig 17 represents a boiler, which came into 
public notice within five years, and has given good 
satisfaction.* 

It is a drop tube boiler, with a coal magazine, similar 
to the base burning stoves, and is entirely constructed 
of wrought iron, except the cast-iron magazine. When 
set, according to the manufacturer's instructions, every 

* It is the patent of Wm. B. Dunning. 
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part of the boiler is exposed as heating surface ; the 
heat passes between the magazine and the fire-box, and 
thence down the drop tubes, D, and up and around the 



shell. The mt^azine is made to pull out, and care 
ehonld be taken when setting them, to have sufficient 
room overhead to accomplish thi6. 

It is claimed this boiler will mu twelve hours, and 
keep steam without requiring attention during that 
time. They are manufactured for the trade, and parts 
of them likely to wear ont (magazine, muzzle, grate, 
etc,) are made in duplicate. 

56. Figs. 18, 19, and 20 show longitudinal section, 
half front elevation, and half-cross section ; and plan, 
of an ordinary horizontal boiler, set for heating or for 
power. 
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This is the Btyle of boiler most in use in the United 
States, -when the building is of 
such proportions, an tipright 
boiler 13 not deemed snfficient, 
as there is a prejudice against 
very large upright boilers. They 
are sometimes fitted with auto- 
matic appurtenances, but where 
two or more of them are in a 
building, automatic draft regu- 
lators are all that should be 
used ; and a careful engineer or 
fireman should do the rest* 
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• Appsratna fitted np automaticallj, and left lor long periods, norei 
should havQ more than one boiler. 
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When used for power where the water contains 
mnd, they should be fit- 
ted with a mud pipe, as 
shown in Fig. 21, or if 
used for heating, when 
the water is not returned 
by some means ; but this 
is scarcely necessary in 
a gravity apparatus. 

Fig. 21 shows a hori- 
zontal boiler, where the 
front end of the shell is 
supported by resting in 
the cast iron front ; with 
the front connection 
formed, by what is known 
as hreeching ; this is 
sometimes made of light 
iron and bolted on ; but 
it is better to form it by 
an extension of the boil- 
er shell, as shown. This 
dispenses with the divi- 
sion Wy as shown in Fig. 
18. 

There seems to be a 
dislike to this front, for 
no better reason, than 
because it is not consid- 
ered ornamental. It is 
certainly a more sub- 
stantial front, and if set 
as shown, with deep dead plate, and two courses of fire< 
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brick lining, it will seldom require repairs ; but if the 
front bearer is bolted to the cast front, and the front, 
lined with a single course of fire-bricks, held in their 
place around the door, by a cast iron frame, the frame 
will bum off, the lining fall down, and the front become 
heated and cracked. With a straight front, a dead 
plate is always used, to carry the fire away from W, 
Fig. 18. The thickness of the wall necessary to form 
W, forms a lining for the front, which must be kept in 
repair, or W will fall, and as JV cannot be dispensed 
with in a boiler, set as in Fig. 18, the front is thus pre- 
served. If the dead plate is used, and made sufiiciently 
deep, whether W is used or not, the front will last ! 

This front and setting also obviates the necessity for 
the projection, shown in Fig. 22, which is spoken of 
elsewhere. 

56 J. Plate 2 shows a horizontal multi-tubular boiler, 
similar to the boiler shown in Fig. 18, but with the tm- 
proved cast-iron fire door arch, A; with the man-hole on 
the shell and sliding ash-pit doors. 

As there are more of these boilers used in New York, 
and other large cities, for heating and supplying power 
for elevators than any other type, it would be well to 
give them more than a passing notice. 

It is usual to make their shells of No. 1 charcoal 
hammered iron, — though many are now made of a certain 
grade of boiler steel. When iron is used, shells up to 
36 inches should be made of i inch plate ; from 36 ' to 
48" of ^ thick plate, and from 48" to 60" of f thick 
plate ; with head sheets of | to ^ and ^ respectively, con- 
structed of best flange iron. 

The domes of these boilers are usually made one-half 
the diameter of the shells, and about the same height; 
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but the limited height of cellars often reduces the 
height of the dome, and in some cases renders it neces- 
sary to dispense with them altogether. 

The height for the setting of a 48-inch shell, should 
not be less than 10 feet, and as much more as can be 
conveniently had. This will allow 2 feet from the pav- 
ing of the ash-pit to the grate, and 2 feet more from the 
grate to the boiler ; and though it is a little more than can 
be obtained with ordinary fronts now in use, it is not more 
than would be best to employ ; this is especially true in 
respect to the distance between the grate and the boiler. 

Low cellars are a detriment to a heating apparatus in 
another and very important respect — ^they bring the 
main steam pipe too near the water line of the boiler, 
and frequently cause the contractor to use a return trap 
on a job which otherwise could be made more perfect by 
a gravity apparatus. 

When the man-hole of a boiler is in the top of the 
dome, a hole in the shell underneath the dome, large 
enough to easily admit a man from the dome into the 
shell, is required. This is bad practice, as this large hole 
weakens the boiler materially : which fact engineers 
generally pay no attention to. The shell of a boiler 
underneath the dome should not be cut out ; but should 
be perforated with a number of small holes — say 2 inches 
in diameter, until their aggregate is three or four times 
that of the steam pipes. 

When the man-hole is in the top of the boiler an extra 
heavy man-hole frame should be riveted to the shell ; its 
longest diameter being across the shelL 

The tubes in horizontal boilers give the best results 

when not " staggered " but placed in vertical rows, and 

should have at least (me inch between the tubes at theii 
5 
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nearest parts, and should be not nearer the shell than 
3 inches. 

These boilers should be tested to 150 lbs. per square 
inch by hydraulic pressure. This is absolutely necessary 
to test the bracing and other parts, such as heads and 
man-hole frames. 

There is a prevalent idea that testing a boiler with 
cold water may injure it If a boiler will not stand 
twice the ordinary pressure it is made to carry, without 
injury under a hydrostatic test, with water at 40 degrees 
Fahrenheit, it shovld not he put into a building* 

Plate 3 shows a water-tube boiler. It is of a class 
that may be used for either heating or power. The 
height of these boilers usually prevented their use in 
basements or cellars with a gravity apparatus. Now 
modified forms are being made, called "architects' 
boilers," which are lower, that are intended to over- 
come this difficulty. 

A point in their favor is their greater safety when 
compared with the shell boiler. Eleven feet in these 
boilers is rated as a horse-power, while fifteen is the 
usual rate in the multi-tubular shelL 
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REMARKS ON BOILER SETTING. 

57. The best materials should be used in the set- 
tings of boilers, and less than a 12-inch wall should 
not be allowed even in the setting of the smallest doss of 
hortssonkd boUers, Large boilers should have 12-inch 
walls additional to the thickness of the fire-brick lin- 
ing of the furnace, and 20, and 24-inch walls are not 
uncommon. 

It is not desirable to put a number of masons on 
boiler walls, and hurry them ; for neatness and deliber- 
ation are required with every brick, and makeshifts 
should never be allowed. 

68. On marshy, or sandy ground, it is well to excavate 
for the whole size of the apparatus, and put in a thick 
concrete foundation, which will keep the work sub- 
stantial, and helps to cut off moisture from the earth. 

69. It is generally assumed, that the greater expan- 
sion of the bricks, on the inside of the furnace, is the 
cause of boiler walls cracking ; and it is, to some ex- 
tent true, but cracks from this cause are generally dis- 
tributed all over the walls, and are not so great that 
more than a few coats of whitewash are sufficient to fill 
them. 

67 
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The large fissures, which often appear in walls of 
boilers, are usually caused by an insufficient found- 
ation ; the walls resting on or against the boiler ; or by 
unequal or abrupt changes of thickness. 

The arch, over the back-connection of a boiler (see 
Fig. 18), should not be turned against the boiler, as is 
often the case, but should be sprung from the side 
walls ; with a rod to form the cord of the arch, the rod 
to be just covered from the heat, in the back wall (see 
Fig. 18, at a'), and with the necessary flanges, or buck 
staves on its ends. 

If it is desirable to turn the arch from the back wall 
to the back head of the boiler (since some think this 
shape more desirable), use a heavy angle iron, to turn 
it against, and keep the angle iron half an inch from 
the boiler, taking care no mortar or bits of brick lodge 
between them (see Fig. 21, at a). 

When the lugs of a boiler are firmly built into the 
brickwork, without iron plates in the wall, for the luga 
to " give and take " on, the walls will crack, because the 
iron of the boiler contracts and expands more than the 
wall does. 

The arch, turned over a boiler, should not touch it, 
but there should be one or two inches of space between 
them ; the arch should spring from the side walls, and 
be self-supporting, and not turned on the boiler. 

A good way to build these arches, is to lay inch strips 
of wood lengthwise on the boiler, and draw them out, 
as the work progresses. 

When boilers are not arched over but the side walls 
are run straight up, and the space, over the boiler, filled 
with sand, the walls are very apt to crack and shove 
them out of plumb. Every time the boiler cools, sand 
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will pass down between tlie boiler and the wall, and the 
whole mass of sand will settle down; when the boiler 
becomes heated again, and expands, the sand will not 
go up again, hence the wall is shoved oui This often 
occurs, and it is blamed directly to the action of the heat 
as something unavoidable. 

When boilers are set on sandy ground, the foundation 
should be deep, and good, or the heat of the furnace 
will drive out the moisture from the sand, and leave it 
a quich-^andy which will allow the walls to settle. 

An air space within a boiler wall is not of any service, 
the same thickness of brick would prove more service- 
able and will not weaken the wall.* 
, 60. The fire-brick, in a furnace, should have the 
smallest possible quantity of fire-clay between them, 
barely sufficient to level the work ; and it should be laid 
with a couple of courses of headers at the top, so the 
side linings could be removed, without effecting the 
stability of the walL The other courses should not have 
headers, as the breaking out of a row of headers will 
injure the wall. 

61. The division ( TF, Fig. 18) between the furnace and 
the front-connection, is another source of annoyance ; 
when constructed of iron, it burns out rapidly, and 
when made of fire-brick, in the shape of an arch, it falls 
out ; or may often be broken in using the fire tools. 

Hollow castings, with air and water circulations in 
them, have been tried ; but do not last. The shell of 
the boiler is sometimes allowed to project, and cover 

* I do not wish to convey the idea that a space in the walls of a 
building is not valuable ; since it interrupts the passage of moisture, 
the evaporation of which, from the walls, will require more heat than 
would be lost otherwise. 



70 STBAM nEATINO FOR BUrLDINQB. 

the space ; bat as it has heat on both sides of it, it 
bucldea and bnms out, in a year or so. 

Sometimes the shell is extended with a water space, 
formed on it by a projection of the head sheet and 
shell, which forms a permanent fixture ; and, if the part 
is well stadded with stay-bolts, there can be no objection 
to it ; but care most be taken, when great pressure of 
steam is to be osed, as this " shovel nose " will form 
the weakest part of the boiler (see Fig. 22). 



If an iron arch is used underneath a brick arch to 
support it, and keep it from being knocked out, it will 
last longer ; but the inner edge of the casting will bolge 
down, and get out of shape, long before the iron will be 
burned away, which sug^sted to the writer, that if the 
cast arch (which should spring from the dead plate, and 
form the doorway to the furnace) flared inward, and 
was cut into, for about one third its depth, making 
lai^e and course prongs (about 2" wide, with one inch 
of a Blot), to support and guard the bricks, it would 
Btond for a long time. This method has been used for 
10 years, and the prongs have not bent down, while they 
bum off very slowly from their points, not being short- 
ened even 1 inch ; but only rounded on their ends. 
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62. A deep dead-plate saves the front linings, as it 
keeps a body of comparatively dead coals, between the 
front and the fire. 

63. Bridge walls are often bnilt straight across, but 
an inverted arch is better ; not on account of combus- 
tion, but in an arch, the bricks are keyed in, and are not 
as likely to be poked out by the fire tools. 

64. Deep ash-pits are the best, and a second or ash- 
grate, will help preserve the grate-proper; as there is 
less reflection of heat from it, than there would be 
from a hard brick bottom. 

65. Lugs on boilers. 

The brackets riveted to the sides of boilers to support 
fhem in the brickwork, are commonly called " lugs," and 
many engineers, in the construction of what they con- 
sider long boilers, put three on a side, fearing the 
weight will be too great for two only. This is evidently a 
mistake, and frustrates the object for which the third is 
put on. The settling of the brickwork at one end, will 
then throw the whole weight of the boiler on the middle 
pair, and even if the walls should not settle, the heating 
of the under side of the boiler more rapidly than the 
top (which may often take place, for instance, upon 
starting a fire, before steam is up), will, in a measure, 
force up the ends, leaving the whole weight on the mid- 
dle lugs. 

Four lugs properly put on, are found to be the best 
number. 

Lugs are sometimes left off, until a boiler is in the 
basement, for the purpose of getting it through door- 
ways. This is not wise, as the rivets should be driven 
on the inside of the shell, before the tubes are put in 
Putting them on with tap bolts is not good, as two of 
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tnree bolts may have to carry the whole end of the boiler ; 
and should they leak, the side wall would have to be 
torn down. 

A good plan when the lugs must be left off, is to have 
a shoe riveted to the boiler at the proper time, into 
which they will slip, similarly to a stove leg; which 
must be sufficiently strong for the work. 



CHAPTEE Vm. 

PROPORTIONS OP THE HEATING SURFACES OF BOILERS 
TO THE RADIATING SURFACES OF BUILDINGS. 

66. There is no simple relation, between the heating 
surfaces of boilers, and the radiating surfaces of the build- 
ings they have to supply the steam to, for the following 
considerations apply to every type of boiler: the 
method of setting, what the grate surface is, the charac- 
ter of the work they are designed for, and whether the 
air is simply to be maintained at a certain temperature, 
as in direct radiation, or whether every cubic foot of 
air which comes in contact with the radiator must be 
warmed from the outside temperature, as in indirect 
radiation, or whether the apparatus is direct-indirect 
or composite, all these would have to be considered, and 
the results would then be only approximate ; for even 
then, neglect of cleaning, a certain amount of neglect of 
management, and the state of the fire — ^whether on the 
first hour of the new fire, or the last hour of the dirty 
fire, for the time they are to run, must enter into this 
calculation. 

If the effect of the cooling, produced by loss, through 
the glass and walls of a building can be estimated, and 
added to the amount of heat lost in warming the air ad' 

73 
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mitted for ventilation, a close estimate can be made of 
the smaUest grate, which would bum fuel enough to evap- 
orate the amount of water in a boiler sufflcienfly large ; 
but the following points the constructor must never lose 
sight of in estimating for an automatically fitted boiler, 
— ^namely, that it is the amount of opening of the draft 
door, which regulates the fuel burned ; next, the fuel 
burned regulates the water evaporated ; and, finally, the 
water evaporated regulates tha heat — ^both the heat of 
the room (by having a sufficiently large heater) and the 
heat (or pressure) necessary to move the diaphragm, 
which regulates the draft, so that really what is re- 
quired are certain limits^ within which he knows he is safe^ 
and to exceed which tvould be an unnecessary expefnse. 

Boilers for very large buildings, which have an en- 
gineer in charge, may be figured pretty closely ; as he is 
supposed to be constantly at his post, and to clean his 
boiler fires regularly, and to fire often, and in small 
quantities ; keeping his fire door open the shortest time 
possible, and further, to clean the tubes or flues when- 
ever required. But this is not the case in house boilers, 
they must run for long periods without cleaning or in- 
terruption, and be adequate to every contingency of 
change within their limit of time to keep steam. 

It has been found by experiment in a general way, 
and from practice, that for ordinary buildings, with 
average window surface, and for the greatest range of 
temperature in our northern states, when nothing but 
direct radiation with no ventilation is used, one square 
foot of boiler to every ten square feet of the radiating 
surface v)iR answer ; assuming the radiating surface is 
ample. 

For indirect radiation, if the heating or radiating sur« 
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face of the coils are figured dovMe what they would be 
for direct radiation without ventilation, the same pro- 
portion of boUer to coil will suffice ; but, if instead of 
doubling, the same surface be used or a slight increase 
as i or i, and the building be kept warm by moving the 
air faster, through a small coil — we must proportion the 
boiler the same as if we did double — that is, allow one 
square foot of boiler surface to 5 square feet of coil sur- 
face, the same as figured for direct radiation ; bearing 
in mind, a boiler is proportioned to the cooling which 
goes on — heating, ventilating, etc., and not to the coil 
surface, unless the coil surface is known to be ample 
for the conditions of temperature, etc.- 

When air is forced (as with a fan), more heat can be 
taken from a coil in the same time, than when the air 
moves naturally, from a difference in temperature ; but 
as the heat necessary for the building remains the same, 
the boiler must be proportioned to the building, and 
when the proper coil surface has been found — sufficient 
to maintain the heat, for the range in temperature inci- 
dental to the climate and local conditions — it establishes 
the simplest data from which to calculate the boiler. 

For direct-indirect radiation, proportion the boiler 1^ 
times greater than it would be for direct radiation. 

These estimates are for boilers with ordinary high 
combustion, such as horizontal boilers which are kept 
clean without interruption; but for house boilers 
(wrought-iron shell) with slower combustion, an ad- 
dition of from i to :^ may be used, and in small water 
tube boilers (pipe boilers) i to ^ may be added, in the 
judgment of the fitter. 

The manufacturers of the boiler, shown in Fig. 11, 
make 3 sizes, of 45, 60, and 75 square feet of heating 

* This is a common and approximate rule only, and represents 
about the maximum condition required for boilers. 



76 



8TEAM HEATING FOR BUILDINGB. 



surface, and say the j will furnish steam for 300, 500, and 
700 square feet of direct radiation coils. 

The manufacturer of the boiler, shown in Fig. 13,» 
publishes a list of 24 sizes of boilers, from 54 square 
feet of surface to 400 square feet, in which he gives the 
maximum and minimum number of cubic feet of air in 
ordinary buildings, each boiler will carry radiation for ; 
his apparatus being aU indirect 

The following is a condensed table of this list : 









Maxlmnm and Minimum of 




No. of Boiler. 


Feet of Snrface of 


Cubic Feet of Air in 






Boiler. 


Building. 




1 


54 


18 to 25 thousand. 




6 


107 


40 ** 54 




9 


151 


65 " 75 " 




12 


902 


72 " 100 " 




18 


802 


116 " 152 




24 


403 


164 " 215 " 



There is no doubt this list is ample when upright 
multi-tubular boilers are used, or any kind of shell 
boilers, with simple parts. 

It will be seen that by figuring the radiating surface 
of a building, by the old rule of allowing ten square 
feet of pipe or plate surface to each one thousand 
cubic feet of air (minimum) for direct radiation alone, 
and then doubling it, as mentioned for indirect above — 
the result agrees very nearly with the maximum num- 
ber of cubic feet in the list ; the difference between 
maximum and minimum forming a factctr for safety, 
when the difference in construction of buildings and in 
neglect of management is considered. 

* Major Light. A steam-heating engineer of many years' experience. 
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Morris, Tasker and Co. give a list which rates are 
nearly the same, the variation for circumstances being 
greater. It is as follows : 



Feet of Surface of Boiler. 



115 
125 
133 
148 



Contents of the Building in Cubic Feet. 



18 to 30 thousand. 
26 " 43 *• 
87 " 62 '* 
55 *' 92 " 



In the Nason Manufacturing Company's circular is to 
be found the following list — in which the grate to the 
heating surface of the boiler is about as 1 to 27, and the 
heating surface of the boiler to the radiating surface of 
the building 1 to &\. 



Square feet of Grate 
Surface 

Square feet of Boiler 
Surface exposed to 
the fire 

Sq^uare feet of Radiat- 
ing Surface which 
it will heat . . 



2 


3i 


8 


^ 


4 


^ 


5 


6 


65 


65 


78 


88 


105 


116 


181 


158 


850 


440 


525 


600 


700 


775 


900 


1050 



182 



1225 



CHAPTEE IX. 

GRATES AND CHIMNEYS. 

67. Fob a house heating apparatus, the grate and 
fire-pot should be so constructed, that as the fire 
bums, the body of fuel will move together, centrally as 
well as downwards, and thus keep a compact body of 
ignited coal for a long time on the grate. When a 
grate is broad, with a thin fire on it, the fire burns out 
at certain parts of the grate faster than at others, and 
a fireman has to build his fire accordingly, giving it 
constant attention to keep up steam and not waste 
coal ; but in a private house, all parts of the appar- 
atus, including the grate and fire-box, must be con- 
structed so that the fire can be left unattended for a 
comparatively long time; and engineers unacquainted 
with this class of work, will be surprised at what has 
been done in this respect; six hours' duration being 
common for a fire to keep steam, and make a better 
showing, for the same weight of coal per radiating 
surface, than large boilers with flat rectangular grates, 
fired regularly and often, with a high rate of combus- 
tion. 

When a grate is surrounded with a fire-pot, or when 

the fire-box is drawn in, to any angle not greater than 
78 
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30^ from the perpendicular, the coal as it bums will 
press to the center and slip down, keeping a deep fire 
in a good condition longest. This is necessary in an 
apparatus constructed to run all night without atten- 
tion, unless it is constructed with a magazine, as in a 
base burning stove. It can be understood by reference 
to Figs. 12 and 14 of upright boilers.* 

68. Grates should be proportioned to the heating 
surface in the building, radiating surface, and the water 
to be evaporated, assuming the boiler to be sufficiently 
large. 

69. The chimney must be capable of passing suffi- 
cient air, for the greatest consumption of fuel likely to 
be used. Less air will not do ! More than is needed 
does no harm ; for it is within the power of the opera- 
tor, or the automatic draft regulator, to diminish it. 

Again, the openings in the grate must be large enough 
to pass sufficient air, when the fire is packed with ashes^ 
in the last hour it is supposed to run, without attendance 
Smaller ones will not answer, and much larger are 
unnecessary; although there is considerable scope in 
this latter respect, as it is the constant opening or 
closing of the draft-door, which really regulates the 
proper quantity of air supplied. As theoretical values 
and sizes in grates and chimneys are of very little use 
to the artizan, — ^the formvlce being all founded on con- 
ditions, which give them only relative values and estab- 

* The writer thinks this same principle has been applied to locomo* 
tive boilers in England. The drawing in of the lower part of the fire- 
box, at a steep angle, all round the grate, allows the fire to shake down 
and together, by the motion passing over the rails, while the wedge 
shape keeps the fuel at the same density for the whole time, betwetn 
the fixings. 
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lish laws, that even in the hands of an educated 
engineer^ leaye too much to be assumed — ^the writer 
believes it would be better to tell from practical results 
and experience what has been found mfficient, and what 
Jiaa not, rather than copy some formula from a text 
book. 

70. The following four examples haye been selected, 
from actual experience, as they represent, yerj nearly, 
a fnw/i7nu7fi, 

1st. A chimney, 130 ft high (built in the walls of a 
building), 16 " by 32 " (512 square inches), with two 
horizontal midti-tubular boilers attached; each grate 
17^ square feet (35 in all), burning 9j^ lbs. of coal per 
hour for each square foot of grate, and evaporating 
11 lbs. of water from the temperature of the return. 
The grates haying a whole area of 5,040 square inches 
and 2,016 square inches of openings^ compared with 512 
square inches of cross section, in chimney 130 ft. high, 
giving a rate of combustion of 9^ lbs. coal per square 
foot of grate, 23| lbs. per square foot of openings in 
grate, and 93yV Ihs. per square foot of cross section in 
chimney, per hour; which, by allowing 200 cubic feet of 
air, at the temperature of 100° Fahr., necessary for the 
combustion of one pound of anthracite coal, which will 
be, at the least, increased to 300 cubic feet, by expan- 
sion, by passing through the fire, will give a velocity oi 
the gases in the chimney of very nearly 8 ft. per second, 
and should the gases be increased to double their bulk, 
by discharging them at a higher terminal, the velocity 
will be very nearly 10-5 ft. per second ; giving about 
one third the theoretical velocity. 

The above chimney proved just sufficient for the 
work ; but if the engineer who proportioned, the boilers, 
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and set them, had the construction of the chimney also, 
he would have made it more equilateral and increased 
the cross section one hall 

In the same building there were three such boilers 
(reserve), connected to the very same size and height of 
a chimney, but when the three were run together, there 
was so little gained, if any, the fireman preferred to run 
but two. 

2d example was, where a horizontal boiler with 4x4 
= 16 ft. grate was attached to a 16-inch circular, cast 
iron chimney 75 ft. high, built within a yentilating flue. 
The whole area of the grate was 2,304 square inches, 
and the spaces 920 square inches, the cross section of 
chimney being 201 square inches, and rate of com- 
bustion 6 lbs. per hour per square foot of grate 
(Pittsburgh coal), automatically regulated at th^ chim- 
ney. 

3d example was a chimney 80 fi high, 20 by 20 
inches (400 sq. inches), two boilers, each 4 by 4 ft 
grates, in all 4,608 sq. inches of grates, with 1.840 sq. 
inches of space, burning 4,000 lbs. of coal in 14 hours, 
nearly 9 lbs. per hour per sq. foot of grate, although it 
was thought desirable to bum more. Still it will be 
seen it burned 100-14 lbs. of coal for each sq. foot of 
cross section of chimney per hour, which was better 
than the chimney 130 ft high, with the oblong cross 
section. The velocity of the gases, allowing 400 cubic 
feet for each pound of coal after combustion, was 11*1 
ft per second, which would tend to prove that the 
square chimney, 80 ft. high, would pass more gas per 
sq. foot of cross section than the flat chimney 130 ft 
high, other things being equal. 

4th example was a horizontal boiler with 5 x 6 = 25 
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sq. ft. of grate, one third openings, the chimney 16 x 16 
inches (256 sq. inches), and 60 ft of its length was in 
the walls of building, with 15 ft of iron stack, 18" in 
diameter, 254*5 sq. inches on top of it ; the latter was 
put on with a view to improve the draft, but all proved 
insufficient for the work to be done. 

A new chimney, 18 by 24 inches, was built 75 ft 
high, all of brick, which proved a success, and burned 
273 lbs. of coal in an hour, giving a chimney velocity of 
10 ft per second, and burning 10 9 lbs. of coal per sq. 
foot of grate (the new grate had |ths openings), and 
burning 90 1 lbs. coal per sq. foot of cross section of 
chimney per hour. 

71. The following table is a digest of the above, 
showing the relative values : 
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3. 
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25.0 
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6.39 

12.78 
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10.0 
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2,304 
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11.120x20 



16x16 



18"diam. 



10.0 18x24 



72. From the above table, the following conclusfona 
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may be ^awn — viz., ihat for rectangular cliimiieys, 
between 50 and 100 ft. bigh, with not less than 16 
inches on the shortest side, one square foot of cross 
section of chimney, to each 75 lbs. of coal to be burned 
per hour, would be safe ; and that for rectangular chim- 
neys, 30 to 50 ft high, with not less than 16 inches on 
the side, one square foot of cross section, to 60 lbs. of 
coal burned per hour will be sufficient 

An 8 X 12 inch chimney is the smallest that should 
be built in a house for a heating apparatus ; not be- 
cause it will require that size chimney for the combus- 
tion of the coal, but to give a practical magnitude for 
roughness and want of cleaning, etc!, and no other pipe 
should be taken into it 

For apparatus, such as are put into large mansions, 
which burn 40 to 50 tons of coal in 180 days, a 12 x 16 
inch flue is little enough for the above reasons. 

Care in building a chimney is necessary, a smoothly 
plastered chimney giving a better draft and keeping 
clean longer than any other. Offsets in chimneys 
should be avoided, and parallel insides are best 

It will also be noticed that the low pressure auto* 
matically regulated boiler, had one square foot of grate 
to each six pounds of coal burned per hour, and that 
the high pressures, with quick combustion, had one 
square foot of grate to each ten pounds of coal, or even 
a little more. The latter agreeing very nearly with 
arbitrary rules laid down in hand-books. 

Thus for large boilers, fired regularly with ordinary 
good draft, one square foot of average grate (nearly ^ 
openings) to each 10 pounds of coal, forms an average; 
but for conditions such as are found in private houses, 
or where the apparatus is governed automatically, and 
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expected to run comparatiTely dirtj (with an aocnrnn- 
lation of ashes on the grate, as happens with thick fires 
attended to at long intervals), one square ioot to each 
five pounds of coal burned in the hoar is not too 
much, and may be used with safety.* 

The following table gives the number of inches in 
diameter for circular grates, from one square foot to 
six, inclusive ; advancing by ^ of a square f ooi 



Diameter of Bound Grates fn laches. 


Square Feet of Surface In Orate. 
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73. Why grates break ? 

Bound grates made of concentric rings, and straight 

* It is supposed the grate is half bar, and half opening. If the open- 
ings are less than half, increase the grate in diameter until there is a 
rate of one square foot of opening to each 10 lb* of coal burned in tba 
hour. 



GRATES AND CHIMNEYS. 



85 



radial arms, always break and fall to pieces, never 
■wearing out in the ordinary way. There is nsnally the 
same result with parallel bars, confined with a ring, 




lisrM 



fr,.z6. 



and they are the two forma most likely to be made by 
any one who is required to get np patterns and has not 
had experience in the matter ; since the pattern for the 
straight-barred grate is so much easier to make. The 
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reason of breaking is, because the thrust of the straight 
parts of the grate is not compensated for when expan- 
sion takes place, and a rupturing of the rings is the 
result 

In this matter, it would be well for the engineer to 
take pattern from the stove manufacturer, and follow 
him in this respect. No straight bars are here used in 
circular grates, as a rule ; or, if he has to use straight 
bars, they are short and unconfined at one end, radiat- 
ing in or out 

The same principle applies to all grates ; the old- 
fashioned three-barred grate fails by reason of the ends 
dropping off, and that, when it is least expected, caused 
by the unequal thrust of the bars against their ends, and 
quietly cracking them in the angles, where they are the 
weakest. Figs. 23 and 24 show grates that will crack ; 
Figs. 25 and 26 show grates which will not crack, if 
yery sharp comer angles are avoided by roundii^ 
them a little. 



CHAPTEK X. 

SAFETY VALVES. 

74. E-very boiler, for the generation of steam, for 
power or heating, must have a safety valve. 

A perfect safety valve is a desideratum, for with a 
valve of sufficient area that would respond to the 
desired pressure of steam, an explosion from over^ 
pressure would be an impossibility. 

Many boilers burst when working at their ordiiiury 
pressure, and mysterious unavoidable causes are often 
assigned as the rpason ; but there is only one reason— 
insufficient strength; either from a defect of construe* 
tion, or by deterioration of the material, or neglect ; 
and in a case of this kind no safety valve can respond, 
the valve being set for a higher pressure than that at 
which the boiler explodes.* 

75. The office of the safety valve, being to relieve the 
boiler of pressure, above its ordinary working pressure, 
it must be large enough to let the greatest quantity of 
steam, ever likely to be made, escape freely. 

* The writer has entered boilers where pins were out of braces, and 
braces broken: and one case' where the mud deposit in a horizontal 
boiler covered four rows of tubes at the back end, cracking aud bulging 
the shell; the bank of mud, apparently, holding the boiler together. 

- .87 
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In proportioning safety valyes for small boilers, and 
in fact for most boilers, the size is simply guessed at; the 
engineer or fitter puts on a certain size yalve, because 
he is in the habit of doing so, or because some former 
employer did it ; having in mind the while, an idea, that 
if a certain sized pipe, carried all the steam the boiler 
coidd make to the engine, a safety yalye very much 
smaller in area would answer, since it escaped into the 
atmosphere only — ^not knowing that a two-inch safety 
yalye blowing off at 60 lbs., had an opening so small 
that if it was round he could not put his pencil through it. 

76. When a yalye begins to blow off, the pressure 
underneath the disk decreases, out of all conceptional 
proportions ; the decrease not being due to a diminution 
of the pressure in the boiler (as the steam may actually 
be increasing), but to the draft caused by the escape, 
the laws of which are imperfectly understood, but the 
results being conclusiyely proyen, by Pro! Throw- 
bridge and others; the proportional difference being 
greater for greater pressures. 

77. Professor Burg, of Vienna, found by measurements, 
made by actual experiments, with an apparatus con* 
structed for the purpose, that a yalye of 4 inches di- 
ameter, raised from its seat, when blowing off, according 
to the tvx) first columns of the following table. The last 
two columns are calculated, that the fitter may form an 
adiwl conception of the openings, by comparing them 
to something he is perfectly acquainted with. 

The first column is, lbs. per square inch ; 3nd, actual 
lift in fractions of an inch ; 3d, actual size of openings 
in decimals of a square inch, when the beyel of the 
yalye seat is 45 degrees ; and the 4th, the internal vumi^ 
noi size of gas pipe, nearest the actual opening. 
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TABLE No. 2. 



1. 


2. 


8. 


4. 


Preiifl. 


T.ift. 


Area. 


Pipe. 
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•A 
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85 


^\ 


.160 




45 


A 


.137 




60 


^ 


.1043 


1 


90 


t4y 


.0534 


i 



78. The following graphic illustration has been 
made to show at a glance the size of the openings : 







^/S 




SO 





ACTUAL SIZE. 



the large rim, inclosing the area of a 4-inch disk (12.56 
square inches)^ and the smaller ones, the areas of the 
openings at the different pressures. 
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It can be seen from the foregoing, thai an increase of 
pressure lessens the size of the opening ; nor do the in* 
creased pressure, and flow of the steam, compensate for 
the decrease in the size of the opening, and what is re- 
quired is a valve of very great diameter, or one that will 
open its full abea. In this latter respect the steam-heater 
has done much, as will be shown hereafter. 

79. There are many formulsB for calculating the size* 
of safety valves, all based on the size of the disk ; and, 
though arbitrary, may be useful, as they give sizes, 
about /ot«r times, the area of ordinary practice. 

Fairbaim allows 29 square inches for a 50 horse- 
power boiler. 

Bankine says : '* Divide the number of lbs. of water 
which enters the boiler in an hour (to supply the loss 
by evaporation), by 150, and the product is the area of 
the valve in inches." 

Bourne says: ^^ Multiply the area of the piston in 
inches by its velocity in feet per minute, and divide by 
800 times the pressure of the steam, and the product is 
the area of the valve in inches." 

According to the relative volume of steam, at h(df its 
theoretical velocity when flowing into the air, two square 
inches of actual opening of valve should be ample for 
the number of cubic feet of water evaporated per min- 
ute, at the different pressures given in the following 
table : 



Pressare in boiler above 
atmoephere. 


Cubic feet water evapo- 
rated per minnte. 


Actual size of opening in 
valve. 


1 
25 

50 
100 


.25 

.80 

1.25 

2.18 


2 square inches. 
2 " ** 
2 ** ** 
2 " 
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By a study of the above^ it will be seen that if a 
boiler is of such construction, that 25 lbs. of steam is the 
maximum, it wiU require a larger yalve for the same 
amount of water evaporated than a high pressure boiler, 
and that indiscriminate rules are not to be used. 

80. There has been much effort to obtain a safety 
valve which will give a large opening, and in some in- 
stances, valves thus made, have proved practically a 
success, though not in. general use, since the necessity 
for them is not recognized by the public, who content 
themselves with a danger signcdy where the noise it 
makes when blowing off, is aU that can entitle it to the 
name of safety valve. 

Fig. 27 shows a common safety valve, with an auxili- 
ary attachment, which is ^ ^^^ 
capable of pulling the ^ ^-g— ^^^^—i )=^ 
valve open to its full ex- ^s^fctJ v^-^ 

tent J is an ordinary 

safety valve, put on in 

the regular way; -B, a 

common low - pressure 

diaphragm or regulator 

(see draft regulator for 

construction), attached 

to the end of the lever, 

and suitably fastened to 

the boiler; with the 

pipe connection (7, to 

the under side of the diaphragm, and taken from the 

water space of the boiler, for two reasons, — ^namely, that 

the water in the pipe may be cold, so as not to affect 

the rubber of the diaphragm, and the water, being 

steady and solid, prevents vibrations, and gives the 
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initial preBsare unaffected. Fig. 28 shows the same in 

a position to blow off, the pressure under the mbbei 

OTeTcoming the weight. 
When steam begins to escape, it cannot affect the 
diaphragm until the press- 
are in the boiler falls, when 
the diaphr^;m subsides. 

This same principle can 
be applied to high pressure 
safety valves, by using a 
diaphragm, especially con- 
structed, as in high pressure 
damper regulators. 
The escape pipe {D, Fig. 27) is sometimes carried 

down, and under the grate, by steam-fitters, that the 

esoapii^ steam may damp the fire, 

and chect it ; by interfering with 

combustion : a point worthy of con- 
sideration by aU engineers. 
Another arrangement ibr very low 

pressure is a water column, con- 
nected as in rig. 29. A connection, 

A, is taken from the steam space, 

and carried down and up, forming an 

inverted siphon filled with water. 
"When the pressure in the boiler 

exceeds the weight of the column 

ot water in the pipe, it blows it oul^ 

letting the steam escape, which will 

blow untU the steam is all gone, or 

the pipe f^^ain filled with water. 
A modification of this principle has been constaructed, 

by which steam can be carried to about 12 lbs. per square 
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incliy in buildings of ordinary height. A cylinder ol 
any suitable construction is connected to the boiler, as 
shown in Fig. 30, and filled with water ; the pressure 
of the steam through the pipe (a) 
on the surface of the water in the 
cylinder, presses it up in the pipe 
(6) ; but when the pressure is great 
enough to send the water over 
into the pipe (c), the steam es- 
capes at (d). This arrangement, 
like the one before, will not stop 
blowing without manipulation ; it 
being necessary to close the valve 
(e) and open the valve (/), to let 
the water again into the cylinder. 

A boiler with this arrangement 
on it, should also have a common 
safety valve set at a lower press- 
ure, to give warning, for should 
this start to blow off, and be neg- 
lected, it will waste water and 
steam from the boiler. The pipe 
(a) may be long, so as to have the 
cylinder a considerable distance from the boiler : in one 
case where it was set against it, the heat evaporated the 
water from the cylinder. 

A boiler with a water column on it, as described, 
should have a vacuum valve also, to prevent the water 
from being drawn into the boiler, when steam goes 
down. 

Another arrangement, which has been tried with 
some success, is an ordinary safety valve of large size, 
with a pipe (a) carried from the under side of the disk, 
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down into the water in the boiler, 843 shown in Fig. 31 ; 
the orifice of the yalve forming an annular space around 
the pipe. 
The philosophy of this valve is — ^that the pipe being 




carried down into the water, represents a certain area 
of the disk, which would be of scarcely any value when 
blowing off, but by being in the water, the pressure un- 
derneath it is not relieved. 

Pop-safety valves with differential disks and seats 
are also used for high pressures, by which very much 
larger steam passages can be secured than with ordinary 
valves of the same diamater. 



CHAPTEE XL 

DRAFT REGULATORS. 

81. When the steam-heater wishes to govern any- 
thing automatically, his first thought is, whether a 
diaphragm answers, and if he can regulate what he 
wants with a rubber diaphragm, he will never resort to 
a moveable piston : knowing the diaphragm will work 
until it wears out, without getting out of order, and 
that a piston must be kept in the nicest of order to be 
depended on, since it is affected by corrosion and dust, 
while the diaphragm, being simple and cheap in con- 
struction, and having no delicate parts, will respond to 
the smallest difference of pressure, and will run for 
many years, when constructed and put on by one who 
understands it.' 

The steam-fitter uses it to regulate the ash-pit door, 
for the admission of the proper quantity of air to the 
fire, to govern the steam pressure ; to open the fire- 
door, to admit cold air through the furnace, in case the 
draft-door is neglected, by leaving a clinker or lump of 
coal underneath the edge ; to open the safety valve, 
and sometimes to open a " break draft," an opening in 
the chimney. He also uses it for regulating the air 
supply to indirect radiators ; to govern the pressure of 

96 
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steam, when expanding from high to low presstires> in 
different systems, and to regulate water pressures with. 
82. Fig. 32 shows a regulator of ordinary construc- 
tion, with a bowl at the top and bottom of the dia- 
phragm, in which A is the bottom bowl, to which the 
support and pipe are attached ; B, the upper bowl, to 
which the fulcrum and leyer are attached; C, dia- 




o 


P2 
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phragm ; 2), fulcrum ; JE?, lever, and fT, the weight ; the 
pressure under the diaphragm being the power. 

In constructing regulators, shxirp edges of the metal 
should not be left to cut the rubber ; the comers of the 
bowls at a' should be nicely rounded, and the flanges 
around the edge deep, to give room for the holes, so 
that they would not be too near the inner edge. The 
standard F should not be riveted to the rubber, but 
only rounded on the bottom to lay on it ; nor should 
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there be holes made in the rubber for any purpose in- 
side of the holes in the flanges. 

Common flat rubber does not make a good dia- 
phragm ; it should be of extra good quality, and thick, 
and dished to flt the bowls ; so that when inflated, there 
will be no tension on the rubber. 

Some makers leave off the upper bowl, using only a 
flange ; but better practice uses one, for it is impossible 
then for oyer-pressure to burst it, when supported by 
the iron over its whole extent. 

In the construction of a diaphragm for high pressure, 
which will not burst, it is necessary that a very small 
portion of the surface of the rubber should be unsup- 
ported at any time ; and that the movement should be 
small, to admit of using a compound lever with an 
ordinary weight. 




Fig. 33 shows a high pressure draft regulator^ with a 
compoimd lever, in which a very small movement of 
the disk, -4, will give 6 inches or so at the end of the 
lever, at J?, without straining the rubber in the least ; 
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the slackness at G forming a concentric cormgationf 
^hich admits of all the movement necessary. 

83. In connecting diaphragms with the boiler, it is 
best to take the pipe from the water space, as shown in 
Fig. 27, at C ; but when that cannot be done, it may be 
taken from the boiler dome, or any other convenient 
place, except tapping a pipe^ which already has a 
** draft " on it (rapid passage of steam through it) ; for 
in order to prevent irregularities of pressure, it is neces- 
sary to have the initial pressure constantly under the 
rubber. 

When it is necessary to take a steam pipe to a dia- 
phragm, instead of a water pipe, the pipe must be trap-- 
ped in such a manner that it will fill with water, and 
the capacity of the trap must be greater than the bowls 
of the diaphragm ; so the water that has filled the trap 
and cooled therein, when it is pressed forward, will be 
sufficient to more than fill the bowls, thus always in- 
suring cold water on the rubber. 

Some will not put a valve in a diaphragm pipe in a 
private house, fearing it may be shut off by some med- 
dler ; but this is a matter which must be left to the 
judgment of the fitter. A very good way is to use not 
less than a } pipe, and immediately under the regulator 
plug the pipe with iron, and bore a -^^ inch hole 
through the plug. This hole will pass the water rap- 
idly enough for the regulator, and in case the rubber 
should burst, the flow of hot water woidd not be large. 

When the rubber is fitted in the bowls without ten- 
sion, it very seldom gets holes in it, and will give warn- 
ing by leaking first, but should it be tight it will give 
way suddenly. 

84 When regulators are attached to ash-pit doors, or 
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to eoctra draft-doors, set in one side of the ash-pit (leay« 
ing the door-proper for the removal of the ashes only), 
the chain is fastened to the end of the leyer marked O^ 
and to the door ; care being taken in placing the regu- 
lator so that the chain will haye a direct pull, and not 
interfere with the opening of other doors. When a 
regulator is attached to the fire-door, the other end of 
the leyer should be used, and this regulator is set a 
pound or so stronger than the draft-door regulator. 

It is not a good plan to make one regulator do both 
duties, by using each end of the leyer, as the doors work 
too close together, and a waste of fuel is the result, by 
letting cold air through the furnace frequently ; the in- 
tention being not to open the fire door, unless as a last 
resort. 

85. Doors for regulators should be set at an angle of 
about 45 deg. When a door hangs perpendicularly (with 
the hinges on the top, usual in such doors), the leverage 
changes, as the door swings from the perpendicular, 
throwing a rapidly increasing weight on the diaphragm ; 
but when the door is on a good angle, the increase is 
not so rapid (the ball being set to partly balance the 
weight of the door, if necessary), and the door is posi- 
tive in its action when closing, being hung on an axis 
further from its center of gravity. 

Doors should. be pUmed to fit perfectly, and hinges 
and edges should be so constructed, that ashes will not 
lodge on or under them, so as to clog them. 



CHAPTER Xn. 

AUTOMATIC WATER 

86. The water feeders that are attached to low-pres- 
Bare heating boilers, are simply regulators, — they have 
DO power in themselves to force water into a boiler, and 
most be used in connection with waterworks, or a tank 
near the top of the house ; the head of water supplying 
the requisite power. 

So far, there has been but one description of aiitom»- 



tic water feeder, used in connection with steam-heating^ 
and though different makers modify the shape and the 
valve, the principle is the same. IHg 34 is a very good 
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representatioii, in which ^ is a cast iron case of suit- 
able design ; S, a copper float, with buoyancy enoagh 
for the work, and sufficiently thick, so it will not collapse 
with the presBore ; E, a lever, made of brass, to admit 
of beading; J^, a fulcrum, and G, a valve, formed with 
a piece of hard rubber, inserted in the end of the lever, 
in connection with the nozzle H, which is usually oi 
braas. 



Pig. 34J shows a modified form of water feeder lately 
brought into use, in which the float acts directly on the 
valve, and in which the valve ia visible through the 
glass H. This is very desirable, as it allows the oper- 
ator to observe the valve and feed water when it enters. 
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and enables him to detect either a leakage or a stoppage. 
With this valve the pressure of the water has a tend- 
ency to close the valve, whereas, with Fig. 34 the 
tendency of the pressure is to open it and cause leak- 
age. The pipes B C are the boiler connections, and 
i^P is the feed pipe. 

Copper .floats in boilers under high pressure, nearly 
always collapse ; but for low pressure, they have been 
constructed to stand very well, though occasionally they 
fill with water, when not well made. 

Hollow copper ball floats are usually made of two 
pieces of copper hammered into hemispheres, and 
brazed together. If they could be hammered after 
brazing, they could be made very strong ; but as the 
reverse is the case, and the heating to redness makes 
them very soft, there is nothing for the artificer to do 
but make them as thick as he can, without impairing 
* their floating power. In the brazing of a ball together, 
it is necessary to leave a»vent hole in one hemisphere, 
until the joint is thoroughly brazed, and then plug it 
up. A very good way to make floats for regulators, 
since they require some kind of a boss to fasten the 
lever to, is to put a boss on the inside of the hemi- 
sphere, as shown at a', and bore a small hole through 
it, having the thread for the lever tapped tapering; 
this hole will answer for a vent while brazing, and 
when ready to be fastened to the lever, the thread in 
the boss and the thread on the end of the lever can be 
tinned with soft solder, and screwed together cold, 
which will make a perfectly water-tight joint, and not 
leave a partial vacuum in the ball, as would happen if 
the ball was closed in the fire, and this vacuum would 
form a factor, not generally taken into consideration. 
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which will materially add to the pressure it is subject 
to in a low pressure boiler. 

There is one point in the construction of water 
feeders which requires particular attention, — ^namely, the 
size of the hole in the nozzle Hy which forms the valve. 
This hole should be small, and the higher the pressure 
of the water works, the smaller should be the hole. It 
will be seen by looking at the figure, that the float is 
the power and the force of water the weighty and by in- 
creasing the area of the hole in Hy the weight can be 
made to overcome the power. A ^ of an inch hole is 
usually sufficient to admit all the wat^r required ; but 
if a larger hole is wanted, care should be taken that 
the ball has a preponderance ; otherwise the valve will 
not set firmly to its seat, and the leakage will fill the 
boiler and prove a source of annoyance. This should 
be guarded against, for though it is not dangerous, it is 
disagreeable, and many fitters prefer to leave the feeder 
oflf on that account, since a straw, or the least dirt, 
will make it inoperative, and flood the boiler in conse- 
quence. 

87. When there are steam-traps to any part of the 
apparatus, which do not return oB the water directly 
into the boiler, the water-feeder should be put on, un- 
less there is some one constantly in attendance. With a 
return gravity apparatus it may, however, be dispensed 
with, for the operator, by looking at the water once a 
day, and letting in a supply when necessary, is a better 
reliance. A positive open and shut feeder, under all 
circumstances, has yet to be invented. 

88. When a water feeder is used, the upper or steam 
pipe must not be taken as a branch from another pipe ; 
it must be taken from the top of the boiler, or domci 
and away from other large pipes. 
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Special attention should be paid to the foregoing. A 
case which came under the writer's notice, was of a 
large horizontal boiler, with a water feeder connected 
to the dome, the water pipe entering the regular feed 
pipe ; the feeder had a glass on it, similar to the water 
glass on the front of boilers, and this boiler was fur- 
nished with an extra water glass, connected with the 
front tube sheet, in the ordinary way ; the upper pipe 
being taken from yerj near the flange. It was noticed 
that the water in the feeder glass, always stood about 
iive inches higher than the water in the boiler glass, 
which led to an investigation, and it appeared that the 
water in the front glass was the true level The upper 
pipe of the feeder was then taken from the dome, and 
tapped into the boiler shell, when both glasses showed 
the same level of water. 

89. This question of draft in pipes is of vast impor^ 
tancty and should receive more consideration than is 
usually paid to it, in connection with boHer ajppur^ 
tenances hcwever. 



CHAPTEEXm. 

AIR VALVES ON RADIATORS. 

90. The usual position for an air valve on a radiator, 
is near the return pipe. 

With high pressure steam the position of the air 
valve is not of as much importance as with low pressure, 
and one that will work with low pressure, will alwaya 
work with high. 

In vertical tube radiators, the valve is generally placed 
high up on one of the pipes, the lower end of which is 
sometimes run down within the base of the heater, to 
very near the bottom, this is done on the assumption 
that the air being heavier than steam, will be the first 
to go out by the air-vent. 

In single chamber heaters, and heaters made of pipes, 
having free passage top and bottom, the air valve is 
often put near the top, the gravity of the air apparently 
not affecting its egress. 

91. The greatest difficulty exists i^ drawing the air 
from dkJUtt coU, when the return pipe does not run be- 
low the water lines, but permits of live steam entering 
the coil from the lower end, and forcing the air toward 
the middle of the coiL Some steam-fitters put an air 

valve on a return-bend, at a point about i the length of 
106 
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the coil from the lower end, but the result is often a 
disappointment. The best way in case of box coils and 
fiat coils, is to carry their return pipes below the tcater line 
and any work so piped will never prove troublesome in 
, this respect ; for the current of the live steam is always 
from the steam to the return valve. 

The idea of the air altoays gravitating through the 
steam, and finding the lowest part of a heater composed 
of small pipes, is erroneous, unless the steam is let in 
one top. 

In what is called the atmospheric radiator, the steam 
enters on top, with a hole near the bottom to let the 
air out, and a drain to carry off the condensation in the 
bottom. Steam enters this radiator through a very 
small pipe, with a nicely graduated valve, which admits 
any desired quantity of steam, and which fills doumtoard, 
and permits a part, or the whole of the heating surface of 
the radiator to be used. It may be likened to a balloon 
partially filled with gas, the gas always remaining in 
the top.* 

With system "No. 2," low pressure steam piping, 
there is never any trouble to discharge the air, and for 
extremely low pressure (private house heating) it should 
be used. 

Air and steam mix within a heater, to a certain extent 
and at certain pressures ; this mixture being of unknown 
gravity, but always of greater weight than steam of the 
same density. 

Steam at the pressure of the atmosphere, and a tem- 
perature of 212° Fahr., has a gravity about one half 
that of air at the pressure of the atmosphere, and a 
temperature of 34° ; but when the air is increased in 

* These heaters cannot be used in a gravity return apparatus. 



AIR VALVES ON BADIATOBB. 



107 



temperature about 160° the steam is then about two- 
thirds the gravity of the air. 

92. Air yalves are various in design, but may be 
separated into three kinds : the old-fashioned pet-cock, 
a compression thumb-screw valve, and the automatic 
air valve. 

The first needs no explanation, and may be used on 
rough work, but should not be used on fine work, for a 
plug cock will not stay tight on steam work, and will 
leak on the floors, and wet the ceilings. 

The second is much used, and is simply a small angle 
valve, with or without a stuffing-box, as shown in Fig. 35. 




^^^^JT 



The third (the automatic air valve), embraces nearly 
as many designs as there are manufacturers of heating 
apparatus ; but the priuciple used is the same in each 
instance, vvx,.^ the taking advantage of the difference of 
expansion of any two metals that will stand the action 
of steam, one of which has a greater coefficiency of ex- 
pansion than the other ; and in reality becomes a metal- 
lic thermostat, which operates a little valve. 

Fig. 36 shows a simple form of this arrangement ; A, 
being a strip of cast iron ; B^ and &, strips of brass, set 
against shoulders on the cast iron, and (7, the valve and 
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dtem, passing through holes in the bar 
6, and the cast iron A^ and screwing 
into the other brass {B). 

When heated above the temperature 
at which thej are fitted, the bras3 ex- 
pands more than the iron and forms 
a bow shape, as shown, and draws the 
valve to its seat ; the dotted lines show 
its normal position. The stem, where 
it screws through the brass B, forms a 
regulator, which can be adjusted with 
a screw driver, applied to a slot in the 
valve. The outside D may be a piece 
of pipe, or a casting, with a boss on the 
side of it, to tap a small pipe into, so 
as to carry the vapor away, if required. 

Fig. 37 is another modification of the 
same principle, but has a point of excel- 
lence worth mentioning, to wit — a 
vapor cup, as seen at a\ The center 
stem A has less expansion for the same 
increase of heat than the case B. and 
when it expands, closes the valve ; but, 
as stated, the point most worthy of note 
is the vapor cup. Any condensed 
steam which escapes through the valve 
runs down the small pipe &, and drops 
in the evaporating cup a', which forms 
an annular chamber around the case, 
which is always hot when steam is on 
the radiator. For private houses, and 
offices, this is an advantage, as the es- 
cape from the valve can be regulated so 
as to give any desired moisture to the 
air in a room. 
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Fig. 38 shows a form in which one metal only (brass; 
can be used, the rods b b not being expanded as much 
as the case A^ for the reason they are outside, and not 
in direct contact with the steam. When the case. A ex- 
pands, it presses on the thumb-screw C7, forming a yalve. 

93. There is still another kind of air-vent used which 
is simply a small-chambered fitting, with a very small 
hole bored in it, which always remains open and is 
attached to a radiator in the ordinary way. Where the 
pressure does not exceed 1 lb. above atmosphere it 
may be used ; but for high pressure it will not answer, 
for the waste may be very great, since a hole ^i 
of an inch in diameter is capable of passing about 
1 lb. of steam in 33 minutes at 50 lbs. pressure ; which 
from 100 vents in 24 hours would be more than two tons 
of water.* 

* The above is a theoretical computation based on the flow of steam 
through a theoretical orifice, when no allowance is made for friction 
in so many little holes, which might reduce it one half, but even tnen 
it is so ocnsiderable that attention must be drawn to it. 



CHAPTER XIV. 

PIPE. 

94. There are two kinds of wrought iron^ steam and 
gas pipe — ^namely, lap-welded and butt-welded. 

There is no lap-welded pipe smaller than 1{ inch, 
though butt- welded pipe is made of all sizes, excepting 
extremely large sizes. 

Lap-welded pipe is considered the best, although for 
«izes smaller than two inches it makes little difference 
which is used, if the butt- welded pipes are properly 
made. 

The butt-welded pipe is the most uniform in size, 
and generally works easier, as it is softer. 

All the pipe and all fittings made in the United 
States and Canada are supposed to be of standard 
dimensions ; so the whole is interchangeable.^ 

Occasionally in old buildings pipe is found, which is 
known as '^ old gauge," which is somewhat larger than 
the pipe now in use. 

95. The size of pipe is standard, but the standard is 
arbitrary ; the inside diameter being nearest the nomi- 
nal size of the pipe, which it always somewhat exceeds ; 
small sizes are most disproportioned (as can be seen 
by reference to the table of " Standard Dimensions of 
Wrought-iron Pipe," or to the diagram of sizes of pipe). 

The threads on the ends of pipes should taper -^ of 
an inch for an inch in length of thread. 

* This is not absolutely so, bat they are near enough for common 
work, and with adjustable dies the fitter finds little trouble in getting 
along. A committee of the Society of Mechanical Engineers have so- 
cured the adoption of the Biggs Standard for pipe and fitting threads 
since the above was written, and it is hoped that hereafter the threads 
furnished by the trade will be absolutely interchangeable; the Pratt & 
Whitney Co., of Hartford, havii g already commenced the preparation 

of the standard gauges. 
Ill 
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ACVUIL SHE. 
BEIATITE ABEAS OF PIPES. 

97. The yoting steam-fitter lias not always a just 
conceivtioii of how the size of one pipe compares with 
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that of another ; not knowing how rapidly the area of a 
pipe increases with an increase of diameter. 

When the diameter of a pipe is doubledj the area has 
increased fourfold, and .if one having { the diameter of 
another, it has but ^V ^^ ^^ area. Thus, the area of the 
cross sections of circular pipes are to each other, as the 
squares of their diameters. 

As circles and squares always bear the same relative 
proportions to each other, and as either can be likened 
to the cross section of a pipe, the beginner can always 
find the number of times, the area one pipe will divide 
that of another, by making a square (a^ and calling the 
side of it the diameter of the smallest pipe; then 
around the smaller square construct a larger one, the 
side of it being the diameter of the larger pipe, with 
the comer b forming a commoji comer for both squares. 
Thus, if the square a' represents a 1-inch pipe, and 
you draw around it a square Si inches on the side, 
and lay the larger square off into squares, the size of 
the smaller one, as shown, the ^ 
number of the whole squares and 
the sum of the parts of the squares 
within the larger square, is the | j i ! ! 

number of times a 1-inch pipe will j 1 1 1— { 

go into a Sj-inch pipe. [ i I I j 

It will be seen, there are nine | ^| .| +-- j 

whole squares, six hcdf squares, ' ^ ^-* 

and one quarter square, which equals 12| squares : the 
number of times a 1-inch pipe will go into a 3|-inch 
pipe. 

To prove the above according to the rule — "Pipes 
are to each other as the squares of their diameters, 
square the smaller pipe for a divisor, and the larger 
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pipe for a dividend^ and the quotient will be the num« 
ber of times. 
Example : 

1x1=1. 8.5 X 

8^ 

175 
105 



l.)13.35(12.25— Ans. 

Ex. — To find how many times a }-inch pipe will go 
into a 2-inch pipe. 



.75x 2 X 

.75 2. 



875 .5625)4.0000(7.11— Ans. 

525 8.9375 



.5625 6250 

5625 

6250 
5625 



625 + 

98. The following table, has been calcxilated for the 
nse of the steam and gas-fitter, and shows how many 
times the area of one pipe will go into another. 

In practice, however, with pipes of constant lengths, 
more branches may be taken from a pipe than aire 
here shown. 
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To use tlie table. — ^Find the size of the smaller pipe, 
in tixe left-hand column, and follow it to the right, until 
it is under the size of the larger pipe, or mce versa; the 
number thus found is the times the small pipe will go 
into the large one. 

99. The following diagram also illustrates, almost at 
a glance, the relative proportions of pipes, from one 
inch to twelve inches in diameter : the column of figures 
being the diameters of the pipes in inches. 



▲ DIAGRAM OF BELATIYB ABBAS OF PIPES, FROM 1 TO 13 INCHES, SHOW* 
ING THE INCBEASED AREA FOR eoch INCH OF INCREASE OF DIAMXTBR* 
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The 1-inch pipe is represented by om triangle ; the 
triangle immediately opposite the figure. 

The 2-inch pipe is represented by four triangles; 
the three immediately opposite the figure and the one 
above ii 

The 3-inch pipe is represented by nine triangles; 
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the fire immediately opposite, and aU above it : and so 
on to the end. 

The sum of the triangles immediately opposite tlir 
size of a pipe, and oR the triangles above it, gives the 
square of the diameter in inches. 

The number of triangles, immediately opposite the 
size of a pipe, gives the increase in units of size (the 
unit being the area of a 1-inch pipe) over the pipe 
next smaller than it ; and the number of triangles, op- 
posite the size of a pipe, with aR above it, as far as 
the size of any other pipe, gives the increase in units 
for the difference between the two sizes. 

It will also be seen, that the increase of the area of 
pipes, for each inch of increase of diameter, is an arith- 
metical progression, whose common difference is two^ the 
first term being (xne. 

EXPANSION OP PIPES. 

100. In running pipe, for any purpose, special atten- 
tion must be given to its expansion or contraction, for 
nearly all leaks which occur after work is completed and 
tight, if not due to defective material, are caused by ex- 
pansion or contraction, which has not been provided 
for. 

When a main pipe is run close to a wall, and branches 
taken through holes in the wall, the holes being just 
sufficient for the branches to pass, the latter break off, 
when heated ; but if branches are taken the other way 
across the room, the branches being unconfined, near 
the main, even though confined near their farther ends, 
the spring of the pipe, especially if it is of small diameter, 
will admit of the expansion or contraction of the main 
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in the direction of its own length. But the branches 
should not be confined in the direction of their length, 
or thej will shove the main out of line, and should a 
branch start, directly opposite to a branch so confined, 
it will either be pushed out of position, or broken. 

Main pipes, to look well, must be straight; and 
shoidd be hung so it will expand, in the direction of 
its length, avoiding all the side motion possible, and 
throwing the expansion of the branches in the direo^ 
tion of their own lengths. 

Long mains should never be run very close to a wall 
up which risers go ; for the risers admit of very little 
lateral movement, and all the linear expansion of the 
main will be thrown on the riser-connection in the form 
of torsion. 

When a main is turned with its branch Tees looking 
up, a nipple and elbow can be screwed in to the Tee, so 
as to get any desired angle in running to the wall or else- 
where, and this nipple and elbow, with the pipe from 
the elbow, will admit of more torsion than a straight 
pipe ; and in extreme cases the threads of the nipple 
wiU turn ft Utile, and prevent anything from breaking. 

Special attention should be given to pipes laid be- 
tween floors, or when they have to cut into floor joists 
or beams. They must not be confined at their ends 
and their branches for 3 or 4 feet from where they 
leave a Tee, and should have room enough to allow for 
the greatest difference of length possible. 

101. It is common for steam-fitters to run their 
return pipes around cellars and basements before the 
concreting is done, and to allow them to be buried 
and cemented into this mass, which becomes as one 
stone, and for a time (when they do not give out upon the 
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first warming np) mnst actually oyeroome the elasticity 
of the iron ; but it more frequently breaks or leaks, 
either by shoving through the threads of the fittings, 
or else pulling them apart ; or the branches break ofit, 
by haying a large pipe, which may not be confined at 
one end, forced past them. 

102. There is another reason, why pipes should not 
be buried in floors, — ^namely, Ume toith moisture destroys 
them rapidly. Work so hid from observation, is the first 
to give out. If connections around boilers, pump con- 
nections, and the like, were kept above the fioor, they 
would wear the boiler out 

103. When hot water or steam has to be carried 
under ground, it must be conveyed in wrought-iron 
pipe, with screwed joints, or cast-iron pipe, with flanged 
joints ; hub and spigot pipes with leaded joints are not 
suitable, for it is impossible to keep them tight when 
subjected to much difference of temperature, as the lead 
expands in a different ratio from the iron, and takes a 
permanent set with comparatively little pressure. 

Cast-iron gas or water pipes, put down in the streets, 
with leaded joints, will compensate in the joints, by 
slipping ; the difference on a twelye-f oot len^h beinj 
about the -g^th of an inch for a difference in tempera- 
ture of 20 degrees. 

104. The steam-fitter should avoid using expansion 
joints (slip joints) when it is possible to compensate in 
any other way. In private houses and single city 
buildings it can always be avoided by taking advantage 
of right angle turns; but frequently in long runs of 
pipe, in narrow passages and with pipe of large dia- 
meter, they must be used, as spring bends cannot be 
used unless they have considerable length, and a four 
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or five-foot tom, on a 6-inch pipe, if the expansion 
was one inch, would be yerj liable to make mischiel 
An eight-foot torn, on a 2-inch pipe 100 feet long, 
will compensate for any difference of temperature that 
may take place, with ordinary ranges of pressure ; but 
on a 3-inch pipe it would in all probability break, 
assuming that the long run of pipe is prevented from 
springing sidewise. 

Sometimes in running pipe through long, straight 
passages, if the passages have a width of about 6 feet, 
by frequently crossing from side to side, we obtain a 
beneficial result ; especially if it is a return pipe. The 
objection to this method for a steam pipe is the great 
number of turns which would be required for a pipe_ 
larger than 2 inches ; but when passages make one or 
two right angle tumSy nothing can be better where the 
pipe is hung, and has not to pull or push its. own 
weight over rough surfaces ; the length of pipe each 
way from the elbow not being sensible of any torsion. 

105. When several boilers are connected together 
between their domes or ends, the connections should 
not be run " short across " from dome to dome. The 




pipes should be run back, or forward, from the domes, 
8 to 6 feet, and then, connected across. 
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The reaaoa of tliis is plain, when ire consider that 
settling of brickwork, or the expansion of the pipes, 
will snffioe to throw the weight of the boilers on rigid 
connections. For the Etame reasons, pipes passing 
through the brickwork of boilers should not rest in the 
walls, bnt have large holes, covered with loose flangee, 
aroxmd the pipes. 

Figs. 39 and 40 show plans of boiler connections, 
when osing expansion joints, and when the expansion 



is provided for by spring, the latter being the most 
permanent way, when properly done. 

By reference to the figures it will also be seen, that a 
slip joint only provides for a linear contraction or ex- 
pansion, or a twisting motion, and does not compensate 
for a difference in level. 

Fig. 41 shows distant rigid objects connected by a 
pipe, in which the expansion is provided for by the 
nse of spring bends. 

The expanding power of a 2-inch pipe, when heated 
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to the temperature of 100 pounds of steam, exerts a 
force sufficient to move 25 tons. 

106. Cast iron expands one one hundred and sixty- 
two thousandths (xTigWr) of its length for each degree 
Fahrenheit it is subjected to within ordinary limits, 




while in the solid state. Its expansion is less than 
wrought iron. 

107. Wrought-iron pipe expands the one one hundred 
and fifty thousandths (nnjWTr) of its length, for each 
degree Fahr. it is subjected to within any limits it can 
be used by the steam-fitter ; and the length of the pipe 
in inches, multiplied by the number of degrees it is 
heated, and divided by 150,000, will give the expansion 
for that difference in temperature in inches^ or frac- 
tions of an inch. 

Example. — ^Find what the length of a one hundred feet 
of pipe will be, when heated to the temperature of 100 
pounds of steam, its initial temperature being zero. 

ft. in. in. temp. 

Thus, 100 X 12 = 1200 x 338 ° = 405600-5- 150000 = 2.70 
inches. (See table.) 
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106.* — ^A. TABLE OF LINEAK EXPAKSIOK, OF WSOUeHT AlfD OAST IRON 
PIPES (to within the y^ OF AN INCH), FOB EACH 100 FEET IN LENGTI^ 
AT TEMPERATU&ES AND PSES8UBES MOST FREQUENTLY BEQUIBBD BT THt 
STEAM-FITTEB. 

WBOUGHT mON. 



Teniperamre of 

the Air. when the 

pipe 18 fitted. 


Length of 

pipe when 

fitted. 


Length of pipe when heated to 


215'orllb. 
of steam. 


2S5«or251be. 
of steam. 


SOT* or 50 lbs. 
of steam. 


838* or 100 
lbs. of steam. 


Degrees, Fahr. 


Feet. 


Feet Ins. 


Feet Ins. 


Feet. Ins. 


Feet Ins. 



82 
64 


100 
100 
100 


100 1.72 
100 1.47 
100 1.21 


100 2.12 
100 1.78 
100 1.61 


100 2.31 
100 2.12 
100 1.86 


100 2. lO 
100 2.45 
100 2.19 



CAST IRON. 




82 
64 


100 
100 
100 


100 1.59 
100 1.86 
100 1.12 


100 1.96 
100 1.65 
100 1.43 


100 2.20 
100 1.96 
100 1.73 


100 2.50 
100 2.27 
100 2.00 



* Calculated for Begnault's temperatures and Lavoissier and Laplace'c 
difference of expansion. 



CHAPTEB XV. 

SIZE OF MAIN PIPES. 

109. No gravity heating apparatus is perfect, nnless 
it heats thoroughly at all pressures ; unless the water of 
condensation runs back and into the boiler at aU press- 
ures ; unless it is noiseless under all ordinary con- 
ditionsy so the duty of the person in charge is simply 
to take care of the fires, and see there is always suf- 
ficient water in the boilers. 

The fitter, in all probability, knows that a gravity 
apparatus requires the largest pipes, and thus he can 
take it for granted, the size sufficient for such will be 
enough for any other description of work. 

As this book is principally devoted to the heating of 
buildings and blocks, which have their own boilers, 
situated either in the buildings or near to them, the 
rule mentioned hereafter is intended for determining 
the size of main pipes for gravity apparatus for all 
ranges of pressure or where an early initial pressure is 
required, as with an automatic direct return steam-trap. 

110. "With high pressure steam, which is allowed to 
expand through a building, and eventually escape 
through atmospheric traps, a very much smaller piping 
will do ; but the waste of heat is sometimes enormous 

125 
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with traps which discharge into an open tank, or to at- 
mosphere. The difference in favor of a gravity appa- 
ratus, or apparatus working properly, with direct return 
traps, can always be estimated at 15 per cent, over appa- 
ratus which permits fche water to escape, and thus either 
loses it, or obtains it by pumping it back : and when 
traps are neglected (which is the rule), it may reach 30 
per cent, of all the heai 

This is not an assertion in the interest of direct 
return, or one which cannot be verified, as the follow- 
ing will show. 

When water is returned to the boiler, at a tempera- 
ture of 180"* (the ordinary temperature of water from 
gravity apparatus), it requires 1,000 heat units to make 
one pound of it a pound of steam, and in condensation 
to water again, and returning it to the boiler at 180^ 
it loses just 1,000 heat units : which have all been utilized 
within the building. Thus every unit of heat, added to 
the water, has been realized, and it represents the mom- 
mum economy possible in steam heating ; the power re- 
quired to put the water back being at a minimum — L e., 
gravity. In the case of an apparatus that tcastes its re- 
turn water, and has to pump water from the water- 
works at a temperature of 40°, it has to add to every 
pound of water converted to steam, 1,140 units, and gets 
only 1,000 from it, when the water is cooled to 180° (a 
very low temperature by the way for ordinary traps to 
expel water at). Thus, for every 1,140 units added to 
the water, 140 are lost, or over 12i per cent When the 
pressure in the radiator is 40 pounds, and the water, 
passing the trap at a temperature corresponding to 
that pressure (285° Fahr.), is allowed to waste — there 
are 1,140 units required to raise fresh water at a mean 
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temperature to steam : and only 902, utilized in cool- 
ing to 285°, the temperature of water at 40 lbs., which 
leaves 245 units unaccounted for, — or a loss of more 
than 21^ per cent. : and this does not take into consid- 
eration the heat lost in pumping water into the boiler. 

111. The power necessary to put a pound of water 
into a boiler against 70 lbs. pressure, is greater than 160 
footpouTidSy and requires one-third of a horse power for 

a cubic foot. As a cubic foot of water evaporated in a 
boiler, and used in a common engine at medium high 
pressure, does work equal to 1,980,000 foot pounds, it is 
evident it requires y^o of a pound of steam to put one 
pound of water into a boiler, the equivalent of a loss of 
about 5.5 Jveat units to every pound of water returned 
mechanicaUy-assnming the condensation, is pumped 
into the boiler without loss of heat, other than its latent 
heat — ^but which in practice reaches about 1 per cent. 

112. If the water from traps, discharging at 40 pounds 
pressure, is saved in a tank, and pumped into the boiler 
again, then the condensed water, after being received into 
the tank, will have a temperature of about 200"^. But it 
will be said the water escaping from a trap at 40 pounds 
pressure had a temperature of 285°, hence the water 
should be received at that temperature. Since it is 
necessary to have a tank open to the atmosphere (with 
either an overflow pipe or a vapor pipe), to receive the 
water ; and water at a pressure of the atmosphere can- 
not have a temperature above 212°, the diflference 
escaping in vapor, or low pressure steam, through the 
vapor pipe ; and if you have a tight tank without traps, 
you must have as large pipea very nearly, to get water 
to gravitate to the tank, as are required for the boiler, 
8o that when the difference of level will permit, it is 
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better to put it direct into tlie boiler. But to retnm : the 
temperature of the water in the open tank we will take at 
200, and to raise a pound of it to steam, will require 
979 units, and 894 units of it will be realized in cooling 
if it passes the trap at a temperature corresponding to 
40 pounds, the difference being lost into the atmosphere 
by getting into a condition fit to remain in the tank-^ 
this is over 8^ per cent., to which add 1 per cent, for 
pumping the water back, which will equal 9 J per ceni; 
but should the water be lost each time and fresh cold 
water be supplied it will equal 21| per cent. 

113. Thus it will be seen, it is poor economy to use 
small pipes, and resort to tanks, traps, pumps and 
other contrivances, to get water back, when the price of 
a steam pump expended on larger pipe is frequently 
sufloicient to get the water back, and obtain an effect, 
which so far as the heating surface is concerned, wiU 
give the maximum duty, and do away with one source 
of continual expense, as well as the loss of heat occa- 
sioned by such irregular means. Twenty-five years ago 
it was excusable, because it was not then generally 
known that water could be returned at aU pressures ; but 
now it is unpardonable, when the circumstances of the 
case, position of building, etc., will admit of doing better. 
Furthermore, it should be the duty of the architect to 
provide, if possible, for direx^ return, in the general 
planning of buildings, at least for direct heating. 

114 There is no definite rule amongst those who 
attempt steam heating, by which they may determine 
the correct size of pipes ; hence much confusion and 
many failures occur, to the general injury of the trade. 
Those who make a specialty of heating, soon find they 
must use large pipes, and they generally adopt some 
arbitrary unit, such as to allow the size of a |-inch pipe 
to each radiator; a half a square inch in the cross 
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section of the main to each 100 square feet of heating 
surface, or to each radiator ; and the area of a one-irwh 
pipe to each 100 square feet of heating surface. The 
latter the writer has adopted as the only one that is 
ample. 

This latter rule also compares very nearly with de- 
ductions made from the steam pipes of certain build- 
ings throughout the country, which are considered 
representative pieces of work, and have proved them- 
selves ample, when the greatest cold prevailed. 

115. Thus, the area of a one-inch steam pipe, .7854 of 
a square inch, may be taken as the unit ; and it serves 
very well, as by simply squaring the diameter of a pipe 
in inches, you have the number of 1-inch pipes, or units, 
or hundreds of square feet, of pipe or plate surface, 
the main pipe will supply steam for. * Thus a 3-inch 
pipe will supply steam for 900 square feet of heating 
surface, when subjected to the greatest condensation 
possible within buildings, and still not raise the water 
line in the pipes to any appreciable extent. 

116. There is another reason why the area of a one- 
inch pipe (.7854 of a square inch), as the arbitrary 
unit, is more satisfactory than a square inch ; namely, 
the increase of the diameter of a steam pipe is directly 
as the square root of the heating surface ; and according 
to the arbitrary unit here adopted, the diameter of the 
pipe in inches, is exactly one-tenth of the square root 
of the heating surface in feet. Thus, when you find 
your heating surface, extract its square root, in feet, 
and call one-tenth of it the diameter of the main, in 
inches. 

117. This is on the assumption that the mains in- 
crease in length in a certain proportion to their diam- 
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eters. For instance, assuming the 2-inch pipe to be 
about 50 feet in length ; the 2^, about 76 feet long ; 
3-inch, 100 feet, and each successive size about 100 feet 
longer than the one that preceded it. 

This is about the conditions of long, low buildings, 
such as insane asylums, hospitals, depots, etc., and the 
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above diagram may be used without much error for 
such buildings, and illustrates at a glance, and gives 
the size of main pipes for surfaces, from 100 to 10,000 
square feet. 
The ordinates of the curve, A By correspond to the 
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square feet of heating surface in the colnmn marked 
A B ; and the perpendicular dotted lines, which express 
the size of the pipe, in inches, correspond with the 
curve opposite the numbers in the column, which ex- 
press square feet of heating surface. 

The ordinates of the curve C D bear the same relation 
to the column G Dbja the curve A B bears to the column 
A By and shows the size of pipe for heating surfaces 
from 1,000 to 10,000 square feet. 

It will be seen that, 1,000 at the head of the column 
A B corresponds to 1,000 at the bottom of the column 
O Dy and the ordinates of both curves agree near the 
3-inch pipe line. 

Example. — Bequired the size pipe, for 600 square 
feet 'of heating surface. Find 600 in the column, and 
follow the horizontal line to where it crosses the curve 
AB ; then follow the nearest perpendicular line to the 
nearest size of standard pipe above the line, in case it 
should not come exactly on a standard size ; in this 
case it is a little below 2|-inch pipe, which size should 
be taken. 

Less than a l|-inch pipe should not be used hori- 
zontally in a main, unless for a single radiator connec- 
tion. 

If this rule is used to determine the size of the 
steam pipe in radiator connections, increase the pipe one 
size, to give them a practical magnitude, to overcome 
loss by short turns, etc. Main pipes should not de- 
crease in size, according to the area of their branches, 
but shoxdd be proportioned by the same rule as for 
determining the size of the main the first time. The 
same is true of the large branches. Find what they 
have to supply steam for, and proportion them as you 
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would a mainy figuring their own surface as radiating 
surface unless they are to be covered. When the dis- 
tributing pipes are to be covered with some good noncon- 
ducting material, the surface of them may not be figured 
as against their size, but when they are excessively long, 
or exposed in their ovm surface, it should be considered. 

Of course it is not necessary to use main pipes of as 
great a diameter as given above, if the mains and coils 
are very much above the boiler, but for cellars or base- 
ments 10 feet or under, it will not be found too large, 
unless the mains are very short Discretion, also can 
be used in the use of this rule, when pipes run 4 inches ' 

or over. For the size mentioned, 2,000 to 2,500 feet of 
heating surface may be taken from it under favorable 
circumstances, provided its branches follow this rule. 
A 6-inch pipe will be ample for 5,000 feet of surface ^ 

under good conditions also, and 10-inch for from 
15,000 to 20,000, if not too long. 

For pipes of equal short lengths the increase of 
diameters would be in the ratios of the fifth root of the 
square of the radiating surface, which would call for 
about a 2|-inch pipe for 1,000 feet of surface ; a 4-inch 
pipe for 3,000 square feet; a 5-inch pipe for 5,500 
square feet; and a 6-inch pipe for 8,700 square feet, 
and this will be ample for lengths of 50 feet or there- 
abouts of straight pipe for direct radiation. The line 
E shows diameters for constant lengths. This forms ^ 

minimum conditions for high buildings, such as are 
to be found in New York and other large cities, and 
with the selection of a pipe one size larger in diameter, 
will be ample to provide for the resistance and loss of 
pressure caused by the valves and elbows and greater 
ordinary lengths to be found in high building practice 
for gravHy apparahis. 
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STEAM. 

118. Temp^sratubes of steam according to the different 
formulae, all agree at the atmospheric pressure, but as 
the pressures become high, they vary slightly : Beg- 
nault and Bankine are nearly alike, while the experi- 
ments of the Franklin Institute are about five degrees 
higher for 75 lbs. apparent pressure. 

119. The technical terms, used about steam by writers, 
and the expressions in vogue amongst steam-fitters, 
want some explanation to make them clear, as many of 
them are synonymous and the fitter does not always know 
what is meant. 

Pressure — ^Is the force, of steam, usually expressed in 
pounds per square inch, and " elastic force " ; " expan- 
sive force " ; " tension," and " elasticity," are synonyms. 

Temperature. — ^The heat of steam, usually expressed in 
English and American books in degrees of Fahrenheit's 
scale.* 

Density. — ^The weight of a cubic foot of steam', com- 
pared to a cubic foot of water. Syn. — ^Weight of water 
in steam. 

* The use of Centigrade and Reaumur scales and foreign weights and 
measures, are very much to be condemned in English reading books or 
papers for practical men, the reduction to familiar terms often requir- 
ing more mental effort than the problem to be solyed. 

138 
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Maadrrmm density of steam. — ^The proper quantity of 
water in the steam, suitable to the pressure, i.e. when 
the steam is neither superheated nor laden with par- 
ticles of water mechanically. Syns. — ^Dry saturated 
steam ; dry steam. 

Superheated steam. — Expanded by heat, or an increase 
of pressure by heat, without the addition of water. 

Wet steam. — ^Water carried up into the steam by force 
of ebullition, and held in the steam by the rapidity of 
evolution, when the steam space of a boiler is not 
large enough. Syn. — Saturated steam. 

Foaming. — A condition differing from wet or saturat* 
ed steam, by having an excess of some foreign sub- 
stance in the water, causing it to seem lathery and 
which appears to give the water in the boiler a tem- 
perature above what would be due to the pressure, by 
retarding the separation of the steam, and raising the 
whole mass of water into a froth. Syns. — Priming; 
drawing water. 

Priming in a boiler is effected by two causes — viz.: 
Taking away the steam in intermittent puffs, faster 
than it is made and foaming. Priming in boilers is 
generally an effect : foaming a ca^ise. 

Vdume. — The space occupied by a given quantity of 
water, should the water be converted into steam. The 
relative volume decreases as the pressure increases. 
Syns. — Relative volume ; bulk for bulk. 

Specific gravity of steam. — The weight of its bulk, 
compared to the same bulk of water, air, or any other 
substance it is contrasted with. Syn. — ^Density. 

Specific heat of steam.— The heat of a given weight, 
compared to a given weight of air, iron, or any other 
substance it is contrasted with. 
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120. The annexed table gives the apparent pressure 
of steam from atmosphere to 100 lbs. in pounds per 
square inch; absolute pressures in inches of mercury, 
and temperatures in degrees Fahrenheit (to within one 
half degree), according to Begnault, the volume being 
calculated. 

TABLE NO. 6. 
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Temperature 
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Temperature 


Apparent 

Pressure of 

Stei^m in lbs. 

per Sanare 

Inch. 


AbsciuU 

Presenre in 

Inches of Mer- 


corresponding 
to its Press- 
ure. 


Bnllc of %U)hm 

compared to Bulk 

of Water. 


for one lb. 
Pressure for 
each 10 lbs. 


cury. 











30.0 


212.0 


1710.0 


^ 


1 


32.03 


215.5 


1612.0 




2 


34.07 


219.0 


1523.0 




8 


36.11 


222.0 


1442.0 




4 


38.15 


225.0 


1372.0 




5 


40.18 


237.5 


1312.0 


2.8 


6 


42.22 


230.0 


1248.0 




7 


44.27 


232.5 


1194.0 




8 


46.30 


235.0 


1168.0 




9 


48.33 


237,5 


1103.0 




10 


60.37 


240.0 


1061.0 


, 


11 


• • • 


242.0 


* » . . 
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12 


• • • • 


244.0 


.... 




13 


• • • • 
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.... 
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• • • • 
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. • . • 
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17 
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• • • • 




18 


• • • • 


254.5 
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19 


• • • • 
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• • • • 
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257.5 
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.... 
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22 
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« • « . 
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.... 
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25 
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26 
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.... 




27 


• • • • 


268.0 


.... 




28 


• • • • 


269.5 


a . « • 




29 


• • • • 


271.0 


. . . • 




80 


91.12 


272.5 


614.0 
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TABLE Ko. ^^Continued. 



ELASTIC FORCE. 
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per Square 
Incn. 


AbsoluU 
Pressure in 
Inches of Mer- 
cury. 


corresponding 
to its Press- 
ure. 


Bulk of Steam 
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of Water. 
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Pressure for 
each 10 Ibo. 


81 


• • • • 
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• • • • 


" 


32 


• • 


• • 


275.5 


• • • • 




83 


• • 


• • 
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• • • • 




84 


• • 


• • 
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85 
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.81 
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558. 


1.3 


86 


• • 


• • 
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• . • « 




87 


• • 


■ • 
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• • • • 




88 


• • 


» • 


283.0 
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89 


• • 


1 • 
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. . . • 




40 


111 


.5 
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41 


• • 


B • 
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< 


42 


• • * 


I • 
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43 


• • 4 


1 • 
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• • • • 


1.15 


44 


• • « 


1 • 
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• • • • 


45 


121. 


.7 
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470. 




60 


181. 


.88 
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435. 




55 


• • < 


> • 
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• . . . 


1.0 


60 


152. 


25 
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890. 


65 


• • < 


• 
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• • • V 
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70 
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43 


815.0 


848. 


75 


• • t 
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• • • . 


[o.8 


80 
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85 


• • « 


• 


827.0 


• • • • 


|o.7 


90 


213. 


88 


831.0 


283. 


95 


• • ■ 


• 


834.0 


• . * • 


|o.65 


100 


233. 


76 


837.5 


260. 



121. When the pressure in inches of mercury is not 
given, multiply the apparent pressure in pounds per 
square inch by 2.0376, and the answer will be the 
inches of mercury above atmosphere; or that which an 
old fashioned mercury column would show. 

Example.— lOlbs. x 2.0376 = 20.376 inches of mer- 
cury. 

If the absolute pressure is required, add 80 to the 
above. (20.37 + 30 = 50.37. See tAble.) 
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When the volume of steam is not given, add 459 to 
the temperature of the steam ; multiply the product by 
76.5, and divide by the absolute pressure in inches of 
mercury; the answer is the volume^ or number of cubic 
feet, a cubic foot of water will occupy when made into 
steam at the pressure required. 

Example. — ^Eequired the volume for 10 pounds press- 
ure, temperature 240° Fahr. — 240 + 59 = 699 x 76.5 = 
63473.50^50.37=1061.9 (see table). 

To find what a cubic foot of steam will weigh at dif- 
ferent pressures, divide 1000 by the volume^ correspond- 
ing to the required pressure, and the answer will be the 
weight in ounces. 

Example. — ^What will a cubic foot of steam at maxi- 
mum density weigli, at 40 lbs. per square inch. — ^Vol- 
ume 510-^1000=1.96 oz. 

; To find the number of cubic feet of steam a pound of 
water will make at the different pressures. — ^Divide the 
weight of a cubic foot in ounces (as above) into 16, and 
the answer will be the volume in cubic feet to the pound. 
Example. — ^How many cubic feet of steam, at 20 lbs. 
pressure, will one pound of water make. — ^Volume 
718 -T- 1000 = 1.39 -^ 16.0 = 11.5 cubic feet to the pound 
of water. (See Diagram of dry saturated steam.) 

To find the weight of steam necessary to raise a given 
quantity of water a certain number of degrees. — Sub- 
tract the lowest temperature of the water from that to 
which it is to be heated for a dividend, — subtract the 
highest temperature of the water, from 1147 for a di- 
visor, and the quotient from these will be the weight of 
the steam compared to the weight of water. 
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Example. — Find the weight of Bteam necesaary to 
raise water from 75" tol90=.— TIiu8l90°-75°= 115, for 
s dividend 0.1147-190 = 957, divisor 0-957 ~ 115 = 12 
or -f^ the weight of the water. 

To find the weight of water, a given weight of steam 
will heat. — Proceed as above, only transpose the divisor 
and dividend. 



Example.— 115 -^ 957= a32 times the weight of the 

9am. 

122. The above diagram of Bankine's formula has 
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been modified to commence at the atmospheric pressure 
— 15.7 of the absolute scale being one pound here, and 
shows at a glance the cubic feet of steam to the pound 
weight of water, at the different pressures, as well as 
the temperatures, corresponding to the pressure. 
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HEAT OF STEAM. 

123. The unit of heat is the raising the temperature 
of one pound (16 oz.) of water one degree FahrerJidt, and 
is the standard measure of vahtes used in all calcula- 
tions pertaining to heat. 

The equivalent in force of the unit of heat, is the rais- 
ing of 772 pounds avoirdupois, one foot high, and is 
called the mechanical equivalent of heat 

The equivalent of the unit of heat in the warming of 
air, is 52.5 cubic feet of dry air at a temperature of 
32° Fahr., raised one degree in temperature.* 

124. Sensible and latent heat. — Steam has a tempera- 
ture corresponding to its pressure, as given in the table, 
and that apparcTd temperature is known as the sensible 
heat of steam ; but it is found that steam contains mx/re 
heat than a thermometer will show ; heat that can be 
made manifest in the warming of air, water, etc., warm- 
ing a very much larger quantity than would appear by 
a comparison of the temperature of the steam, with the 

* In calculations made on the air of drying rooms, etc., the weight of 
water vaporized must be Drovided for, as so much water converted into 
gteam. 

140 
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ordinary temperatures of water, and this ecdra heat, 
which is not sensible to the thermometer, is called hient 
heat of steam. 

When a solid becomes a liquid, or a liquid becomes a 
yapor, heat is absorbed, more than was necessary to 
raise it to the temperature of conversion, and this latefrd 
heat does work in the destruction of the force of cohe- 
sion and other occult changes which take place, and 
must be absorbed /rom some other substance. In the case 
of steam in a boiler, it comes from the fuel during com- 
bustion, and when a pool of water is vaporized in the 
street, it comes from the sun directly, and from the 
earth, air, etc., indirectly. When steam or vapor is con- 
densed, this same quantity of heat that was received — 
no matter where, is again given off to any substance 
within its influence, air, water, etc., colder than itself 
and it is this property, to convey more heat \Yithin ordi- 
nary controlable temperatures, than any other substance 
which makes water and its vapor so valuable.^ 

It takes as much heat to melt a pound of snow from a 
temperature of 32°, to water at 32°, as would warm a 
pound of water from 70° to 212°. This heat is ab- 
sorbed by the water in changing from a solid to a 
liquid, and must be given off again before the water 
could be frozen. 

From the temperature of ice, to 212° under the press- 
ure of the atmosphere^ there is no heat made latent in 
confinement, the water receiving only 180° of heat ; but 
in the conversion of one pound of water at 212°, to 
steam at 212°, it receives 966 more units of heat : enough 
to warm 5J pounds of water from 32° tg 212°, or to cool 

* Water has the greatest specific heat of anj known substance, with 
two unimportant exceptions : one of them being the principal com* 
ponent of water. 
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9 pounds of iron from redness to zero. And this heat is 
the laterd heat, and the real thermcd value of the steam. 

The sum of the sensible and latent heat of steam, is 
nearly the same for all pressures. At atmosphere, the 
sensible heat is 212% and the latent 966°.6= 1178^6 as 
the total heat ; at 100 pounds the sensible heat is 337.5, 
and the latent 8748, equalling 1212.3 as the total heat ; 
the difference being 33.7, but this difference is not mani- 
fest in the heating of water when the steam is allowed to 
expand to atmospheric pressure in cooling, for it expends 
itself in force, which would be manifest in an engine, 
and account for the " startling discovery " of Mr. Holly, 
when he asserts " The power is taken out, and the heat 
left in the steam ; and that every unit of heat that left 
the boiler, remained in it (the steam) as long as it was 
steam at any pressure." (Pages 25 and 26, circular of 
1880.) This is a mistake. Steam allowed to expand to 
its full volume against atmosphere, exerts nearly the 
same force as if expanded against the piston of an en- 
gine — ^plus the loss by radiation, etc. 

Actually, the heat is carried out of the boiler ; being 
another form of heat made latent, the eodra units remain- 
ing in the steam in the form of forcCy which a little cal- 
culation will show, though it falls short of the actual 
theoretical duty, being 26,000 foot pounds, when the 
difference is 33.7 units. 

Hence the assertion — the total heat of steam is the sam/e 
for aU pressures J is correct in making calculations on 
warming, as it is presumed the steam is expanded to at- 
mosphere in using ; the total heat, however, according to 
the experiments of Begnault, increases as the pressure 
advances. 

The annexed diagram has been constructed from the 
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tables of Begnaolt, to show thtj 
increase of heat, above the caw- 
etant 1146.6, which is nsaally 
taken as the sum of the heat of 
steam — from 32° npvards. 

It also shows the number of 
wata in latent and sensible heat 
of steam, compared with each 
other ; the ordinates of the curve 
A B showing the sensible heat, 
from one pound pressure to 200, 
counting from the liTie marked 
sero, or counting from any other 
imaginary line, as 32° (ice), or 
from the line E F, which may 
be taken as the temperature of 
return water. The difference 
between ordinates of the curve 
A B, and the curve O D, gives 
the latent heat of steam for the 
different pressures noted. The 
difference between the ordinates 
of the curve C D, and the cojir 
stant line 1146.6, shows the in- 
crease of the sum of the heat, 
above the constant 1146.6. 

125. A pound of water con- 
verted to vapor in the open air, 
or a pound of water vaporized 
from clothing in the drying 
room, requires very nearly the 
same heat as would be required 
to evaporate one pound of water 
to steam, in a boiler; and for 
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all practical calculations it can be taken as the same. 
Thosy the weight of steam necessary to dry clothing, or 
to evaporate water, in any kind of cooking apparatus, 
etc., cain never be less than the weight of the water driven 
off ; and of necessity, it will be greater to supply the 
loBS by radiation, or in warming the fresh air of a drying 
room (which must be changed as often as it becomes 
saturated), and from other causes. 

126. Equivalents of heat. 

The heat necessary to warm a pound of water at mean 
temperature (39° Fahr.) one degree (the heat unit\ will 
warm very nearly four (3.94) pounds of air, one degree ; 
2fV pounds of vapor of water, one degree; 9 pounds 
of iron, one degree, and very nearly 2 pounds of ice, 
one degree.* 

The heat necessary to convert one pound of water 
from the temperature of feed water, or return water, 
at ITS'*, to steam at one pound pressure (or to any press- 
ure not noting the slight increase for high pressures), 
is 1,000 heat units^ and will heat 52,500 cubic feet of 
dry air one degree ; or 5,250 cubic feet of air 10 degrees ; 
or 525 cubic feet of air 100 degrees, making no allow- 
ance for the expansion of the air, which will increase 
the bulk \ for a difference of 100 degrees; in other 
words, the 525 cubic feet will be increased to 630 when 
heated 100 degrees, and the 5,250 will be increased 
to 5,360 or ^ of its bulk for a rise of temperature of 
10 degrees. 

The heat necesssary to warm one cubic foot of water, 
from the temperature of the return water to steam, is 

* It must not be confounded with melting the ioe, but refers to 
changing the temperature of ice below ZT^ 
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capable of warming 45,572 cubic feet of dry air from zero 
to 72^, but if tlie air absorbs 5 grains of vapor of water 
for each cubic foot — as from clothes in a drying room, 
it will be equivalent to the fall of the temperature of the 
air to 34.5, but if the moisture is already in the air, and 
has only to be warmed (superheated), it will not be 
equal to the cooling of it, one and a half degree. 

• One grain of water vaporized is equivalent to cooling 
from 75 to 8.6 cubic feet of air one degree according to 
the initial temperature, and is a constant ; but 1,000 
grains of vapor already in the air, warmed any number 
of degrees, cools 3.^ to 4 cubic feet of the air the same 
number of degrees. 

When water is evaporated at the expense of the heat 
of the air, it makes a large factor, which cannot be over- 
looked; but vapor already in the air, when warmed 
along with the air, forms a small factor and is not of 
piuch practical consequence. 

10 
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AIR. 

127. Am is a mixture whose parts are not chemically 
combined : consisting of 77 per cent, of nitrogeny and 23 
per cent, oi oxygen^ by weight, when considered ^Mre,i. e. 
when it is in the conditon best suited to support animal 
life. It also contains about ^tjW ^^ its volume of car- 
bonic acid gas and some watery yapor, and is capable 
of absorbing any other gas, or vapor, to a certain extent, 
distributing them throughout the whole atmosphere, by 
what is called the law of gaseous diffusion — a property 
which gases have of mixing and diluting, which prevents 
gases of the most opposite specific gravities from strati- 
fying for any considerable time. Prof. Toumans says, 
— This effect will be produced even through a mem- 
brane of india-rubber; carbonic acid gas rising and 
mixing with hydrogen, though twenty times heavier. 
Thus exhaled air, and air contaminated in any other 
way, is perpetuaUy made reapirable by diffusion. 

This property is of the utmost importance to air, 
for if its elements were to become separated, or the 
addition of a noxious gas to remain separated from the 
mass, death would be the result in all unventilated 
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hoases in a very few hours. It frequently happens in 
mines and wells, where the entrance is small, and there 
are not sufficient disturbing influences, that poisonous 
gases become abundant, the diffusion being too slow 
for the generation of the deleterious gas. 

In confinement, air may have its oxygen increased or 
diminished ; an increase of 2 or 3 per cent, causing fever, 
and a diminution of 3 per cent, causing death, if the 
carbonic acid gas from the lungs is exhaled into such 
air and the air inhaled afterward. 

128. The amount ol fresh air necessary for respiration 
for an adult, is often stated to be about 300 cubic feet 
in 24 hours, meaning fresh air which Jiad no specific 
contamination. This general statement, however, is mis- 
leading, and the idea that is intended to be conveyed 
is, that an average individual requires about 300 cubic 
feet of air in each 24 hours to inflate his or her lungs. 
If no more air than 300 cubic feet per 24 hours was 
provided, it would be necessary to have a man's nos- 
trils furnished with an induction and eduction pipe, with 
check valves connecting with the atmosphere outside 
the house, the lungs acting as a pump, taking air through 
the one pipe and discharging it through the other, to 
keep him in any kind of fair health on such a Umited 
supply. But as air in rooms is likely to be breathed 
again, in a more or less degree, and as it is vitiated by 
moisture from the skin and lungs, and by other means 
well known to people of ordinary intelligence, 300 cubic 
feet per hour should be little enough to provide for in 
ordinary ventilating ; not with the expectation of keep- 
ing the air absolutely pure, but to keep it in a state of 
dilution which will not be injurious, if it receives no 
other contamination than that from the body in healths 
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Hospitals should be supplied with yentilating appa* 
ratus capable of supplying 3,000 cubic feet of air per 
hour to each patient ; with means to double or quad- 
ruple the quantity by forcing it (as with a fan) in times 
of contagious disease, or in yery warm weather. 

School and class-rooms should have at least from 
1,000 cubic feet of fresh air per hour per child for large 
children or the higher classes, to 500 cubic feet for 
small children, ranging between as the classes advance. 
This is considered a fair allowance under the practical 
difficulty of admitting so much air in the aggregate 
without making draughts. 

A theatre, or other auditorium, should have at least 
1,000 cubic feet of fresh air per hour per capita. 

Chambers in dwelling-houses should have 1,000 cubic 
feet per hour per sleeper. 

Even with these amounts of air moved, a room may 
be poorly, ventilated and poorly warmed also, if proper 
mixing of the air is not produced within the room. This 
is accomplished by the positions of registers, both in- 
lets and outlets, but it principally depends on the out- 
lets. 

The size of a room has no particular bearing on the 
amount of air to be admitted, if it is to be occupied 
continuously. Four workers or four sleepers will be 
as well off, in this respect, in a room of 1,000 cubic feet 
as they would be in one of 4,000 cubic feet, provided 
the fresh air is admitted to both alike. If there is lit- 
tle or no ventilation (air admitted systematically), then 
the large room is the better, as the air already in 
may be assumed to be pure, and it will take four times 
as long to vitiate it to a given standard as it will the 
small one. 
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An ordinary kerosene lamp requires the oxygen of 
about 40 cubic feet of air in an hour, and possibly 
vitiates th&.air as much as two persons in the same time. 

129. Air, assumed as unity y is taken as the standard 
of weight of gases, when its temperature is 60"" Fahr., 
and the barometer 30 inches. 

Air for the same weight, at a temperature of 32°, oc- 
cupies 775 times the space water does; a cubic foot 
weighing 566 troy grains. 

At the temperature of 32°, 12 J cubic feet of air weighs 
(very nearly) one pound avoirdupois, which increases 
to 13i^, 14iV> *^d 15, for 60, 70 and 100 degrees respect- 
ively.* 

130. The expansion of air is nearly uniform at all 
temperatures, expanding about ^^ of its hulk at 32°, and 
for each increase of one degree in temperature. Begnault 
putting it a little' less, while Dr. Dalton puts it as high 
as j^, and other authorities have put it at xhs • ^.ny of 
these formulsB being near enough for small differences 
of temperature. 

The following table wiU show the increase or de- 
crease, of one thousand cubic feet of air at a tempera- 
ture of 32°, when the expansion is ^^. 

TABLE NO. 6. 

Zero. 
Temperature... 20°-, 10°—, 0, 10° + , 20° + , 

Volume 895, 914, 935. 958, 975, 

Temperature... 32° + , 40°+, 50°+, 60° + , 

Volume 1000, 1017, 1036, 1057, 

Temperature... 70° + , 80°+, 90° + , 100° + , 

Volume 1077.5, 1098, 1128, 1139. 

* One pound of air at 32° Fahr., under the pressure of the atmos* 
phere (29.9 inches of mercury) will occupy a space of 12.387 cubic feet, 
and its specific heat is .3379, water being unity at the same temperature. 
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To compute the volume for other temperatures, its 
volume at 32° being unity, use the following — 

Bule. — ^Divide the difference between 32° and the re- 
quired temperature by 490; to the answer add one 
(whole number), if the required temperature is above 
32"*, but if it is below, subtract it from one and multiply 
the volume of air at' 32, by it. 

Example. — Find the volume a thousand cubic feet of 
air at 32" will be at 212^— Thus, 212" -32°= 180°-^ 490 
=0367+1.0=1.367x1000+13670 cubic feet 

To find what a volume of air at 70 will be at 40. — 
Multiply the volume by the number corresponding to 
40, and divide by the number corresponding to 70. 

To find what a volume at 40 will be at 70. — Multiply 
by the number corresponding to 70, and divide by the 
number corresponding to 40. 

Example. — ^Required what a volume of 3417*0 cubic 
feet of air at 100° will be at 50°.— Thus, 3417 x 1036 = 
3539988.0-f-1139.0=3108.0 cubic feet 

The following table is copied from a text-book, and 
given as Dr. Daltons'; though it does not agree with 
that which is given as his difference of expansion ; it 
agrees very nearly with other tables which are given as 
his. It- shows the increase of bulk from 75° to 680° 
when the volume at 32° is 1,000. 
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TABLE NO. 7. 



Fahr. 


Bulk. 


Fahr. 


Bulk. 


Temp 


.75 

76 Summer heat . . . 

77 

78 

79 


...1099 
...1101 
....1104 
...1106 
. . .1108 


Temp. 97 

" 98 


....1146 
....1148 


«< 


99 

" 100 


....1150 
....1153 


« 


« 110 


....1173 


« 


80 


....1110 


« 120 


....1194 




81 

82 

83 

84 

85 

86 

87 

88 

89 

90 

91 

92 


....1112 
...1114 
...1116 

....1118 
...1121 

....1123 
...1125 
...1128 

....1130 
...1132 
...1134 
...1136 


" 130 

" 140 

« 150 


....1215 
....1288 

....1256 


<< 


« 160 


....1275 


«< 


•* 170 


....1295 


<( 


« 180 


....1315 


(( 


<« 190 


....1334 


« 


« 200 


....1364 


ti 


« 210 


....1372 




" 212 Water boils... 

« 802 

« 892 


....1375 
....1558 
. . . .1739 


« 


93 

94 


...1138 
...1140 


«« 482 


....1919 


€€ 


« 572 

« 680 


....2098 


U 


95 

96 


...1142 
...1144 


....2313 


« 







WATEBY YAPOB IN THE ATHOSPHEBE. 

131. Air is capable of holding a certain quantity of 
vapor of water, or any other condensable vapor, in solu- 
tion, so to speak — the proportion depending on the 
temperature of the air. The warmer it is, the larger 
quantity it will hold, and as it becomes cool again, it 
deposits it, or forms clouds or fog, which condense on 
anything colder than the air; leaving the air upon 
raising its temperature, capable of taking up more 
moisture, to be again deposited in dew or rain. It is 
this property of air which gives it its drying qualities. 

The atmosphere is seldom laden with moisture to its 
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utmost, and is still capable of taking np more moisture ; 
tliis difference being its drying power ^ which is going on, 
in a more or less degree, at (M temperatures. 

132. An absolutely dry atmosphere is an almost im- 
poksibflity. The coldest air contains some moistnre, but 
it is not always possible to tell how much, as air is seldom 
saturated to its maximum ; so to find the quantity of 
water, air at a certain temperature is capable of taking 
up, a quantity of the air must be cooled until the mois- 
ture becomes apparent — ^forming a dew point — ^when a 
knowledge of the quantity of moisture already in the 
air can be had from tables (the result of experiments of 
Dr. Dalton and others, who have made a study of the 
hygrometric state of the atmosphere) which give the 
greatest quantity of vapor the air is capable of contain- 
ing, for the different temperatures. Thus, if air is 
cooled from 70 to 50, and shows condensation at the latter 
point, all the moisture the air is capable of taking up for 
70 is the difference between the quantities of vapor at 
those temperatures in the table* 

133. The drying power of air, which enters a drying- 
room, is therefore, the difference bettoeen the maximum 
saturcdion for the highest temperature of the air, and its 
dev>point iefore its enters. 

The object in introducing this subject, and giving the 
following table of the quantities of vapor, air is capable 
of taking up, is to show the great economy there is in 
time, and some saving in heat, by having the highest 
possible heat in a drying room, that will not injure the 
goods or materials to be dried 
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TABLE NO. 8. 

134.-.A TABLE OF THE QUANTITT OF YAPOB OF WATER WHICH AIB IS 
CAPABLE OF ABSORBING TO THE POINT OF MAXIMUM SATURATION, IN grains 
PER CUBIC FOOT FOR VARIOUS TEMPERATURES. 



Degrees Fahr. 


Grains in a cubic 
foot. 


Degrees Fahr. 


Grains in a cnbic 
foot. 


10 


11 


85 


12-43 


15 


1-31 


90 


14-38 


20 


1-56 


95 


16-60 


25 


1-85 


100* 


1913 


80 


2 19 


105 


220 


82 


2-35 


110 


25-5 


85 


2-59 


115 


300 


40 


306 


130 


42-5 


45 


8-61 


141 


580 


50 


4-24 


157 


850 


55 


4-97 


170 


112-5 


60 


5-82 


179 


1380 


65 


6-81 


188 


166 


70 


7-94 


195 


194 


75 


9-24 


212 


2650 


80 


10-73 







135. It will be seen by a stndy of the table, tliat the 
quantity of vapor, per cubic foot of air, increases very 
rapidly as the temperature advances — a common differ-' 
ence of about 25 degrees in the rise in temperature of 
the air, doubling the quantity of moisture it is able to 
take up. Hence, all other things being equal, an in- 
crease in temperature of 25 degrees in a drying-room 
will reduce the time for drying one half, and an increase 
of 50 degrees will reduce the time to one-fourth, and so 
on in that geometrical ratio. 

* Up to 100 degrees the table has been copied from the Encydopcedia 
Britannicaf where the full table to 100, advancing by degrees, can be 
found. Beyond 100 degrees the table has been calculated from the 
elastic force of vapors according to Begnault, and are approximately 
correct. 
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The saving in heat is not so apparent, as it takes jnsi 
BO much heat to vaporize a certain quantity of water, 
and the quantity of heat is a constard. But there is a 
saying, in not having to heat the air, and the moisture 
it contains from its initial temperature, so many times 
as compared to the amount of moisture carried off ; in 
other words, the amount of heat necessary to evaporate 
the moisture will be the same for all temperatures, but 
the quantity of heat lost in the application is less, for 
the air can be moved more slowly and kept in contact 
with the materials longer, or until it is fully saturated, 
and its desiccating power is apparent to the last. This 
is especially true in drying woods, as the high heat tviU 
penetraie wood and expd moisture^ even when the air is not 
capable of holding any more moisture in suspension. 

THE COST OF VENTILATION* 

136. A house 40 x 40 ft. is warmed and ventilated in 
two stories. Each story is 11 feet in the clear, making 
33,600 cubic feet, and it is desirable to change the air in 
the house (mce in each hour^ which is ample to maintain 
a very pure atmosphere. In order to know its cost, a 
business man would proceed to figure in the following 
way : The steam-heater has told him the apparatus 
put in, would convert between 10 to 12 pounds of the 
return water to steam, at an expenditure of one pound 
of coal .(a. pretty high average) ; consequently, the next 
thing to know is, what is the equivalent of lib. of coal 
in the warming of air. Now it is admitted that a cubic 
foot of water, losing one degree of its heat, will warm 
3,000 cubic feet of air one degree, and that one pound of 
it, will warm 48 cubic feet of air one degree ; but in con- 
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v6rting the pound of water to steam, it absorbs heat, 
equivalent to warming it 1,000 degrees, which, of course, 
is equivalent to warming 48 cubic feet of air 1,000 de- 
grees, or 480 cubic feet 100 degrees, or 4,800 cubic feet 10 
degrees.* Thus the fact is established, that a pound of 
steam returned to water, will warm 4,800 cubic feet of air 
10 degrees ; but it is not so well established that the coal 
evaporates 10 to 12 times its ovm weight of water from 
the temperature of the return. If the water was return- 
ed at 180"" Fahr. and the coal the best, 14 pounds of the 
water, converted to steam, would be the greatest possi" 
hie theoretical quantity ; but 11 to 12 has been attained 
in practice, though it is not common, 8 to 10 being ordin- 
ary for house boilers. So, for the sake of safety, and to 
get the price as high as the poorest practice would make 
it, he takes only one-half the theoretical quantity and 
figure it at 7 pounds of water to the pound of coaL Thus 
we have 4800 x 7=33000 cubic feet of air, which can be 
warmed 10 degrees by one pound of coal. But it ap- 
pears that 10 pounds of coal have been burned per hour, 
a quantity sufficient to warm 33,600 cubic feet of air 100 
degrees. Whence, then, is this apparent discrepancy? 
Assume air outside to be 20^ Eahr., and as it passes the 
heat registers it has a temperature of 120 degrees, having 

* The qnantity of bit, water or steam will warm, is fignred according 
to the specific heat of each, for the same weight. Approximately, water 
requires 4.2 times as much heat to wanr a given weight of it, any num- 
ber of degrees, than the same weight of air ; but as air occupies 775 
times the space water does, for the same weight, it will have to be mul- 
tiplied by this factor (relative volumes), and by the heat. — Thus, 
1 X 775. X 4.3 = 8255. As air contains a little moisture, which must 
be warmed also, the odd 255 may be dropped, and is usually figured at 
8,000. 
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been warmed, just 100 degrees, in pa43singthrongIi the in- 
direct radiator ; bnt an examination of the air, as it goes 
ont at the ventilating register, shows its temperature to be 
70, which would suggest 60 degrees of the heat had been 
utilized in the rooms, in maintaining the temperature, 
and the other 50 had escaped through the ventilator, 
and been lost as heat ; but it has produced ventUationj 
and the movement of the air. Now, the ventilating 
flues aggregate 2 square feet of cross section, and the 
air, as it escapes, has a velocity of 5 feet per second in 
the middle of the flues, and which, if it were not for the 
friction of the sides, would pass 36,000 cubic feet in an 
hour. Making some allowance for friction, we will say 
83,600 cubic feet of air passes in an hour, exactly the 
cubic contents of the part of the house, ventilated ; tak« 
ing one half of all the heat with it, or what represents 
6 lbs. of the coal burned in the hour. 

Thus the ventilation of a good home can be fairly 
done for 1^ cents per hour, when coal costs 6 dollars per 
ton, less than 3} cents per 100 M. cubic feet of air moved 
under conditions, which ciU preponderate against the 
price ; the difference of temperature between the inside 
and outside being 50 degrees, which is a high average. 

There seems to be a simple rdation^ between the 
amount of heat necessary to maintain the temperature 
in a room, and the amount passed off in ventilation, no 
matter at what temperature the air passes the register 
entering the room, in indirect heating. 

For instance, let air enter at 20, and instead of rais- 
ing its temperature to 120, it is raised to 95 as it passes 
into the room. The difference between the temperature 
of the room (TO'') and 95 and 120, is as 1 and 2. Thus, 
if the windows, etc., cool a certain quantiiy of the air. 
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from 120 to 70, they will cool twioe that quantity from 95 
to 70, to maintain the same heat, and twice the quantity 
of air will have to pass out through the ventilator at 
hcdf the greater difference, to make room for the fresh 
supply necessary to keep up the heat. So, the temper- 
ature at which air passes through the heat registers (of 
the same building) only affects the quantity of air moved 
and not the heat. 

This also points .to another result — ^namely, the less 
the difference between the temperature the air leaves 
the heat register at, and the temperature the room is 
to be maintained at (so long as it proves sufficient), the 
more air there must be passed in a given time to keep 
the required warmth : which will of necessity make the 
air purer. 

A private house heated altogether and Tcept properly warm 
by indirect radiation, with air entering the rooms at about 
\W^ Fahr., cannot be otJier than sufficiency ventilated for 
the ntmber tf persons who would ordinarily occupy it* 



CHAPTERXEL 

HIGH PRESSURE STEAM USED EXPANSIVELY IN 

PIPES FOR HEATING. 

137. It has been customarjy when speaking of steam- 
heating apparatus, to divide them into two kinds — ^ 
called respectively high and low pressure; but these 
names cannot now be accepted in their literal meaning, 
any more than high and low pressure would express 
the difference between non-condensing and condensing 
engines. 

Very high pressure steam is now used in the gravity 
apparatus^ which some years ago was only constructed 
for low pressure steam. At that time, the terms low 
pressure apparatus and gravity apparatus were synony- 
mous ; but since the gravity apparatus has been made 
to run at any pressure, the terms gravity system and 
expansive system have become common — to distinguish 
the two principal systems. 

When steam has been let into pipes at any pressure, 
and run arbitearily, to suit the convenience of one, who 
wants steam at a distance, under the supposition steam 
will run to any place where pipes can be put (as it will 
when certain conditions are compUed with), such piping 
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amongst steam-fitters used to be called high 'pressure^ 
and is iiow synonymous with " expansive system," or 
steam used expansively for heating. 

The conditions alluded to are : the steam must be 
allowed to expand, — to blow through in fact; if the 
pipes are not run on some system, that provides for the 
taking away of the water, at every low point in the 
piping ; and the quantity of steam used in a given time, 
must he sufficient to carry along the water of condensation 
which fiyrms in the pipe during transmission. 

Scattered buildings, heated from one source, Tnust be 
heated expansively, if they have no basements, and are 
on different levels, and the condensed water must be 
taken care of by steam traps. 

It is usually attended with considerable waste of heat 
from imperfect steam-traps, etc., and requires the con- 
stant vigilance of the engineer, and should not be used 
in single buildings, when it is possible to make a gravity 
apparatus. 

138. Lately, Mr. Holly has brought this system before 
the public on a large scale — the heating of towns and 
cities; but it is only the old system on a larger and 
grander scale. Instead of heating three or four build- 
ings from one source, he heats hundreds. 

The magnitude of the apparatus prevents any attempt 
to take back the condensed water, which of necessity is 
wasted after* it is cooled to its utmost practical limit; 
and as the water becomes the property of the consumer 
it can be used in the house for culinary purposes, and 
in the laimdry, if the rust from wr(yaght iron pipe, carried 
along with the water, will not discolor clothes.* 

The following quotation is from the Holly circular 
and explains the system in their own words : 

• Mr, Charles Emery now successfully returns the water of conden* 
sation in the plant of the Kew York Steam Co. 
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^ THE KECHAKICAL DETAILS 

of this system we will present briefly, by detailing the course 
of the steam from the boilers through the various devices to 
control and regulate its use until it is finally condensed into 
pure distilled 

WATEB FOB DOMESTIC PUBPOSES. 

^' In this system of heating it is desirable to have as few 
plants as possible placed at central points, as convenient as 
may le,*to coal and water. As the profit to those who 
supply the steam will depend upon its economical produc- 
tion, it will become of the first importance to admit nothing 
known to modem engineering art that will secure the largest 
amount of evaporation of water, at a minimum cost for coai, 
as steam is used merely as 

A CABBIEB OF HEAT. 

'' It is of course unnecessary to say, that the best and most 
economical boilers should be selected, and the most careful 
and competent engineers and assistants obtained. It is by 
no means an unimportant fact to be considered by cities with 
reference to this system, that the dangers and annoyances of 
boilers will be confined to a few localities, and their object- 
ionable features obviated in cities like Kew York, St Louis 
and Cincinnati, where thousands of boilers are distributed 
through the city. 

*' From the boilers the steam passes into 

THE KAINS Aiq^D LATEBAL3. 

The material used after experiments with cast iron and 
other substances, is the ordinary lap-welded, wrought iron 



maR FBESSUBE STEAM. 161 

steam-pipe. These are always tested by the manufacturers 
to a tension far above any possible use, for example : a 12- 
inch pipe of this kind ^-inch thick, has a tensile strength 
of 60,000 lbs., and would bear a pressure of 2,500 lbs. to the 
square inch, as no pressure exceeding 100 lbs, will ever be 
required in this system* 

''DAISTGEB FBOM EXPLOSION 

of pipes can never become a subject for discussion, but co«- 
densation is. For unless steam can be transmitted to con- 
siderable distances without too great loss by condensation, 
all devices to use it in buildings, however ingenious, would 
of course be useless. Condensation being caused by the radi- 
ation of heat from the pipes, the 

SUGGESTION OF COMMON SENSE 

would be to arrest the radiation, that is, keep in the heat by 

inclosing the pipes in the best non-conducting material that 

is attainable, and cheap enough. There is nothing new about 

it. Wool, hair, charcoal, brickdust, ashes, plaster, cotton, 

sawdust, gypsum, etc., have been used in various ways ever 

since metal pipes were used to convey steam. 

''The pipe is placed in a lathe and wound about, first, 

with asbestos, followed by hair felting, porous paper, manilla 

paper, finally thin strips of wood laid on lengthwise and the 

whole fastened together by a copper wire wound spirally 

over all. This is thrust into a wooden log, bored to leave an 

intervening air-chamber between the pipe and wood, and oi 

sufficient size to leave from three to five inches of wood 

covering. The elasticity of the wrappings permits the trei 

expansion and contraction of the pipe irrespective of th< 

wood log which is securely anchored and made immovable« 

The whole is placed in a trench a short distance below the 
11 
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surface without regard to frost. At the bottom of the trench 
is laid an earthen tile drain to carry off any earth moisture, 
and in order further to insure the continuous dryness of the 
wood log inclosing the pipe, if desired, one and one-half 
inch plank are fastened around the log leaving an air space, 
and the whole daubed with coal tar and covered with earth 
never again within the experience of this generation to be 
disturbed. 



a 



WE SAY NEVEB, 



because the mains are never tapped for the attachment of 
service pipes, as in the case of gas and water mains, and be- 
cause the precautions taken to secure the wood against alter-^ 
nations of dryness and moisture will, according to experi- 
ence, preserve it indefinitely. 

** Pipes prepared in the manner described have been tho- 
roughly tested, and it is proven beyond doubt that conden- 
sation can be reduced to a point that renders the general 
transmission of sbeam not only practical, but profitable. At 
the risk of being tedious, we will quote, for the benefit of 
the curious, a well-attested experiment of Mr. Holly. In 
1,600 feet of three-inch pipe, laid on a descending grade of 
20 feet, the lower end trapped for water, steam pressure con- 
stant at 20 pounds at both ends, during 12 hours, water of 
condensation carefully weighed, amounted to 82 pounds per 
hour. The Holly boilers, accurately tested, evaporated 9 
pounds of water per pound of coal. 82 pounds of water 
therefore represented 9 pounds of coal, or 2J per cent. 
More clearly thus : Each pound of steam above 212° con- 
tains 960 units of heat ; the heat units lost in the conden- 
sation of 82 pounds of water were 78.7-20, or at the rate of 
1.312 units per minute. Now the capacity of a 3-inch 
pipe at 20 pounds pressure is 765 cubic feet per minute, 
containing 27.044 units of heat, of which only 1.812 were 
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lost, viz., 2J per cent. Experiment and practice, since veri- 
fied in 15 cities, show that the most economical pressure to 
be maintained in the mains is from 40 to 60 pounds, 
although in some cities 70 pounds has been used. Experi- 
ence with large mains is yet limited, 8-inch being the 
largest in use. By calculation, the condensation at 60 
pounds pressure is, in 3-inch pipes, per mile, 2.6 ; in 6-inch 
pipes, per mile, 2.0; in 12-inch pipes, per mile, 0.7. The 
condensation in large pipes is greater, but the relative per- 
centage less. 

'* The experience of Detroit demonstrates the fact that 60 
pounds pressure could be maintained in four miles of 10-inch 
and 6-inch pipes, against the drafts for power and heat 
along the line. The capacity of a 6-inch pipe at 60 pounds 
pressure may be estimated thus : a 6-inch pipe at 60 pounds 
pressure will discharge 102 cubic feet per second. A horse- 
power is one cubic foot of water, or 1712 cubic feet of steam, 
or 427 cubic feet of steam per second. Therefore a 6-inch pipe 
at 60 pounds pressure will supply 216 horse-power per mile, 
and the same amount of steam will supply 

3,000 C0K"SI7MERS PER MILE, 

averaging 12,000 cubic feet of air space to be heated. 
'*The next serious obstacle was found in the 

EXPA2<rSI0K AISTD COISTTRACTION 

of metallic pipes between the extremes of temperature, say 
32^ and the heat of steam at 60 lbs. pressure 307°. The 
expansion of wrought iron is -jfy ^^ ^^ length, about 2J 
inches in 100 feet. It was the inability to obviate this, that 
defeated the effort to inaugurate a general system of steam- 
heating in European cities. This difficulty was completely 
overcome by » 
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THE SJJ^CnO^ Ain> SEBYIOE-BOX. 

These are placed at conyenient intervals along the line 
of 100 to 200 feet The arriying-pipe from boilers is in- 
serted by a niclde-plated extension or telescopic joint, made 
steam-tight by passing through a stuffing-box. The de- 
parting pipe is immoyably attached to the box, so that 
one end of each 100 feet of pipe is fast and the other 
movable, affording free-play to the expansion and contrac- 
tion. 

*^ All service-pipes are taken from the junction-box, which 
is securely bolted to the masonry, and anchored to the 
pipes. The bottom of the box being placed lower than 
the pipes, all water of condensation is carried forward and 
deposited in it, to be taken up subsequently as 

EKTBAIKED WAXES, 

and reconverted into steam, at lower pressure, as the steam 
passes through the reduction valve.* The adjustable hoods 
are for the purpose of regulating the passage of dry or moist 
steam. The junction-box provides for the expansion of 
mains, the attachment of service-pipes and reception of 
water, no water is ever found therefore in the mains, and no 
provisions for trapping off water are required. The boxes 
are accessible by man-holes in the street ; from the junction- 
box, the steam passes to 

* Prom the above, one is likely to be led to believe- all the so-called 
entrained water flies into steam ; but this is not so! Only tliat quantity 
of it is converted into steam at a low pressure, which can be evaporated, 
by the difference of the units of sensible heat of steam for the different 
pressures, which for the diflference between 50 pounds and 2 pounds is 
equivalent to the re-evaporating of less than 1*0 of the water condensed 
under the high pressure ; the rest has to be forced through the pipes by 
the passage of the steam. — BsaiABK by the Author. 



man pressure steam. 166 



THE BEGULATOB 

by means of which the pressure of steam is reduced, and the 
supply to the building regulated automatically. This is ac- 
complished by two diaphragms of rubber packings acted upon 
by weighted levers, and moving two slide-valves. The first 
valve is weighted to 10 lbs., and the second to 5 lbs., or 2 
lbs. if required. When the steam arrives at the first valve 
of the regulator, it contains, suspended in minute particles, 
all the water which has been condensed in the mains, and 
brought forward to the junction-boxes. This is known as 
entrained water, which, under 60 lbs. pressure, cannot be- 
come steam, but does so at lower pressure of 10 lbs., and any 
further moisture remaining is further converted into steam, at 
a still lower pressure of 3 lbs., thence it passes at a uniform 
pressure through 

THE HETEB, 

placed, as seen in the plate, above the regulator. It resem- 
bles, and in fact is, the movements of a 55-day Yankee clock; 
as the steam passes, the movements are made to rotate a 
screw, upon which hangs a pointer moving along a dial, 
each revolution registers an arbitrary unit, the value of 
which has been previously ascertained by weighing the 
water. The clock marks the time and registers the quan- 
tity." * 

When one building furnishes steam to several adja- 
cent buildings, or when a cluster of buildings have a 
boiler house, it is not necessary to use junction boxes, 
or even common expansion joints ; the expansion may 
be provided for with right angle turns, or by throwing 
the expansion vntJiin the walls of the different buildings. 

* This meter proved unreliable for many reasons, and the New Tork 
Steam Co. is now trying one on a different principle. 
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Comparativelj small piping can be used in an expan- 
sion system, and when there is no provision for draining 
the condensed water from the pipes, a size barely suf- 
ficient to carry the required steam along is preferable ; 
as in that case, the draft will carry the water out of the 
pipes ; whereas, if the pipes were larger, the draft of 
the steam would be so slow, the pipes would fill until the 
contracted passage increased the velocity of the steam 
to such a degree it forced itself through in irrgular 
pulsations, and caused pounding. 



CHAPTER XX. 

EXHAUST STEAM AND ITS VALUE. 

139. Among the many who own steam engines and the 
engineers who run them, there are few who have a just 
appreciation of the thermal value of the clouds of ex- 
haust steam continually blown to the winds from the 
apparently numberless exhaust pipes^ which can be 
seen from the top of a high building in any of our 
large cities. 

When I say that three-quarters of ^q practical thermal 
value of every pound of coal burned in the boiler fur- 
nace, is lost past recovery to the consumer, I am put- 
ting it at less than the actual loss ; and could this heat 
be converted into available motion, suitable for power 
purposes, it would be a boon indeed, and a fortune to 
the one who could do it. Perhaps there is a chance 
for the electrician to convert it into energy ; but as yet 
engineers can use it for heating purposes only, where 
its ftdl value can be shown in the heating of water, air, 
or any tangible substance. 

The first purpose for which the exhaust steam is gen- 
erally employed is to warm the feed water, the object 
being to raise its temperature as high as possible, be- 
fore it enters the boiler, thereby to save fueL 

167 
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140. The first qaestion which nearly alvajs so^ 
gests itself to the engineer is, How hot can teed water 
be made ? The second which he sometimes considers, 
bat seldom arrives at a satisfactory conclusion about, is. 
What percentage of the cool does the heating of the 
feed water represent ? and the following, which rarely 
come nnder his notice, is. How mnch of the exhaust 
steam from an engine con be osed in heating all the feed 
water necessary to snpply the loss oaased in the boiler 
by sapplyii^ steam to the same engine ? and how mnch 
of it is left for ase elsewhere, partly or wholly, to heat 
the/actory in winter or for drying purposes ? 



The answer to the first question is: Water mtder the 
pressure of the atmosphere cannotbe heated above 212° 
Fahr., and when the feed water passes the check valve 
at a temperature of 200° it should be considered satis- 
factory, although it is possible to do better. 

Where water is forctd through a heater, the tempera- 
ture can be raised higher than when drawn by a pump, 
from the heater, as the lessening of the pressure also 
lessens the capacity of the water for seneSile heat. 

Some makers of feed water heaters claim they can 
heat the water above 212°, because it is nnder pressure; . 
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but it is evidently a mistake to attempt it, as "both the 
vater to be heated, and the steam necessary to heat it, 
ahoold have a pressnre above atmosphere, and any at- 
tempt to keep a back pressure in the exhaust pipe for 
the simple purpose only of warming the feed -water above 
212° is attended with a loss instead of a gain. 

The attempt to heat the feed water 5° above 212° by 
a back pressnre of 2 potmds, the mean pressore in the 
cylinder being 60 ponnda, is attended with a loss in 
enei^, greater . by more than five times the gain to 
the feed water. 

The answer to the second question is ; That when the 
feed water is raised from mean temperature 39° to 212° 
by the use of the exhaust steam at atmospheric press- 
nre, it is equivalent to very nearly two-thirteenths of 
the weight of the fuel necessary to convert water, at 
meoTi temperature, to steam at any pressure, and 15-18 
per cent, of the coal is the greatest possible saving that 
can be made for this difierenoe of temperature. 



To find the saving of other differences of temperature 
in the feed water, divide the difference between the 
temperature of the cold water as it enters the heater 
and that at which it enters the boiler into 1,146, less the 
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difiference between the cold water and 82, and the pro- 
dact ia the fraction of the coal heap. 

14L The answer to the third question is : That two- 
elerentha of the exhaust steam is the greatest quantity 
that can be utilized in the warming of the feed water, 
and making a generous allowance for loss bj radiation, 
etc, there will still be three-fourths of all the exhaust 
steam for other purposes. 

The next general purpose for which the exhaust steam 
from an engine can be used is in the warming of the air 
of a building, to which purpose it is often applied, though 
not as much as it should be, as there appears to be an idea 
among many nsers of steam, that it is Just as well to take 
live steam from the boiler as to cause one or two ponnds 
back pressure on the engine for the purpose of getting 
a circulation, and driving the air from all parts of the 
coils. 

142. The loss in power to an engine from back prras- 
nre is tbtj nearly directly as the difference between 
back pressure and mean pressure. Thus, in an engine 
of 60 pounds mean pressure, with a back pressnre of 2 
pdimds, there is a loss of 4 per cent. , and as the aTailable 
energy of an engine cannot represent one-quarter of the 
practical thermal valae of the coal, the loss caused by 2 
pounds back pressure can- - ^ 

not represent more than 
1 per cent of the coal, and as 
it is an incontrovertible fact 
that the exhaust steam con- 
tains more than three- 
fourths, or 76 per cent of ^ 

the practical thermal value of the coal, the balance ia 
lai^ly in favor of using the exhaust steam. The steam< 



EXHAUST STEAM AND ITS VALUE. 



171 



ns 



AS 



fitter when preparing to use the exhaust, usually places 
a hcLck pressure valve in the exhaust pipe, of such con- 
struction, that it can be loaded to suit, so as to reduce 
the back pressure to a minimum, when in use, and to 
hold it open when not required. 

Fig. 42 shows a section of a back pressure yalye, 
with the weight hanging on \hfy positive end of the lever, 
showing the position of the valve when the steam is 
turned into the coils. Fig. 43 shows the weight on the 
negative end of the lever, the position usually used in 
summer. Fig. 44 shows cross section on line a &, and 
stufSng-box and spindle. 

143. Exhaust, and live steam, should never be used in 
the same coil at the same time. 
It is often attempted, but is very 
difficult to regulate, and the bet- 
ter way is to make the exhaust 
coils no larger than the steam 
will fill, and should this not 
prove sufficient for the space to 
be heated, add live steam coils, 
with entirely independent con- 
nections. 

Sometimes coils are f umishe(} 
with two sets of connections, 
live and exhaust; but this re- 
quires constant attention to 
prevent workmen, etc., from crossing the steams, 
thereby causing a waste. 

Another objection to having live and exhaust steam 
connections on the same coil, is the style of trapping 
used, for one is not fit for the other. 

A very good way to trapy and provide for the con- 
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densed water from an exhaust steam coil, is to have an 
inverted water siphon to the sewer or tank, as shown 
in Fig. 45, with a vapor pipe to the roof, to remove an 
excess of pressure and the air. This pipe shoidd have 
a check valve on it, to prevent the return of the wc^ 
between the strokes of the engine, and the water trap 
should be as deep as possible. 

Buildings are now very successfully warmed by low- 
pressure steam expanded through a regulating valve 
near the boiler. Lito this low system the engines and 
pumps are allowed to exhaust through a check valve. 
Should the quantity of steam from the engines, etc., be 
greater than the coils can condense and raise the press- 
ure slightly, the regulating valve at the boiler will close, 
and admit no more live steam, and should the pressure 
still continue to increase by the addition of exhaust 
steam, a back-pressure valve at the engine will open 
and let the excess escape to the roof through the sum- 
mer exhaust pipe. 
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CHAPTER XXL 

BOILINa AND COOKING BY STEAM, AND HINTS AS TO 
HOW THE APPARATUS SHOULD BE CONNECTED. - 

144. Labge institutions with many inmates, find it 
almost impossible to cook without the aid of steam ; 
and manufacturers have long since abandoned all exter- 
nally fired kettles for this purpose. 

Of the superiority of steam, as a means of drying and 
cooking, there is no question, and the occasional failures 
which occur, should not be attributed to steam, but to 
errors in the construction of apparatus, and an igno- 
rance of their tLse. Satisfactory appliances are with- 
jii the reach of the steam-fitter, though frequently the 
ruinous competition in smaU things, which compels the 
lowest bidder to neglect and omit everything possible, 
or in other words, "to do the hast for the least mxmeyy* 
ruins the effect of otherwise successful machines. 

The first and commonest kind of cooking by steam, is 
" steaming," which is again divided into steaming in the 
atmosphere (or at atmospheric pressure), and steaming 
under pressure, in closed tanks or boilers. Steaming can 
be used in the preparation of anything into which water 
cannot enter, or become part of, as oils ; or of substances 
which want an addition of water, but are capable of 

178 
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taking np only sufficient water to properly prepare 
them ; as yegetables, or substances which want to be 
bleached or disintegrated, as rags. 

The simplest form of steamer is the ordinary kitchen 
steamer ; a wire basket or tin pot with holes in the bot- 
tom of ity suspended in a larger pot with water in the 
bottom of the latter, the water not reaching the bottom 
of the basket, but the steam, rising and mixing with the 
air in the basket, gives a uniform heat, when the water 
in the lower pot is boiling. 

It is well known to the intelligent cook, that vegeta- 
bles cooked this way can be done through without break' 
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ing, or without losing any of their starch. This cannot 
be done in boiling water, as the mechanical action of 
the water during ebullition breaks and washes out part 
of the substances, etc., before they can be sufficiently 
cooked in the center. 
The modification of this simplest kitchen steamer. 
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used in large buildings, such as hotels and pubUc insti- 
tutions, is shown in Fig. 46. 

The outside case, Ay may be of cast iron, or sheet iron 
riveted and soldered with a cover of sheet iron. The 
baskets^ B By rest inside the outer case, on a perforated 
shelf, (7, and are usually made of heavy tin plate, with 
holes in the bottom for the condensed steam to run off. 

The connections to these steamers require particular 
attention, far more than would appear from a super- 
ficial examination. 

The condensed water which gathers in the bottom of 
the outside case should be carried to the sewer or drain, 
and must be connected in such a way, that the foul air 
of the sewer cannot return into the steamer and con- 
taminate the food. And as much — and more — attention 
must be paid to the waste connection from a vegetable 
steamer, than is paid to the connections from a wash 
basin, even in a sleeping room. It is not only essential 
how the connections are run, but from what material 
they are composed, and further, -how the joints are 
made, and from what material 

As the steam and hot water are capable of destroying 
lead pipes and traps, or working the lead joints out of 
cast iron pipes, it is best to use either wrought iron 
screwed pipe, or cast iron pipe with rust joints; using a 
very deep S-trap, constructed of fittings, with plugs at 
every corner, so as to get straight openings at every 
part of the pipe, by simply removing the plugs. This 
is necessary to remove grease, or any obstruction that 
may pass into the pipe. The pipes should be of large 
diameter (about 3 ') with the trap sufficiently deep to pre- 
vent the pressure of steam within the steamer, from blow- 
ing it out, and connected with some contrivance, vacuum 
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valve, or vent pipe, nin on approved sanitary principles, 
to prevent its siphoning out, as is common to all soil pipes. 

There is another source of contamination or poison, 
in the connections of vegetable steamers, or any other 
steam boiler, which must have a vapor pipe; these 
pipes should not be constructed of galvanized iron or 
copper, or any other substance whose salts are poison- 
ous, as the condensation which takes place within this 
vapor pipe, falls back into the kettle, continually wash- 
ing down carbonate or sulphate, or whatever may be 
formed that yields easily to the action of pure water. 
These pipes should be constructed of iron gas pipe, 
with screwed joints, or cast iron pipes, with rust joints. 

The live steam connection to an open steam box, or 
steamer, should be very small. Usually a J or J-inch 
pipe is used, and there is no discretion exercised in the 
manipulation, but an endeavor made to cook as rapidly 
as possible, regardless of steam. Beyond a certain 
quantity of steam admitted, nothing is gained in time, 
as just steam enough to expel the air is all that can be 
used; a greater supply is only wasted through the 
vapor pipe, or escapes into the kitchen, under the edge 
of the cover. 

There is another poiiit in the construction of open 
steamers worth considering — namely, a water seal 
around the edge of the cpver. 

The seal consists of a groove or channel around the 
top edge of the case, into which a rib around the under 
side of the cover fits, as can be seen at a , Fig. 46. 

This seal should be as deep as possible, and to be 
eflEective should run around the whole cover, and not 
be dispensed with on the side of the hinges, as is fre- 
quently done. 
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The objoct of this water trap, or seal, is to prevent 
steam from escaping into the kitchen and to force any 
excess of pressure out through the vapor pipe. 

To get the greatest economy, the water seal should be 
two inches or more deep, with a small sized vapor pipe 
with a valve in it, so it can be choked down, to hold a 
pressure in the steamer, but not enough to force the 
water seaL 

Steaming under pressure must be done in a closed 
boiler or tight tank, capable of resisting high pressure 
steam. 

A common form of this class of steamers is the rag 
boUer in the paper milL It is a horizontal cylinder. 
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with conical ends, supported on trunions, and made to 

revolve by machinery, so as to use the mechanical 

motion in assisting the disintegration of the rags. This 

boiler is shown in Fig. 47, and should be constructed of 

exceedingly heavy iron, or it may explode, and do much 

injury. The pipe connections are made at the ends of 

the trunions (a), which are provided with stuffing-boxes 

revolving around the pipe, thus leaving it stationary. 

Another form of high pressure steamer is an upright 
13 
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tank of strong conBtmction, in vhich fats are rendered 
and separsted by the action of high presBore Bteam. 
This tank is shown at Fig. 48, and is 
often 20 to 30 feet long. 

The fats and oils stratify, accord- 
ing to their gravity, with the water 
of condensation nndemeath, and ara 
drawn ofi at the nnmeroos cocks, 
according to their qnalitj. 

145. The steam connections on 
these tanks are made top and bot- 
tom, and they are sometimes con- 
structed with a spiral coil near the 
bottom. 

Cooking and mannfactnring, by 
the transmieaion of steam heat through 
metal eurfacea, and not by direct 
contact, as in steaming, includes ap- 
paratus of varied designs, often the 
result of years of experimenting, the 
foUowii^ modifications being the 
most common. 

Figa. 49 and 60 show sections of 
two of the ordinary forms of donble- 
bottomed steam cooking kettles. 

The various uses to which these kettles are applied 
are wonderful Differing very little in shape, the size 
alone adapts them to the special nee. Small sizes, 20 
to 40 gallons, can be used for glue melting, etc.; sizes 
running from 60 to 100 gallons are mostly nsed in 
hotels and institutions for cooking meats and farina^ 
ceona foods, and larger ones, up to 600 gallons, are 
used in sugar-houses and soap boiling establishmeuts. 
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Sizes to 200 gallons are usually cast iron, but larger 
ones are often made of wrought iron, riyeted and 
calked. 

The connections to these kettles are plain, but the 
steam pipe should be large, and the return water pipe 
should not be put back into a return gravity circulation 
apparatus, but should he carried away by a good steam 
trap of approved pattern. 

Vapor pipes from these kettles should be of iron, 
for the same reason mentioned in connection with 
"steamers." 




The pipe from the inside of the kettle, which carries 
the contents to a receptacle, or sewer, should be large, 
with tees and plugs at every right angle, instead of 
elbows, to permit of easy" and rapid cleaning, should it 
get stopped with grease, or any other substance which 
hardens on cooling. 

In these kettles steam cannot he wasted unless it is 
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pa43sed through a defectiye steam trap, the consmnp- 
tion of steam depending on the amount of work to bo 
done, and the radiation from its sides. 

This radiation is often partly prevented by an out** 
side loose jacket, and if the space between the jacket 





and the kettle is filled with some non-conducting ma- 
terial, the loss of heat from the outside of the kettle 
will be reduced to a minimum. 

There is another class of kettles or pans which are 
not double-bottomed, but boil and cook by steam heat 
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transmitted through spiral coils, passed around the 
inside of the bottom, the pan itself being partially- 
exhausted of atmosphere ; that the contents may boil 
at a temperature much below 212"* Fahr. 

These kettles or pans are usually very large, and are 
principally used in sugar-houses and condensed milk 
establishments, or any place where boiling or evaporat- 
ing, at very low temperatures, is a desideratum. 

Fig. 51 shows a section of one of these pans, the 
principal points of importance to the steam-fitter, or 
coppersmith, are the sizes of the pipes, and the manner 
in which they should be run. 

When a quantity of water is to be raised from ordi- 
nary temperatures (35'' to 55° Fahr.) to boiling, it must 
be borne in mind by the fitter, or constructor, that it 
will take, in steam, at least \ of the weight of the water 
in the pan, to raise it to the boiling point, and that 
when steam is first turned into the space, between the 
bottoms of jacketed kettles, or into the spiral coils of 
tanks, or vacuum pans, the shrinkage — i. e., condensa- 
tion of the steam, for th3 greatest difference of tem- 
perature, is something enormous ; and unless the supply 
of steam is continuous, and the pipe which conveys it 
ample for the greatest amount of work that can be put 
on it at any time, the result will be the filling up of the 
space or coil with water. This is caused by the absence 
of pressure of steam through the pipe, coming on the 
surface of the condensed water, to keep it down, and 
under some conditions the vacuum produced actually 
drawing water into the coil, from some other coil or the 
branch return pipes. 

To get a proper result, and economize in time, the 
pipe from the boiler must be sufficiently large, and all 
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the connections and yalyes have area enougli, to sup- 
ply the greatest quantity of steam required for the 
greatest work. Some have an idea they can waste 
steam, by giving a heating or boiJing apparatus a fuU 
head of steam, but this is a mistake if they have 
proper steam traps, or return into, or are part of a 
return gravity apparatus. For the boiling of water, or 
the heating of air, can only use the steam it can con- 
dense^ and the amount of steam used from first to last, 
is the same in any case, plus the loss by radiation for 
the time. 

It is not long coils of small diameter that are re- 
quired, but short coils of large diameter, with large 
piping throughout 

With small long coils the apparatus, at first, takes 
a considerable time to heat up; but when it is in 
" train," it seems to do very well. The reason of this 
being plain, when we consider that all the steam re- 
quired to keep a kettle boiling is exactly equal to what 
is given off in steam, from the surface of the water in 
the kettle. 

At first, while the great difference of temperature 
between the water and the steam lasts, the coil is 
warmed a comparatively short distance of its length, 
because all the steam that can pass in a given time, is 
condensed in this first part of the coil, consequently 
the tohole coil is not doing duty, when it should be 
most efficient. 

Many have found that by turning on the steam first, 
and then letting in the water slowly, the kettle was 
boiling by the time it was full, and if they filled it with 
cold water first, it would not boil in an hour. 

Some might reason from this, if their pipe and coil 
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were large enough to pass sufficient steam to boil the 
water in 15 minutes, by passing it in slowly, it should 
boil the whole in the same time, since it takes the 
same quantity of steam to boil a cubic foot of water, no 
matter how it is applied ; that this is not correct, as far 
as the size of the pipe is concerned, the following will 
show: 

In the first case, where the water is let in slowly, the 
coil or space is hot, and the quantity of water not being 
enough at any one time to condense the steam faster 
than it can pass, the whole coil is doing duty during 
the whole time. But when the large body of water is 
acted on by the steam, the latter rushes into the coil 
and is immediately condensed, ^7Kwgr the coil tvith water, 
the greatest part of its length, and leaying the first 
shcn't heated part of the coil, to boil the water in the 
kettle, before the pressure of steam will pass through, 
to keep down the water of condensation. 

Many again think, this condensed water wiU run oflE 
by its own gravity ; but this is not so, as it camiot run 
off unless there is a pressure on its surface equal to 
the pressure of the atmosphere, if it connects with a 
trap, and equal to the pressure in the return pipe, if 
it connects with a gravity apparatus. 

The steam which can be passed throuorh a 2-inch 
pipe in an hour is capable of boiling about 4 tons of 
water, making allowance for loss of heat and friction, 
at a pressure of about 40 lbs. 

When a pan has two or more coils in it, they may 
take their steam from the same source, provided it is 
sufficient, but the returns from these coils should be 
separate ; with a separate trap to each return, and the 
discharge from these traps should not be put into the 
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same pii>e, or into any confined space, where the dia* 
charging of one of the traps may cause pressure in the 
others, and cause them to discharge in advance of the 
proper moment. 

Long, fiat wooden vats, with any convenient-shaped 
coil in the bottom, are often used for the evaporation of 
the water from brine by the salt manufacturer. Ex- 
haust steam from neighboring engines can be used 
here to advantage, thus utilizing heat that would other- 
wise be losi 

146. Another common way of warming or boiling water, 
when the object is not evaporation, but the warming of 
a tank of water for laundry purposes, or when the 
addition of the condensed steam is a benefit (provided it 
is not greasy), is to put the steam-pipe directly into the 
water, in the form of an open butt, or a perforated coiL 

This mode is usually attended with noise, but it is 
quick and effective. 

When a perforated coil is used, it is usual for the 
fitter to have as many small holes in the coil as will 
aggregate equal to the area of cross-section of the pipe in 
the coil ; but in practice this is not nearly sufficient, if he 
wants to pass out all, or nearly all, of the ' steam and 
water which the supply-pipe is capable of passing. 

Within an empty pipe, steam has a very high velocity, 
but striking the water, as it passes the holes, retards it 
so much that 5 to 10 times the area of the pipe in small 
holes has not been found too great in practice, the time 
of boiling lessening rapidly up to 10 times with shallow 
water and 40 lbs. of steam. 

The pressure of the steam and the depth of the water 
affects the time of heating; high pressure accelerates 
and deep water retards. 
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The lower the pressure of the steam that will pass 
out, as it strikes the water, the less the noise will be ; 
and a good way to avoid noise is to have a large diameter 
coil or pipe in the water, with a great many small holea 
in it, letting the high pressure steam expand into this 
perforated pipe through a " fhrotUed " valve, until the de- 
sired low pressure is attained. 

Another way to prevent noise, is, to place a tin cylin- 
der, with wire-cloth ends, filled with shot, over the end 
of the steam-pipe, the pipe turned up into the cylinder, 
and the cylinder in a vertical position. (See Fig. 52.) 




147. Another way to warm water with steam is at the 
nozzle or cock where it is drawn. A very simple method 
is by mingling the steam and the water after they pass 
their respective cocks or valves (as shown at Fig. 53). 
There should be no cock or valve put in the bib, a\ 
for closing it will either force the water or steam (which 
ever has the greatest pressure) into the other. There- 
fore it is necessary to have little resistance in the pipe 
after passing the valves. 

A very simple noiseless nozzle is shown in Fig. 54. It 
consists of an enlargement after passing the valves filled 
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with Bhot, with a strainer to prevent the shot from pass- 
ing out ; or it may be filled with clean gravel, or anything 
the steam and water will have the least action on. By 
the regulation of the valvea, a steady stream of water of 
almost any temperature between 212^ and the tempera- 
ture of the cold water can be had. 




148. Often the pipe-fitter is called npon to constmet 
means to waira water for bath-houses, laundries, or any 
place where they have no steam, and require no power, 
hence do not wish to have a steam boiler ; nevertheless 
use more water than can be warmed by the ordinary 
water back in the stove. The problem is, then, to warm 
the largest amount of water with the smallest expenditure 
of fueL Fig. 55 shows an apparatus that for permanency 
and cost of maintenance is very satisfactory. A, is a 
tank of any convenient shape ; B, a cast or wrought 
iron boiler, similar to that used for green-hoose heating ; 
C, connection from top of boiler to the side of the tank, 
not very high up, as all the water below the point it enters 
the tank cannot be estimated as part of the working 
capacity of the tank, for it is necessary to always keep 
this pipe covered with the water ; D, the retom-pipa 
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from the tank to the boiler, its inner end being 
carried a few inches above the bottom of the tank, to 
prevent sediment from being carried into the boiler, 
and iJ, the pipe leading from the tank, for the distribu- 
tion of the hot water, the position it occupies being im- 
portant, as it must always be above the pipe (7, to 




prevent the possibility of drawing the water in the tank 
entirely down to that point. 

The tank may be furnished with a ball-cock, to the 
cold-water pipe, as shown at JP, to keep a constant level 
of water. 

By feeding the water into the tank, instead of the 
boiler, impurities are deposited in the bottom of it, 
instead of being carried into the boiler. The same 
is true of all, hot^watei^ apparatus, if the bottom of 
the tank is below the return-pipe, with capacity enough 
in the tank to prevent rapid currents. 

A coil of pipe is sometimes used in a stove instead of 
a boiler, but it soon fills with mud or lime, and bums 
out 
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Fig. 55} shows steam roaating ovens. They are oast- 
iron, with double bottoms and double sides for about 
two-thirds of their heights ; the double side forming a 
terrace or step on the inside of the oven. It is within 
this space the steam circalates. Tight-fitting heavy 



Fig. 55*. 
covers fit over one-half the top to retain the hot vapors 
given off by the meats. 

They are connected similar to an ordinary radiator,, 
and are getting to be much liked in pablio institutions, 
an oven being capable of holding 60 to 70 lbs. of meats, 
and cooking it in an hour and one half with 40 pounds 
pressure of steam. 



CHAPTER XXIL 

DRYING BY STEAM. 

149. Thbee-foubths of all the manufacturers outside 
of tlie metal trades, and even many of them, use heat 
for drying purposes ; and various as are the manufac- 
turers, so various are the modes of drying, in many 
instances satisfactory results being attained only by 
years of experience. 

No manufacturer of wooden articles can get along 
without a drying kiln. The laundry man or womau, 
the dyer, the hatter, the tobacconist, the piano and 
organ maker, the dried-fruit manufacturer, the japanner, 
the tanner, all must have a means of drying faster and 
more conveniently than can be had by exposure out-of- 
doors. 

Usually steam is used in drying rooms and drying 
kilns because of its cleanliness, its even distribution, 
its safety from fire, its easy and quick management, 
and the cheapness of its maintenance. 

The higher the temperature of a drying room, the 
cheaper can the articles be dried. This may not appear 
plain at first to those who have studied the laws of 
equivalents, but nevertheless it is so, being caused 
by local conditions, which always prevent the utiliza- 
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tion of all the heai Thos, the greater the difference iq 

temperature and ^,. 

the slower the 

moTement of the air 

compatible with the 

amoont of moisture 

to be carried off, the 

better the result ia 

the laundry or dry 

kiln, or any place 

where rapid drying i, 

only is the object 

ia no other place £ 
is the power of ra- 
diant heat (direct 
radiation) more 
manifest than in 
the drying room, 
and more failures 
can be traced to 
placing coils under 
skeleton floors, or 
flat on the floor, 
than any other 
cause, except, per- 
haps, an ignorance 
of the principles of 
piping, which so 
many consider can 
be done by any one 
irho wears a pair of 
greasy overalls. 

The writer has proved, in many cases, tliat the same 
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amount of pipe or plate surface, distributed around 
and between the materials to be dried, will do the work 
in half the time it takes the heated air from an indirect 
coiL This is no mistake ; and further, wooden blocks 
can be dried lighter (proving there is more water 
driven ojBf) by direct radiation than by indirect radia- 
tion, the times and temperatures being the same. 

According to the above it is plain, that in the con- 
struction of drying houses, for most purposes, the heat- 
ing surfaces should be so placed and distributed that 
the direct heat rays from the iron could fall uninter- 
rupted, on the greatest surface possible, of the materials 
to be dried. 

150. Fig. 56 shows a perspective of a good arrange- 
ment of a direct radiation laundry drying room coU, 



utilizing all the radiant heat that is thrown off, and 
giving a thoroughly uniform heat throughout the room. 
A A' are headers (often called manifolds), usually made 
of extra heavy pipe, to admit of tapping and threading, 
instead of using T's, for the cost of the heavy pipe and 
the drilling and tapping is very much less, as well as 
better and straighter^ than a header composed of many 
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short pieces of large pipe and the necessary T's. 
(These remarks apply to all large coils.) 

B B are the spring pteceSf threaded right and left 
handed ; C C, the leaves or sections of the coil ; and 
D J), the coU stands. The stands are always in pairs, 
to admit of giving the necessary division and inclina- 
tion to the pipes, and when viewed through the holes 
look like Fig. 67. The dotted lines are the centers of 
imaginary pipes to show the pitch. When coils are 
very wide in the direction of the length of the headers 
it is well to keep the coil stand 2 or 3 feet from the 
header at that end, to prevent the expansion from pidl- 
ing the screws from the floor. 

The distance between the holes in the standing coil 
header is usually about 12 inches, or as wide as the 
clothes-horses are from center to center. 

The usual way to build these coils is to start at the 
bottom header. A', Fig. 66, and to put each leaf, (7, to- 
gether continuously, working upward until you reach 
the elbow, E; when all the leaves are so far con- 
structed, with all the elbows looking up, with their 
left-handed thread uppermost, count in and mark the 
right and left handed spring-pieces, B, then apply the 
upper header. A, and screw the whole up as nearly 
alike as possible. 

Do not be persuaded to do away witht he spring- 
pieces and the elbows through economy, so as to con- 
nect the upper headers straight, as in a box coil ; if 
you do you will have trouble should you want to take 
down a single leaf for repairs. 

Fig. 58 shows sectional perspective view through a 
laundry drying room : a being the coil; 6, the clothes- 
horse; c, the suspended rail, from which the horses 
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hang ; d, fresh-air inlet duct ; e, its damper or regulator ; 



f, Tentilator with regulator, usually governed bj a cord 
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and bell crank, and drawn back by a spring ; and g^ the 
space into which the horses are drawn, which of neces- 
sity must be as long as the horses. 

This style of drying room giyes the direct radiation 
from both sides of the leaf of the coil to the fabrics to 
be dried, and also exposes both sides of a fabric to the 
direct radiation of a section or leal 

For high pressure steam 1-inch pipe is generally 
used in the coil ; and if exhaust steam is to be used the 
pipes should be not smaller than one inch, and the 
total length of any one leaf should not exceed 60 feet 
under a ho/ck pressure of 2 pounds at the engine. 

For exhaust steam the upper header should be large, 
3 inches for 12 leaves of 60 feet each, or about 700 feet 
in the coil gives satisfactory results ; this should be 
increased in proportion to the increase in leaves, a 
4-inch pipe header being enough for a coil of from 1,000 
to 1,500 feet, composed of leaves of 60 feet each. 

Unless the exhaust steam is carried a long distance 
horizontally, 50 feet or more, the pipe leading to the 
header may be one or two sizes smaller than the 
header. proVided it Ib large enough for the engine. 

With steam of high tension, small pipe headers with 
T fitings may be used; but where the pressure is 
variable, a large header insures an equal distribution 
of steam to all the leaves. 

Sometimes gridiron or floor coils are used on account 
of saving expense, but the same amount of pipe in this 
form will not dry clothes as fast as the standing section coil. 

Figs. 59 and 60 show gridiron coils of easy construc- 
tion, a a being the manifolds or headers; hhy right and 
left elbows ; c c, coil pipes right handed ; and d d, right 
and left handed spring-pieces. 
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In Fig. 59 tlie pitch of the pipes and headers ia in 
the direction of the arrows. 
151. These coils are often used in lumber-drying 



bilns, but the same amount of pipe arranged around the 
walls in miter or wall coils wiU give a far better result, 
and will not be a receptacle for dirt, as a floor coil is, 
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requiring a skeleton floor oyer it, to walk on and pile 
the lumber on. 

In large drying kilns, on the direct radiation princi- 
ple, where pipe enough cannot be put on the walls, and 
for the better distribution of the heat, rows of stanch* 
eons should be put up to hang the coils on, in such a 
manner as not to interfere with the gangways. 

The tobacconist prefers to dry without artificial heat, 
in a temperature of about 60^, with a rapid change of 
air through the windows. This appears to give dry- 
ness without brittleness, but at night and in damp 
weather they must close the windows, and to get their 
stock out in time recourse must be had to steam coHs. 

In experimenting for a well-known tobacco manufac- 
turer in fine cut, it was found that radiators or box 
coils placed in the middle of the rooms gave the best 
result. "Wall coils under the windows made the room 
warm, but did not dry quickly, and the tobacco felt wet 
when brought into a cold room and allowed to remain 
for a short time. A strong yentilation with a tempera- 
ture of 80"^ made it too crisp ; but the box coils placed 
in the middle of the room, with a temperature of 65°, 
with a small yentilation, and the currents of air in the 
room, up at the center and down at the windows (con- 
trary to the general principle of warming for comfort), 
gaye a result which was declared satisfactory. 

In piano-case manufactories, and where specialties 
in glued and yeneered furniture of the best quality are 
made, the workmen are generally supplied with a dry- 
ing cabinet, of a size suitable to the pieces to be dried, 
in which the work is heated before the glue is applied, 
and into which it is again placed to dry properly. 

^hese cabinets are usually rectangular boxes, with 
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holes in the bottom and top, to allow the air from the 
room to circulate through them so as to carry oflf the 
moisture. Their steam coils are usually of the grid- 
iron pattern, flat on the bottom of the box, and with 
the valves on the outside. Sometimes they are heated 
indirectly by the warmed air conveyed in tin pipes 
from a large coil placed in some favorable position. 

Some manufacturers claim the quicker the work can 
be dried after gluing the better it will be. 

It is not profitable to dry by forcing air, as with a 
fan or blower, in connection with a steam coil, unless 
the exhaust steam from the engine is condensed in the 
coils. 

A temperature of 130° is considered ample, and can 
be easily attained in a drying room. 

The additional quantity of pipe necessary to raise 
the temperature of a drying room from 120° to 130°, if 
again added, will not raise it from 130° to 140°. 

"With low-pressure steam — 2 lbs. per square inch or 
thereabouts — it is difficult to obtain a temperature 
above 175° in the drying room, no matter how much 
surface is used, and with steam at 60 pounds pressure 
the practicable limit is about 275"^ Fahr. 
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STEAM-TRAPS. 

152. A STEAM-TRAP is an appliance attached to certain 
classes of steam apparatus, whose object is to remove 
the water of condensation without a waste of steam. 

A gravity apparatus does not require a steam-trap of 
any kind ; and the proof of a perfect gravity circulation 
is shown by the proper working of the apparatus toithn 
ont one. 

Traps may be separated into two principal classes — 
namely, traps which open to the atmosphere, or atmos- 
pheric traps, and direct return traps, returning the 
water to the boiler, without great loss of heat or any 
loss of water. 

Expansion systems of piping and heating require a 
steam-trap of some kind. When the water is to be 
saved, and returned to the boiler, the direct return trap 
is best. When the water is to be wasted, the atmos- 
pheric trap, which allows the water to cool to the lowest 
temperature is the best. 

Cooking apparatus, such as meat kettles, or kettles 
or tanks with coils in them, which condense much steam 
in a short time, should not be connected with a low- 
pressure gravity apparatus ; but should have a separate 
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pipe from fhe boiler, and be connected to a trap, in 
consequence of the great and sadden shrinkage of 
steam, which takes place when they are quickly filled 
with cold water. They may be connected with a high- 
pressure gravity apparatus when the supply-pipes are 
very large. 

An intended gravity apparatus, which proves too 
small in the mains, or not properly done, so part of the 
piping remains full of water, can often be made to 
answer by the use of a direct return steam-trap ; but it 
should only be used when it is actually necessary. 

Atmospheric steam-traps should not be attached to a 
gravity apparatus under^ any circumstances, as they 
make an opening which permits the escape of water. 

OONSTBUOTION AND OPERA.TION OP THE DIRECT EETUBN 

STEAM-TBAP. 

153. These traps have come into use within ten years, 
and form a new departure in steam-traps. They must 
be automatic in action, and of simple construction, and 
positive ; for an interrupdon of an hour or two, will fill 
the coils and pipes with water, and in very cold weather 
may be the cause of freezing ; so judgment must be ex- 
ercised in the selection of them. There are now two or 
three very good modifications of this trap before the 
public ; accomplishing all a steam-pump will do, in the 
way of returning water to the boiler, and with less loss 
of heai 

Manufacturers of these traps may claim they should 
be used on gravity apparatus, for certain purposes — such 
as to regulate the heat to the weather ; but it is evident 
to a thoughtful man that an apparatus which is perfect. 
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and that will mn for a life-time without intermption (il 
water is kept in the boiler and fire under it), or assis- 
tance from mechanical means, should not be put to the 
chance of an occasional interruption by the use of a 
nicdy adjusted machine which wears out 

These traps ai*e excellent in their right place, being 
capable of returning the condensed water from coils 
into the boiler, no matter where the coils are placed ; thus 
doing away with tanks and pumps, in expansion appara- 
tus, and thereby saying heat. Also when a building has 
no basement, or when the boiler cannot be placed low 
enough for all the water to return by gravity, they can 
be used on the low coils ; but in a case where the build- 
ing is high, it would be best to heat the upper floors 
by a separate gravity system, and the lower floor or 
basement by a pipe of its own ; so that if there wa^a an 
interruption, the low coils only would be affected, and 
thus give less for the trap to do. 

The principle involved in these traps is simple, being 
alternately a vacuum and a pressure ; but, like the single 
acting reciprocating pump which has no fly-wheel to 
help it at the end of the stroke, it must have some kind 
of an auxiliary. 

With the aid of the diagram. Fig 61, the action of 
these traps may be explained. A represents the trap 
proper ; (7, the receiver, which holds a certain quantity 
of the return-water ; 2>, a steam-pipe from the boiler to 
the trap ; E^ a pipe from the trap to below the water- 
line in the boiler ; and F^ a pipe from the receiver to the 
trap carried up inside the globe. It will also be seen, 
these pipes are provided with valves ; the steam-pipe 
has a globe-valve, and the other two pipes, check- 
valves; the valve in the pipe F^ opening toward the 
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trap, and the valve in the pipe E, opening toward the 
boiler. 

Now, if the valve in the steam-pipe is open'ed and 
steam admitted to the globe (B)y until all the air is ex- 
pelled, and the steam allowed to condense, as it will do 
in a short time after the valve is closed (by the loss 
of heat from the steam through the sides of the globe 




to the outside atmosphere), there will be a vacuum 
formed in the globe, more or less perfect, which will 
draw water from the receiver (C)y when there is a press- 
ure in the pipe which comes from the coils, or else- 
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where, and this water, passing the check-valYe in F^ will 
oyerflow into B^ and cannot return to (7, for two reasons 
—because it carmot pass the check-valye backward and 
cannot get back over the top of the pipe F. Now, if the 
valve in the steam-pipe is opened, and the pressure of 
the boiler admitted into the top of the globe (B)^ the 
pressure will become equalized between the boiler and 
the globe, and allow the water to pass down the pipe 
(F)y and into the boiler of its own gravity (precisely as 
it would if everything was opened to atmosphere), going 
through the other check-valve, which will not allow it 
to pass back again, when the valve in the steam-pipe is 
closed, and condensation will again form a vacuum ; 
which will once more draw the water from the receiver, 
to flow down into the boiler, when the steam-valve is 
again opened, and thus the action goes on, being simply 
that of a pump wifhovt a piston. 

This principle was understood and used, substantially 
as explained above, before the automatic traps were 
introduced; but as it was necessary to construct the 
two globes, or tanks, of large size, to avoid too frequent 
attendance ; and as it required manipulation, at irregu- 
lar intervals, which, if neglected, would fill the pipes 
with water, it was not much used. Now, since automatic 
contrivances have been invented, which takes the place 
of manipulation, and which can be depended on with some 
degree of certainty, these traps can be, and are, used on 
apparatus which otherwise would be almost useless. 
Thus the difficulty to be overcome in this class of traps 
as before mentioned, is to construct an automatic con- 
trivance for opening and dosing the steam-valve which 
can be relied on. 

Fig. 62 shows one of these traps, which has been 
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selected as an example, not because the trap is con- 
Bidered the best — for there are others eqoallj good — but 
because the action of the anxiliarf is so easilj explained. 
It is a Tiev of the trap when set up ; ^ is the steam- 
pipe ; 6r, the pipe from the receiver to the trap ; and F, 
the pipe from the trap to the boiler. The valve marked 
D is the steam- valve, vhich is automatically isolated, 



and is a rotary slide-valve ; E, a connecting rod, be- 
tween a crank on the valve stem, and an arm, with slack 
motion, and a part of the casting C, which rocks on a 
stud ; C, atrack, on which rolls a ball, also a part of the 
casting, which rocks on the stud before mentioned, and 
vhich engines another stud, on the lever B; the levez 
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B and its weight are a counterpoise to a float inside 
the globe. The action is as follows : when there has 
been a vacaum in the globe, the water will pass 
through the pipe (7, and fill the trap, consequently it 
raises the float and lowers the lever and counter- 
poise, whose stud engaging C, draws it down, until the 
track passes the horizontal position, without affecting 
the connecting rod E^ on account of the lost motion, 
until the track has passed the horizontal position, then 
the ball will roll along the track, and strike on the 
opposite end against the hook— a blow sufficient to 
move the valve on its seat, and open it to its full 
extent ; but not before the globe is full of water. The 
reverse motion is similar : the float lowering, but not 
affecting the valve, until the water is nearly all out of 
the globe; the slack motion allowing the valve to 
remain open, until the track again passes the hoizontal 
position, when the force exerted by the blow on the 
hook at the other end of the track closes the valve 
suddenly. 

154. Among the atmospheric traps are found the old 
expansion traps, now little used ; and the open float traps, 
which still form a necessary part of certain apparatus. 

Fig. 63 shows a well known form of open float-traps, 
used both in this country and in England, of which there 
are many modifications of minor importance ; the action 
and principle remaining the same.* i^ is a cast-iron pot, 
sufficiently strong to withstand high-pressure steam, 
with an inlet at F; B is another pot (an open pot), inside 
the pot Ay with a spike at the center of the bottom, and 
a guide to keep the inner pot in a central position. G 
is a brass tube screwed into the cover D, and forming 
a valve with a spike at the inside of the bottom of the 

* The *' NasoQ " trap of this type is the best koown. 
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pot B; ^ is a valve in the cover of pot A, wMoIi, when 
opened, acts as an air-valve, or Uino-through, to hurry np 
the circulation when first heating up the coils. 

The pot-trap operates thus : the condensed water 
from the coils, etc, runa in at the pipe F, and fills the 
outer pot A with water, untU it floats the inner pot B, 
against the stem C, closing the valve formed bj the 



spike andthetahe, thus closing the outlet to the tank or 
sewer. The water, which still continues to flow into the 
outside pot, rises, and overflows into the inside poL 
Then the latter sinks, and opens the valve which the 
spike forms with the hollow stem, and allows all the water 
in the inner pot to be forced np through the stem and 
oat by the pressure of the steam in the upper part of 
the pot acting on the surface of the water. Thus, when 
the inner pot becomes bouyant again, by the discha]^ 
of its water, it closes the valve, and leaves it so, until 
the increase of the condensed water again overflows it. 
This action is intermittent, the frequency of it depending 
on the amount of work to be done. 
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There is one point in the construction of this trap on 
ulhich its working depends — ^namely, the area in square 
inches of the hole in the end of the hollow stem C must 
be no larger than the quotient obtained from dividing 
the weight in pounds of the inner pot when submerged, 
by the maximum pressure in pounds per square inch of 
the steam to be carried. 

Thus, if the inner pot weighs 12^ pounds under water, 
and the greater pressure of the steam is to be 100 pounds 
per square inch, the hole must be a little smaller than } 
the area of a square inch, say a round hole |^ of an inch 
in diameter, which leaves a factor of safety of \ the 
weight of the poi The reason for this is plain, when 
we consider that there is practically no pressure within 
the stem when the valve is closed ; and for the pot to 
sink, when it is full, it must be heavy enough to pull it- 
self away from the stem, and still be light enough to float 
J of its weight when empty. 

Thi8<y/>eof trap possesses a special point of exceUence 
— ^it will discharge the water of condensation from coils, 
or from the cyUnder of an engine, into a tank or sewer, 
at a very much higher level than that which it drains, 
and it will keop them as dry as if it discharged down* 
ward. It is tJte only trap opening to atmosphet^e which vnM 
do thisy except by blowing through continuously. 

It is peculiarly adapted to elevator engines, which stop 
and start frequently, and are operated from the car or 
an upper floor, as it removes the water at a high tem- 
perature, and will keep a steam-chest c7r^ by removing the 
water which accumulates while the engine is standing 
with steam turned on ; which engines thus used require 
that they may be always ready for a calL 

There is another openfioat-trap^ Fig. 64, which contains 
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a speoial^point of merit, the value of which is not yel 
generally understood, — namely, a trap capable of taking 
recognition, bo to speak, of temperature, as well aa 
quantity, and which will dischai^e its water down to 



atmospheric temperaiure and preamre, no matter what 
may be the temperature of the water in the coils due to 
high pressure. 

To make this clear, it is necessary to explain, that 
water which falls to the bottom side of a nearly horizon- 
tal pipe, with 50 pounds pressure of steam in'it, has not 
fallen to a temperature of 212° Fahrenheit, as is very 
generally supposed, but has simply parted with the 
latent heat of the steam, incidental to the pressure, leav- 
ing the temperature of the water (when the flow and press- 
ure of the steam are maintained) a very little less than 
tbe temperature of the steam. This water will again 
give off some of its sensible heat, to be ^ain made 
latent, making steam of a lower pressure when allowed 
to expand. But it must not be understood that all the 
water flies into steam. It does not — ^the quantity of 
water converted into steam being represented by the 
ratio the latent heat of the steam, at the different press- 
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ores, bears to the sum of the latent heat and the sensi- 
ble heat of steam. 

Thus, when water is drawn directly from a high-press- 
nre coil into the receiver of a trap, and is discharged 
against atmosphere, before the water has cooled below 
212''9 it is attended with considerable loss of heat This 
can be seen in the blowing of a gauge-cock, for, thongh 
the water is solid and dense in the boiler, when it is 
drawn some of it flies into steam, and makes a cloud 
which often deludes the novice into the belief that it is 
all steam, and that possibly he has low water. 

The construction of this trap is plain : it consists of 
an outside case with a loose coyer, an open float with 
the mouth down, and a common plug-cock operated by 
the float. 

When steam or water above 212'' in temperature is 
discharged through the cock, and under the float, the 
latter is immediately raised by the pressure of the 
vapor underneath and between the float, and the water 
which cannot flow over the case. This action closes 
the cock, which will remain closed until the vapor 
condenses and allows the float to once more sink, when 
the cock again discharges the hot water behind ii If 
this water is below 212'', it will pass rapidly out of the 
case under the edge of the float; but when it again 
becomes hot enough to make a little steam, the float 
raises, and the cock is again shut. 

This trap cannot be used on an engine, as it will not 
discharge any considerable quantity of water until the 
temperature is below 212° ; but for an expansion sys- 
tem, where the trap has not to discharge against press- 
ure, or for an exhaust system, it is a good one. 



CHAPTER XSIV. 

VALVES FOR EADIATOBS. 

166. Il is not neceasarj that I should say muoli about 
Tadiator-Talves, as all practical men mnst be conversant 
with their application to heaters. Two very importaDt 
modifications, however, have recently been made, both 
of which snpply a want in steam-fitting. The first. 
Pig. 65, is a comer^valve applicable to all radiators when 
the connection is to be above the fioor. The old and 
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asoal way was either to raiBe the radiator on blocks bo 
a nipple and elbov coold be used below on ordinaTy 
angle valve, or to use gate or globe valve, aU of which 
were very objectionable. To overcome this trouble, 
Mr. H. M. Smith, of New Tork, designed the valve 
shown, which allows the water to drain from the bottom 
of the radiator ; the seat of the valve being on a level 
with the bottom of the radiator nipple, while the branch 
to the rising pipe is just one-half the diameter of the 
pipe lower, allowing all to be above the floor without 
change to the height of the radiator, or miBightly 
turns to the pipes or blocks under the legs. 



f\g. 66. StetioTud View of Diaphragm VoIm. 
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156. Fig. 66 shows the second of these improvements. 
It is really not a modification of a radiator valve, but is 
an improvement that may be added to any valve that is 
to be controlled from a distance. 

Its application to a radiator valve is directly for the 
purpose of controlling the steam in the radiator by the 
temperature of the room, the medium being a metallic 
thermostat operating an electric circuit, which, in turn, 
operates the valve by pneumatic pressure. 

It consists of an ordinary valve body, connected with 
an expansible diaphragm, which serves to close the 
valve in the valve body. This will be better understood 
by the following sectional view of the diaphragm valve : 

A is the valve body ; B the valve disc ; G the packing 
box through which the stem passes; ^ is a saucer- 
shaped piece, fastened to the upper end of the stem i>. 
The valve is held open by the steel spring 6, which 
presses upward on the saucer H. Above this saucer B 
is the umbrella-shaped piece «/, held by the standards 
a, a. Upon the under side of the piece J, and fastened 
firmly to its edges to produce an air-tight joint, is the 
flexible diaphragm K, made of cloth and rubber. There 
is an opening through the pipe M into the chamber 
formed between the metal piece J and the diaphragm 
K. It is easily seen that if air, under pressure, is 
admitted through the opening M, that the valve will be 
pushed downward to its seai When the air is allowed 
to escape from above Ky the spring h will open the 
valve B to its full extent. 

It is called the Eleotbo-Pneumatio Valve, and is the 
result of a series by Prol W. S. Johnson. 



CHAPTER XXV- 

BOILER CONNECTIONS AND ATTACHMENTa 

167. Feed-Pipes. — ^The feed-valve should be a globe 
or angle valve placed near the boiler, with the fewest 
possible joints in the feed-pipe between it and the 
boiler. If it is a loose or swivel disk valve, it should 
be secured with solder (sweated in) in the threads of 
the double part of the disk, so as to make it almost 
impossible to loose the disk from the stem ; a mark with 
a center punch or chisel is not enough. The valve 
should be so turned toward the boiler that the inflow- 
ing water will be under and against the disk, so that, in 
the case of the loss of the disk, it will not act as a 
check-valve against the influx of the feed-water. This 
arrangement will bring the pressure of the water in the 
boiler always against the stuffing-box of the valve ; but, 
all things considered, it is besi 

The check-valve should be close to and outside the 
feed-valve, with only a nipple between them. Always 
use horizontal check-valves, as they admit of easy 
cleaning. With the ordinary vertical check it is neces- 
sary to take down some part of the feed-pipe to clean 
it 

When two or more boilers are fed from the same 

213 
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pump, or when the pump is used for pumping water 
for some other purpose, it is well to have a stop-valve 
on each side of the check-valve, as it will enable the 
engineer to get at his check without stopping the 
water elsewhere. 

In passing through boiler walls or cast-iron fronts, 
care should be taken that the feed-pipe does not nest, 
or the settling of the boiler will break it off. 

Use a flange union on the feed-pipe instead of the 
common swivel union ; the engineer can take it apart 
with a monkey wrench, and it makes a more permanent 
job, and it will not leak. 

Never put a T in the feed-pipe inside the feed-valve 
for the purpose of a blow-off; but make a separate 
connection to the boiler. 

Blow-off Cocks. — Never use anything but a plug cock 
of the best steam metal throughout. The reasons for 
using a cock are, that the engineer is always sure when 
he looks at it whether it is shut or open ; it gives a 
straight opening; if chips, packing, or dirt gets into 
the cock it will shear them off when closing, or if it 
does not, the engineer knows it is not shut. Do not 
use an iron-body cock vnth brass plugy lor when the 
cock is opened to blow down a little, the hot water 
expands the plug of the cock more than the body, and 
it is almost impossible to close it. Do not use a globe 
or angle-valve, as you cannot always tell when it is 
shut ; a chip or dirt getting between the disk and seat 
will prevent its closing. I have seen two fine boilers 
destroyed from this cause. Gate or straight-way valves 
are subject to the same objections as globe or angle. 

When it is practicable there should be a T with a 
plug in it in the blow-off pipe outside the blow-off 
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cock« the plug arranged bo as to be removed when the 
cock is closed. By this means the engineer can always 
tell if he is losing water from his boiler. 

The blow-oflE pipe should be large, with few bends in 
it, and fire bends are better than elbows. It should be 
attached to the bottom of the shell of a horizontal 
boiler, and not tapped into the head a few inches up. 
When there is a mud-pipe, attach it at the opposite 
end from the feed-pipe. 

Safety 'Valves. — They are the main-stay of the en- 
gineer, acting both as a relief and a warning signaL 
They should be attached to the steam-dome high up. 
At the side is better than the top, as they are not so 
liable to draw water when blowing off in that position. 
They should be large, and have a large pipe connection 
all to themselves. The ordinary cross-body safety- 
yalve is very much to be condemned, and I think in 
some countries there are regulations against their use. 
They are constructed to save making an extra connec- 
tion for the main steam-pipe, thereby drawing the 
largest amount of steam directly from under the disk 
of the safety-valve. A weighted safety-valve is better 
than a spring- valve when it can: be jised, as the lifting 
of the valve makes practically no difference in the 
leverage ; not so with a spring- valve, for the higher it 
is lifted the more power it takes to compress the 
spring. 

Gauge or Try Cocks. — Gauge-cocks are various in 
style, the wood handle compression gauge-cock is a 
very good kind for all purposes. When setting gauge- 
cocks care should be taken that they are not too low, 
and that the drip will not flow over the person who 
tries them. They should be tapped directly into the 
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boiler if possible ; but vhen it is necessary to use t. 
piece of pipe to bring them through a boiler front or 
brick- work, give the pipe an inclination backward, that 
the condensation may ran back and into the boiler. 
When the pipe inclines outward and down, the con- 
densation remains in it and the cock, and will deceive 
the unwary, giving the appearance of plenty of water 
with a short blow. 

Glasa Water- Gauges, — Water-gauges are best set 
when attached to a vertical cylinder at the front of the 
boiler. The cylinder should be connected to the boiler 
with not less than 1-inch pipe, top and bottom ; the 
top or steam connection should be taken from the 
boiler shell near the front head, and not from the dome 
or steam-pipe, as the draught of steam in either will 
cause the glass to show more water than the boiler 
contains. The bottom or water connection should be 
taken from the front head at a point where about two 
thirds of the water in the boiler will be above it and 
one third below ; this will lessen the chances of the 
pipe stopping up with mud, etc., and it should also be 
provided with a half-inch pipe at the lowest point for 
a blow-out. When gauge glasses are set this way the 
condensation in the cylinder is downward, and the flow 
of water being toward the boiler through the bottom 
pipe, the tendency is to cleanse the glass and cylinder 
and keep them so. 

Steam- Gauges should never be set much above or 
below the boilers to which they are attached, as each 
two feet of fall or elevation from the direct connection 
is nearly equal to a difference of one pound on the 
steam-gauge ; it is always so when the gauge is below, 
for the condensation in the gauge-pipe fills it with water, 
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which leaves a pressure on the steam-gauge equal to 
the hydrostatic head, which is a little over two feet per- 
pendicularly to the pound per steam-gauge, giving the 
gauge the appearance of being weak. When the gauge 
is above it is not so always, though generally so even 
then, for the pipes being long and of small diameter or 
trapped, which prevents a circulation of steam in them, 
they fill with water, which acts against the pressure 
from the boiler and gives a gauge the appearance of 
being strong. It is a good plan to connect the gauge- 
pipe to a boiler below the water-line, say 12 or 18 
inches, and have the gauge on the boiler about 12 
inches above the water-line, using no water-trap or 
siphon, that the water may run back from the gauge 
when there is no pressure in the boiler, and thereby 
prevent the possibiUty of free2dng or of getting steam 
to the spring of the gauge. 

Sometimes a steam-fitter has to run a gauge pipe a 
long distance to an office or engine room. When such 
a gauge is far above the boiler he should run a large 
pipe direct from the steam-dome, and give it sufficient 
pitch to clear itself of water ; it should be covered with 
some non-conducting material, and be of such size that 
the flow of steam through the pipe to supply the loss 
by condensation will be so slow as not to interfere with 
the flow of water along the bottom of the pipe in a con- 
trary direction, and it should have a siphon imme- 
diately under the gauge. 

When it is necessary to have a gauge very much 
lower than a boiler, fill the pipe with water, but before 
doing so remove the glass and lift the hand or index 
over the stop-pin and mark where it remains station- 
ary ; now fill the pipe to its highest point with water. 
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then draw the index from its spindle and set it back 
to the mark where it remained stationary before the 
pipe was fiUed, and press it on ; then bring it to its 
normal position on the stop-pin and adjust the glass. 

The Main Steam-Pipe for Heating Apparatus should 
be high up on a boiler, and any pipe larger than 2 inch 
should not be tapped in, but connected with a flange 
bolted or riveted to the boiler. Two and a half inch 
pipe and larger sizes have eight threads to the inch, 
which forms too coarse a pitch to be tapped into one 
thickness of boiler iron. 

Automatic water-feeders, combination water-gat^es, 
or steam-gauges, should not be tapped into the steam- 
heating or engine pipe, as the draught of the steam 
through the pipe interferes with their proper working. 

Engine or jmmp pipes should not be taken from the 
steam-heaiing pipe^ as the draught they cause relieves 
the pressure in -the heating apparatus and spoils the 
circulation, especially if it is a direct return gravity 
circulation. 

With an automatic return steam-trap, applied to an 
old job, if the steam-heating pipe is large enough, it 
will not be necessary to remove the engine pipe, but 
should the circulation be still defective, remove the 
engine pipe to the shell of the boiler, and remote from 
the heating pipe. 

All pipes connecting with boilers should be extra 
thick until at least the first cock or valve is reached, as 
much of the pipe now on the market is below the old 
Morris Tasker Co. standard, and is too thin ; one inch 
to two inch inclusive being the sizes which give the most 
trouble. 



CHAPTER XXVL 

MISCELLANEOUS ARTICLES. 
CUTTING WALLS AND COYEBING RISERS. 

158. Architects often omit to leave a recess where 
required in the walls of a building, and the fitter has to 
cut one. 

In his anxiety to put up as much pipe as possible, 
and as he considers the cutting of the wall does not 
properly belong to him, he cuts it in the quickest and 
easiest manner he can, regardless of the appearance, 
and in some loosely put up walls it is a difficult task to 
make an attractive or even satisfactory piece of work. 
The proper way would be to have the openings left and 
cutting avoided ; but if it must be done, it should be 
well done. 

Let the fitter provide himself with sharp chisels, and 
a light hammer, and he can generally cut a brick, with- 
out disturbing it in the wall ; but it is also necessary 
for the master mechanic to consider wall cutting labors 
and to give the workman to understand he will be 
credited with cutting walls as well as for putting up 
pipe. 

The fitter should get the architect's permission 
before he commences to cut, for otherwise there may 

218 
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be mucli injury done to a bnilding, by haying a recess 
cut from top to bottom, near a front wall or comer. 

The best way to cover a riser recess is with a board. 
Have the grounds put on before the plastering is done, 
and have the panel screwed on afterward. The panel 
may be fancy iron-work, with holes in it, which makes 
a very permanent method. A moveable panel admits 
of access to the pipes to make repairs without breaking 
the walls. 

Some architects require the recess to be plastered 
over, using slate, or coarse wire-cloth, to hold the 
plaster with, so as to entirely hide the appearance of a 
pipe, but even then they do not entirely succeed, for 
two or three reasons. When a slate is stuck over the 
recess with plaster-of-Paris, and plastered over all, the 
expansion of the slate cracks the plaster ; when plas- 
tered on wire-cloth, it does very well, and will not 
crack, but it will turn a dark color in time, as will any 
thin covering when it becomes warm; and the con- 
tinuous current of air passing up the wall at that par- 
ticular spot deposits more dust there than at any other 
point, and leaves a well-defined mark. 

For the same reason, the walls back of radiators get 
darker more rapidly than the walls of any other part 
of the room. The same is true of curtains which hang 
near a register. In parts of the country where soft 
coal is generally used this is very apparent. 

TUBNING EXHAUST STEAM OR VAPOR INTO CHIMNEYS. 

159. There is a custom among steam-fitters, and 
others, of turning the exhaust steam from an engine 
into the boiler chimney in buildings, ostensibly to 
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make the draft better, but in reality to save mimiBg an 
exhaust pipe to the roof of the building. 

Exhaust steam, turned into a long or high brick 
chimney, will not improve the draft, but impair it. 

In locomotives the exhaust steam is turned into the 
stack to increase the draft, and in short iron stacks of 
portable engines it has the same effect, when properly 
put in ; but it must be borne in mind, that to be effect- 
ive, it must have such proportions as to make it an 
injector y to increase the velocity of the air by contact 
with its own high velocity, before it has time to expand 
and fill the stack. 

In long iron stacks, a little steam turned into them 
may be of some use in warming the stack (which cools 
rapidly from contact with the wind and air in cold 
weather), and by assisting the upward current of smoke 
or air, by mixing with ii Under certain conditions, it 
makes a mixture of steam and air lighter than the air 
alone, while, if the increased velocity caused thereby 
more than compensates for the extra volume which has 
to pass it, may be an improvement. 

But usually the exhaust steam chokes a very long 
chimney, the latent heat of the steam passing through 
the sides of the chimney (especially an iron one), and 
leaving the condensation to run down the insides of the 
chimney in streams, and to be again partly re-evapor- 
ated by absorbing heat from the gases of combustion. 

In brick chimneys this is very apparent, condensing 
and soaking into the brick-work, and absorbing as much 
heat from the gases of combustion to evaporate and 
drive off a cubic foot of it as would cool 30,000 cubic 
feet of air 100 degrees Fahrenheit. It also destroys 
the chimney. 
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80LDEBING OF PIPES AKD BRASS SITTINGS. 

160. Often it is necessary to solder or •'* sweat " pipes 
into fittings, or male and female threads of brass work. 
The latter is no trouble, and can be done by tinning the 
parts to be put together, using only resin for a flux, if 
done while new, and then screwing them together while 
hoi 

When iron pipe has to be sweated into iron fittings, 
malleable iron fittings should be used, because they 
can be tinned by using muriatic acid reduced with 
zinc ; cast iron does not solder welL 

When about to sweat a pipe and fitting together, 
wipe the threads carefully, and run a carefully wiped 
die over the male thread, to entirely clean it, using a 
clean tap, to remove any oxide or grease from the 
female thread in the fitting, then tin cleanly, using 
muriatic acid for a flux, and screw them together while 
both are hot 

There is no advantage in soldering a frost burst in 
an iron pipe, through which steam or very hot water 
passes, /or it will not last 

In iron water-pipe, rather than remove the pipe, it 
may be soldered, but it must be thoroughly cleaned 
and tinned, and a heavy wipe joint made on it ; bolting 
is of no avail. 

When cracks appear in brass or copper pipes, with- 
out any apparent cause, there is very little use in 
soldering, for they are usually caused by undue expan- 
sion or jarring, and are a fault of construction, which 
soft solder will remedy for a very short time. 

Parts of brass goods, such as valves, etc., which are 
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liable to jar loose, should be sweated together in par- 
ticular places, such as the disk on a feed-yalye, or main 
Btop-Yalve. 

PAINTINa PIPES. 

16L Distributing pipes may be painted with any- 
thing that will arrest oxidation ; lead paints are very 
good, for they are the poorest conductors of heat ; but 
lead paints should not be used on radiating surfaces, 
as they lessen the radiating and transmitting power, 
many coats applied, year after year continually, im- 
pair their efficiency greatly. 

Zinc paint is considered somewhat better, but there 
is good reason to say it should not be used. 

Eaw linseed-oil, with ochre of the required color, 
and turpentine, form a good preparation for radiators, 
when they are to be bronzed, as it gathers and " fixes " 
any machine oil or dirt there may be on the pipes, and 
will make a good hack for the bronze. 

Black baking japan, or black air-drying japan, are 
very good substances for painting radiators with, as 
they appear to impair their efficiency but little, and 
two coats will give a good gloss, which does not re- 
quire to be renewed; a wipe with a slightly oiled 
woolen cloth will give them a fresh appearance. 

Black paraffine varnish should not be used ; it is not 
permanent ; it cokes with heat, and has no body. 

Indirect coils, or coils or heaters which cannot be seen, 
it is best not to paint. 

Dust allowed to collect on heaters impairs them very 
much. 



CHAPTER XXVn. 

MISCELLANEOUS NOTES AND TABLES. 

These notes and tables will be found of service in 
estimating. 

The avoirdupois pound is always to be used, unless 
otherwise specified. It contains 7,000 Troy grains; the 
grain is always Troy. 

16 drams = 1 ounce. oz. 

16 ounces = 1 pound. lb. 

26 pounds = 1 quarter. qr. 

4 quarters = 1 hundred. cwt. 

20 cwt, 2,000 lbs. = 1 ton. 

The gross ton (in which the qiuirter becomes 28 lbs., 
the hundredweight, 112 lbs., and the ton^ 2,240 lbs.) is 
used in estimating English goods at the IT. S. Custom- 
House ; in freighting ; in the wholesale coal trade ; and 
in the wholesale iron and plaster trades, and when 
specified, 

1 lb. avoir. = 16 025. avoir. = 7,000 grs. Troy. 

1 " " =437.6 " " 

27yV cubic inches of water weigh one pound avoir- 
dupois, at a temperature of 40"". 

328 



224 8TEAM HEATING FOB BUILDmGS. 

m 

A cubic foot of water, at a temperature of GO'', weighs 
999 oz8.y and is taken as 1,000 ounces, or 62^ pounds, 
for all ordinary calculations. It weighs a little less 
than 60 pounds when the temperature is 212''. 

A cubic foot of water contains yerj nearly 1\ gallons, 
and for rough calculations may be taken as such 
(7.4805 gallons is actual) number. 

A cube inch of water, at its greatest density, weighs 
252.726 grains ; a cubic foot, 62.4 pounds. 

1 gal. = 231.0 cubic in. 

1 cub. ft, 7i " = 1728.0 

1 bushel, 1,V " 9A '' = 2150.42 

Icord, 128.0 " " = 

1 cub. yd., 27.0 " = 46656.0 

1 barrel,* 421 " 31J " = 727a5 

* A flour barrel will hold 88.28 gallons, or 4.449 cubic feet, or 2.79 
heaped bushels (called 2} bushels). 

In estimating quantities of water by barrels, 81jt standard galloDS 
equals the barreL 

TABLE NO. 9. 

WEIGHT OF A CUBIC INCH OF VARIOUS METALS, 



Iron, cast 0.263 of a pound* 

" wrought 0.28 " 

Lead 0.41 " 

Copper 0.82 « 

Nickel 0.30 " 

Steel 0.28 « 

Tin 0.205 " 

Zinc, cast 0.24 " 

" rolled 0.26 « 

Brass, steam metal 0.315 ** 

" yellow 0.282 *• 
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TABLE NO. 10. 

weight of a cubic foot of various building materials, in pounds 

(approximate). 

Granite 368.0 pounds 

Marble 166.0 " 

Sandstone 135.0 " 

Blue-stone 165.0 " 

Slate 180.0 " 

Mortar, dry 80.0 to 100 pounds. 

(Common Brick 113.0 pounds. 

Dry Sand 100.0 " 

Fire-brick 135.0 ** 

One perch of stone-work, in walls or foundations, 
measures 24| cubic feet. 

One thousand common bricks, laid in a wall, makes 
about 50 cubic feat, varying a little for different bricks. 

Six fire-bricks to each square foot of lining, one 
brick thick, is sufficient ; 1,000 bricks will make 170 
superficial feet of lining, laid in the ordinary way. 

To find the weight of iron castings by computation. — 
Find its solid contents, in inches, and multiply them 
by .26, and it will give the weight, in pounds. For 
rough calculations, it will do to divide the cubic inches 
by 4, and call the answer pounds. 

To find the weight of any other casting, or forging. — 
Find its solid contents in cubic inches, and multiply by 
the weight of a cubic inch of the metal, as given in the 
table, " Weight of a cubic inch of various metals." 

For irregular castings, which are difficult to measure, 

and cannot be conveniently weighed, a rough estimate 

of their weight may be taken, provided they are not 

cored out, by weighing the pattern, if it is of soft pine, 

and allowing 13 times the weight of the pattern, if it 
15 
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is new, or jnst out of the sand, and 14 times if it has 
laid in the pattern loft for some time. 

A square foot of cast-iron, one inch thick, i^eighs 
87.^ pounds. To find what a square foot of any other 
thickness will weigh, multiply 37^ by the thickness in 
inches, or fractions of an inch. 

A square foot of rolled wrought-iron, one inch thick, 
weighs 40 lbs. To find the weight of boiler plates, or 
sheet-iron, per square foot, multiply 40 by the decimal 
of an inch in thickness the required plates are to be. 

TABLE NO. 11. 



FOLLOwnre table shows the difference between amebigan and 

ENGLISH wire GAUGES, AND THE THICKNESS OF PLATES, IN 
DECnUALS OF AN INCH FOB EACH. 



No. of Gaoge. 


American. Inches. 


EngOflb. Inches. 


0000 


0-46 


0.454 


000 


0.4096 


0.425 


00 


0.8648 


0.38 





0.3248 


0.34 


1 


0.2893 


0.3 


2 


0.2576 


0.284 


8 


0.2294 


0.259 


4 


0.2048 


0.288 


5 


0.1819 


0.22 


6 


0.1620 


0.203 


7 


0.1442 


0.18 


8 


0.1284 


0.165 


9 


0.1144 


0.148 


10 


0.1018 


0.184 


11 


0.0907 


0.12 


12 


0.0808 


0.109 


13 


0.0719 


0.095 


14 


0.0640 


0.083 


15 


0.057 


0.072 


16 


0.05 


0.065 


17 


0.045 


0.058 


18 


0.04 


0.049 


19 


0.035 


0.042 


20 


0.031 


0.035 
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To find the weight of a cast-iron pipe, for one foot o.\ 
its length. — ^Multiply the diameter of the pipe in inches 
by 3.1416, and multiply the answer thus obtained, by 
the thickness of the pipe in inches, or decimals of an 
inch, then by 12 and 0.26 respectively ; or instead of the 
last two, nse 3.15. 

This will give about the weight of the pipe, includ- 
ing the hubs, as the outside circumference of the pipe 
is not the mean length of the iron, according to its 
thickness. To be exaci Proceed as above, but take 
one thickness of the iron from the diameter of the pipe 
first, and it will give the weight of the pipe without 
hubs or flanges. 

Example.-=-Bequired the weight of a 12-inch pipe, \ 
inch thick, for one foot of its length. Thus : 12 in. — 0.5 
= 11.6 X 3.1416 = 36.127 x 0.5 = 18.063 x 3.15 = 5&89 
pounds. 

The 3.15 is the trnm of 12 inches for the length, and 
0.263 for the weight 

Definitions and computations in mensuration, re- 
quired by the steam-fitter. 

The perimeUr of a figure is its outer boundary, with- 
out regard to shape. 

A true circle forms the shortest perimeter for the 
greatest area inclosed, and is called a circumference. 

A diameter is a right line, passing through the center 
of a circle. 

A diameter is very nearly fW of the circumference of 
the same circle, or, to be exact, 0.3183 of it Bnle. — ^Mul- 
tiply the circumference by 0.3183, and it will give the 
answer, in the same denomination. 

A circumference is 3^ of the diameter of the same 
circle very nearly, or, to be exact, 3.1416. 
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The square of the diameter of a circle is mnltiplying 
it once by itsell Thus, if the diameter is 4, the square 
will be 16. (4 inches x 4 inches = 16 inches.) 

To find the area (the number of square inches) 
within a circle. — Multiply the square of the diameter 
by 0.7864, and it will give the answer in the same de- 
nomination as it was squared in. Thus, 4 " x 4 '' = 16' 
X 0.7864 = 12.566 square inches, whose diameter is 4 
inches. 

The cube of a number is the number multiplied by 
itself twice. Thus, 4x4 = 16x4 = 64. 

When the cube of the diameter of a sphere is mul- 
tiplied by 0.6236, it giyes the solid contents, in numbers 
of the same denomination as it was cubed in. Thus : 
4' X 4" = 16 " X 4"= 64" x 0.6236 = 33.61 cubic inches, for 
a ball 4 inches in diameter ; and when multiplied again 
by 0.263 it gives 8.813, which will be the weight in pounds 
of a cast-iron ball of the same diameter. 

A cylinder of the same length as its diameter has 
the same surface as a sphere of equal diameter. 

To find the surface of a cylinder 4 inches in dia- 
meter and 4 inches long. — Multiply the diameter by 
3.1416 and the product; by the 4 inches in length* 
Thus, 4 x 3.1416 = 12.566 x 4 = 60.2656, the square 
inches on the outside of a 4 x 4 cylinder. 

To find the surface of a sphere, 4 inches in diameter. 
— Square the diameter, and multiply by 3.1416. Thus : 
4 X 4 = 16 X 3.1416 = 60.2656. 

To find the outside surface of a pipe. — ^Multiply the 
outside diameter by 3.1416, and by the length in inches, 
and divide by 144, it will give the answer in square feet. 

To find the pressure, per square inch, a column of 
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water of any height will exeri — ^Multiply the height o. 
the colnmiiy in feet, by the weight of a cubic foot of 
water in pounds at the temperature the water may be. 
and divide by 144. ^ 

Example. — Bequired the pressure, per sqaare inch, of 
a head of water of 200 feet, and when the temperature 
of the water is 40® Fahr. (weight 62 J pounds). Thus, 
200 X 62.5 = 12500-^144 = 86.8 pounds per square inch. 

Bequired the pressure of the water at a temperature 
of 212^ Thus, 200 x 59.80 = 1196 ^ 144=83,05 pounds 
per square incL 

TABLE NO 12. 



THB FOLLOWINO TABLB OF DIAMETERS, CIBCUMFEBENCES, JJSD AEEAfl 



IS OIYEN FOB *' READT-BECKONING. 



n 



Diameter. 


Circumfer- 


Area. 


Diameter. 


Circumfer- 


Area. 




ence. 






ence 




A 


0.1968 


0.0030 


rt 


4.5160 


1.6229 


i 


0.8927 


0.0122 


i 


4.7124 


1.7671 


A 


0.5890 


0.0276 


A 


4.9087 


1.9175 




0.7854 


0.0490 


i 


6.1051 


2.0789 


'A 


0.9817 


0.0767 


tt 


5.3015 


2.2365 


I 


1.1781 


0.1104 


} 


5.4978 


2.4052 


"h 


1.3744 


0.1503 


H 


5.6941 


2.5801 


i 


1.5708 


0.1963 


t 


5.8905 


2.7611 


1.7671 


0.2485 


H 


6.0868 


2.9483 


i 


1.9635 


0.3068 








tt 


2.1598 


0.3712 


2 in. 


6.2832 


3.1416 


4 


2.3562 


0.4417 


h 


6.4795 


3.3411 


2.5525 


0.5185 


i 


6.6759 


8.5465 


i 


2.7489 


0.6013 


'h 


6.8722 


8.7582 


H 


2.9452 


0.6903 


i 


7.0686 


8.9760 








A 


7.2649 


4.2001 


lin. 


8.1416 


0.7854 


? 


7.4613 


4.4302 


■h 


8.8379 


0.8861 


A 


7.6576 


4.6664 


i 


8.5343 


0.9940 


4 


7.8540 


4.9087 


A 


8.7306 


1 . 1075 


A 


8.0503 


5.1573 


i' 


8.9270 


1.2271 


i 


8.2467 


5.4119 


h 


4.1283 


1.3529 


H 


8.4430 


6.6727 


i- 


4.8197 


1.4848 


I 


8.6894 


6.9395 
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IMaoicter. 


Clrcmnfer- 
ence. 


Aka. 


Diameter. 


Circnmfer- 
encc. 


Area. 


H 


8.8857 


6.2126 


A 


* 17.2788 


28.7583 


f 


9.0621 


6.4918 


17.4751 


24.8014 


ii 


9.2284 


6.77?2 


? 


17.6715 


24.8505 


• W 






H 


17.8678 


25.4058 


Sin. 


9.4248 


7.0686 


f 


18.0642 


25.9672 


1^ 


9.G211 


7.8662 


\l 


18.2605 


26.5848 




9.8175 


7.6699 


i 


18.4569 


27.1085 


10.0188 


7.9798 


H 


18.6582 


27.6884 


? 


10.2102 


8.2957 








W 


10.4065 


8.6179 


6in. 


18.8496 


28.2744 


f 


10.6029 


8.9462 


A 


19.0459 


28.8665 


A 


10.7992 


9.2806 


A 


19.2428 


29.4647 


1 


10.9956 


9.6211 


19.4886 


80.0798 


11.1919 


9.9678 


A 


19.6850 


30.6706 


11.8883 


10.8206 


19.8313 


81.2964 


« 


11.5846 


10.6796 


i 


20.0277 


81.9192 


i 


11.7810 


11.0446 


A 


20.2240 


82.5481 


V 


11.9773 


11.4159 


* 


20.4204 


83.1881 


12.1787 


11.7982 


A 


20.6167 


33.8244 


n 


12.8700 


12.1768 


t 


20.8131 


34.4717 


■ W 






¥ 


21.0094 


85.1252 


4ixu 


12.5664 


12.5664 


21.2058 


85.7847 


i\r 


12.7627 


12.9622 


H 


21.4021 


86.4505 


i 


12.9591 


13.8640 


i 


21.5965 


87.1224 


t 


18.1554 
18.8518 


13.7721 
14.1862 


H 


21.7948 


37.8005 


^ 


18.5481 


14.6066 


7in. 


21.9912 


8S.4846 


i 


18.7445 


15.0881 


tV 


22.1875 


89.1749 


1% 


13.9408 


15.4657 


i 


22.3889 


39.8718 


A 


14.1872 


15.9048 


A 


22.5802 


40.5460 


14.8335 


16.8492 


i 


22.7766 


41.2825 


? 


14.5299 


16.8001 


A 


22.9729 


41.9974 


ii 


14.7262 


17.2578 


f 


23.1698 


42.7184 


f 


14.9226 


17.7205 


■h 


28.8656 


43.4455 


ii 


15.1189 


18.1900 


i 


28.5620 


44.1787 


? 


15.8158 


18.6655 


■ft 


28.7583 


44.9181 


4t 


15.5716 


19.1472 


f 


28.9547 


45.6636 


A V 






it 


24.1510 


46.4153 


6 in. 


15.7080 


19.6350 


Y 


24.8474 


47.1730 


iV 


15.9043 


20.1290 


H 


24.5437 


47.9370r 


7 


16.1007 


20.6290 


i 


24.7401 


48.7070 


1 


16.2970 


21.1252 


a 


24.9854 


49.4833 


16.4934 


21.6475 








16.6897 


22.1661 


Sin. 


25.1828 


50.2656 


• w 

A 


16.8861 


22.6907 


A 


25.8291 


51.0541 


17.0824 


28.2215 


i 


25.5255 


51.8480 
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Diameter. 


Circmnfer- 


Area. 


Diameter. 


Circnmfer- 


Area. 




ence. 






ence. 




A 


25.7218 


52.8994 


J 


36.9138 


108.4342 


i 


25.9182 


53.4562 


i 


87.3065 


110.7536 


A- 


26.1145 


64.2748 








i 


26.3109 


55.0885 


12 in. 


87.6992 


113.0976 


A 


26.5072 


55.9138 


i 


88.0919 


115.4660 


i 


26.7036 


56.7451 


i 


88.4846 


117.8590 


A 


26.8999 


57.5887 


f 


38.8773 


120.2766 


1 


27.0963 


58.4264 


i 


39.2700 


122.7187 


+i 


27.2926 


59.7762 


1 


38.6627 


125.1854 




27.4890 


60.1321 


J 


40.0554 


127.6765 


V 


27.6853 


CO. 9943 


i 


40.4481 


130.1923 


27.8817 


61.8625 








tt 


28.0780 


62.7309 


13 in. 


40.8408 


132.7326 


* u 






i 


41 2338 


135.2974 


Sin. 


28.2744 


63.6174 


J 

4 


41.6262 


137.8867 


iV 


28.4707 


64.5041 


1 


42.0180 


140.5007 


i 


28.6671 


65.3968 


i 


42.4116 


143.1391 


A 


28.8634 


66.2957 


f 


42.8044 


145.8021 


i 


29.0598 


67.2007 


} 


43.1970 


148.4896 


A 


29.2561 


68.1120 


i 


43.5857 


151.2017 


f 


29.4525 


69.0293 








A 


29.6488 


69.9528 


14 in. 


43.9824 


153.9384 




29.8452 


70.8888 


i 


44.3751 


156.6995 


A 


80.0415 


71.8121 


i 


44.7676 


159.4852 




80.2379 


72.7599 


1 


45.1605 


162.2956 


+i 


80.4342 


73.7079 


i 


45.5532 


165.1303 


? 


80.6306 


74.6620 


i 


45.9459 


167.9896 


IS 


80.8269 


75.6223 


} 


46.8386 


170.8735 


i 


81.0233 


76.5887 


4. 


46.7318 


173.7820 


H 


81.2196 


77.5613 








» w 






15 in. 


47.1240 


176.7150 


10 in. 


81.4160 


78.5400 


i 


47.5167 


179.6726 


i 


81.8087 


80.5157 


i 


47.9094 


182.6545 




82.2014 


82.5160 


f 


48.8021 


185.6612 


82.5941 


84.5409 


i 


48.6948 


188.6928 


i 


82.9868 


86.5903 




49.0875 


191.7480 


9 


83.3795 


88.6643 


J 


49.4802 


194.8282 


1 


83.7722 


90.7627 


I 


49.8729 


197.9330 


'* 1 


84.1649 


92.8858 








O 






16 in. 


50.2656 


201.0624 


11 in. 


84.5576 


95.0834 


i 


50.6583 


204.2162 


i 


84.9503 


97.2053 


i 


51.0510 


207.8946 


i 


85.3430 


99.4121 


i 


51.4447 


210.6976 


4 

f 


85.7857 


101.6234 


9 

i 


51.8364 


213.8261 


4 


86.1284 


103.8691 


i 


52.2291 


217.0772 


ft 


86.5211 


106.1394 


1 


52.6218 


220.8687 
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Diameter. 


Circamfer- 
ence. 


Area. 


Diameter. 


Clrcamfer- 
ence. 


Area. 


1 


$3.0145 


228.6549 




67.1517 


858.8419 


w 








67.5444 


363.0511 


17 in. 


63.407-3 


226.9806 




67.9871 


367.2849 


} 


53.7999 


230.8308 




68.3298 


371.5432 


54.1926 


233.7055 




68.7225 


375.8261 


1 


54.5853 


237.1049 






■ 


i 


54.9780 


240.5287 


22 in. 


69.1152 


380.1336 


} 


65.3707 


243.9771 




69.5079 


884.4655 


55.7634 


247.4500 




69.9006 


388.8220 


i 


56.1561 


250.9475 




70.2933 


393.2031 










70.6860 


397.6087 


18 in. 


56.5488 


254.4696 




71.0787 


402.0388 


t 

4 


56.9415 


268.0161 


71.4714 


406.4935 


57.8342 


261.6872 




71.8641 


410.9728 


1 


67.7269 


265.1829 








i 


58.1196 


268.8031 


23 in. 


72.2568 


415.4766 


i 


58.5123 


272.447J) 




I®. 6495 


420.0049 


i 


58.9056 


276.1171 




73.0422 


424.5577 


i 


59.2977 


279.8110 




72.4349 


429.1352 










73.8276 


433.7371 


10 in. 


59.6904 


283.5294 




74.2203 


438.3636 


t 

4 


60.0831 


287.2723 


74.6130 


443.0146 


60.4758 


291.0397 




75.0057 


447.6992 


t 


60.8685 


294.8312 








i 


61.2612 


298.6483 


24 in. 


76.8984 


452.3904 


t 


61.6539 


302.4894 




75.7911 


457.1150 


62.0166 


306.3550 




76.1838 


461.8642 


i 


62.4393 


310.2452 




76.5765 


466.6380 










76.9692 


471.4363 


20 in. 


62.8320 


314.1600 


1 


77.3619 


476.2592 


i 


63.2247 


318.0992 


77.7546 


481.1065 


1 

4 


63.6174 


322.0630 


1 


78.1473 


485.9785 


f 


64.0101 


326.0514 








i 


64.4023 


330.0643 


25 in. 


78.5400 


490.8750 


« 


64.7955 


834.1018 


i 


78.9327 


495.7960 


} 


65.1882 


338.1637 


i 


79.3254 


500.7415 


1 


65.5809 


342.2503 


1 


79.7181 


505.7117 








^ 

i 


80.1108 


510.7063 


21 in. 


65.7936 


346.3614 


t 


80.5035 


515.7255 


i 


66.3663 


350.4970 


! 


80.8962 


520.7692 


1 


66.7590 


354.6571 


i 


81.2889 


525.8375 



To find the circumferences of larger circles, multiply the dlametef 
by 8.1416. For areas, multiply the square of the diameter by 0.7854. 
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TABLE NO. 18. 

SHOWIKQ THE NUMBEB OF FEET IN LENGTH OF VARIOUS SIZED FIFB8 
WHICH WILL CONTAIN ONE CUBIC FOOT OF WATER. 



Nominal Size 
of Pipe. 


Length in feet which 

will contain one cubic 

foot 


Nominal Size 
of Pipe. 


Length in feet which 

will contain one cubic 

foot. 


,5 

2 


470.0 
270.0 
167.0 
96.5 
70.5 
43.9 
80.0 
19.85 


8i 
4 

5 
6 

7 
8 
9 


14.6 

11.8 
9. 
7.2 
6. 

8.54 
2.875 
2.26 



By multiplying the above lengths by the relative 
volume * of steam at any required pressure, it will give 
the length of pipe which will be necessary to contain a 
cubic foot of water when converted into steam at that 
pressure. 

* See Table No. 6. 



^ 
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BTBAM HEATING FOB BUILDINQB. 



DIMENSIONS OF STANDARD BADIATOBa 

These tables will be found useful to architects and 
steam-fitters in determining the size and space occupied 
by standard radiators. 

NASON'S "IMPROVED" VERTICAL TUBE WROUGHT-IRON 
RADIATORS FOR DIRECT HEATING. 

Pattern Mo. 1. — Bing^le row of Taboi. Outside width, 4} inches; 
usual height, 80 inches : 

Sizes of Steam Openings Inlets, } inch. Outlets, 1 inch. 

Distances from center of open- 
ings to the floor " 4 " " 8} " 

Number of Tubes in length 4 6 8 10 12 16 20 24 

Total number of Tubes 4 6 8 10 12 16 20 24 

Outside length of Radiator inchesl0|15 I8}28 26}d4}42}60} 

Square feet of heating surface 4 6 8 10 12 16 20 24 



Pattam No. 2.— Two rows of Tubas. Outside width, 6} inches; 
usual height, 86 inches : 

Sizes of Steam Openings Inlets, 1 inch. Outlets, 1^ inch. 

Distances from center of open- 
ings to the floor " 4 " «* 8} 



« 



Number of Tubes in length 

Total number of Tubes 

Outside length of Radiator inches 

Square feet of heating surface 



4 


6 


8 


10 


12 


16 


20 


8 


12 


16 


20 


24 


82 


4) 


10} 


14} 


18} 


22} 


26} 


34} 


42} 


8 


12 


16 


20 


24 


%l 


40 



24 

48 

60} 

48 



Pattern No. 3. — ^Three rows of Tubes. Outside width, 8} inches; 
usual height, 86 inches : 

Sizes of Steam Openings Inlets, 1 inch. Outlets, 1^^ inch. 

Distances from center of open- 
ings to the floor " 4 " " 



8} 



Number of Tubes in length 

Total number of Tub^ 

Outside length of Radiator inches 

Square feet of heating surface 



4 


8 


12 


16 


20 


24 


12 


24 


86 


48 


60 


72 


10} 


18} 


^\ 


84} 


42} 


50} 


12 


24 


86 


48 


60 


72 



28 
84 
68} 

84 
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The Nason Radiators — Continued, 

Pattern No. 4. — Four rows of Tabes. Outside width, lOJ inches; 
usual height, 86 inches : 

Sizes of Steam Openings Inlets, 1 inch. Outlets, 1^ inch. 

Distances from center of open- 
ings to the floor " 4 " " 83 " 



Number of Tubes in length 

Total number of Tubes 

Outside length of Radiators . . .inches 
Square feet of heating surface 



4 


8 


12 


16 


20 


24 


28 


16 


82 


48 


64 


80 


96 


112 


103 


183 


26} 


343 


423 


503 


583 


16 


32 


48 


64 


80 


96 


112 



82 

128 
663 
128 



CIRCULAR PATTERN. 

USUAL HEIGHT, ABOUT THREE FEET. 

Distances from center of openings to the floor — Inlets, 4^ inches. 
Outlets, 4 inches. 



Nmnber. 


No. of Tabes. 


Square Feet 

of Rafiiating 

Surface. 


Outside 

Diameters. 

Inches. 


Inlets. 
Inches. 


Outlets. 
Inches. 


1 


18 


18 


12 


J 


H 


2 


80 


80 


18 


1 


1 


8 


54 


54 


20i 


< 


11 


4 


72 


72 


25 


1 


5 


102 


102 


83i 


1 


!•; 


6 


180 


180 


88 


!J 


1 


7 


160 


160 


88 


U 



COLUMN RADIATORS. 

Made in halves to encircle columns. Made in five sizes. IJsuai 
height, 8 feet. 

Distances from center of openings to the floor — ^Inlets, 4^ inches. 
Outlets, 4 inches. 



No. 


No. of 
Tubes. 


Square Feet 

of Radiating 

Surface. 


Outside 

Diameters. 

Inches. 


Inlets. 


Ontiets. 


Diameter of 

Opening in 

the Base. 

Inches. 


1 

2 
8 
4 
5 


58 

80 

102 

180 

160 


68 

80 

102 

180 

160 


m 

m 

83i 

88 

88 

• 


1* 

1 


1" ■ 


12 
12 
16 
16 
16 
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OOLD*S "COMPOUND COIL" YEBTIGAL TUBE DIRECT 

HEilTEBS. 

OBIiONG AHD 8QUABB HBATBB8. 



1 



I 



ax 4 

2x 6 

2x 8 
8x 6 
2x10 
ftx 8 
2x18 
8x10 
8x11 
8x18 
4x12 
4x18 
4x16 



I 






16 
24 
82 
86 
40 
48 
62 
60 
66 
78 
96 
104 
120 



Size oyer all of 
Caving. 



P 

Q 



18| 
28 

271 
24? 

m 

28^ 

815 

86 

86 

87 

42i 



5| 



8J 
8J 

8i 

12* 
8} 
18^ 
12J 
12i 
16} 

16| 






88 
88 
88 
88 
88 
88 
88 
88 
88 
88 
88 
88 
88 




76 
100 
180 
146 
168 
181 
212 
260 
280 
814 
885 
420 
481 



|. 



^ 



08 
181 
166 
186 
207 
289 
269 
820 
849 
886 
477 
622 
698 




1 
1 
2 
1 
2 
2 
2 
2 
2 
2 
2 
2 
2 






6x10 

6x16 

6x 9 

10x16 

6xH' 

9x 9 

6x14 

10x10 

9x12 

9x14 

12 X 1*2 

12x15 

12x17 



00 



o3 
J 



in. 



J 

CB 



I 



I 



in. 

t€ 
it 

t€ 
<< 
« 

C< 

« 



GOLD'S "COMPOUND COIL" ] 


[NDIRECT HEATERS. 


'Width over 
all, indndlng 


No. of 
Leaves. 


Total 
Number of 


Sice of 
Openings for 

Steam 
and Betam. 


Approximate 
Weight, 


Heating 
Surface, 


Casing, Ins. 


1-inch pipes. 


lbs. 


Sq. Feet. 


11 


8 


6 


1' 


I 


72 


24 


m 


4 


8 


1- 


: 


96 


82 


16 


6 


10 


1" 


; 


120 


40 


181 


6 


12 


\- 


\ 


144 


48 


21 


7 


14 


^1 


\ 


168 


66 


281 


8 


16 






192 


64 


26 


9 


18 


\- 


^ 


216 


72 


281 


10 


20 


\- 


^ 


240 


80 


81 


11 


22 


• 1 


\ 


264 


88 


881 


12 


24 


1' 


\ 


288 


96 


86 


18 


26 


11 


812 


104 


881 


14 


28 


11 


886 


112 


41 


16 


80 


11 


860 


120 


481 


16 


82 


H 


884 


128 



Compotmd 
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THE "BUNDY" CAST-IRON RADIATORS FOR DIRECT 

HEATING. 

Single Row of Loops. 



Size. 


Loops. 


Total Length. 


Total Width. 


Heating Surface. 


Ix 3 


3 


13 inches. 


6i inches. 


9 sq. feet. 


Ix 4 


4 


16 


6i « 


12 


Ix 6 


5 


19 


6i " 


15 


Ix 6 


6 


23 


6i " 


18 


Ix 7 


7 


25 


6i " 


21 


Ix 8 


8 


28 


6^ " 


24 " 


Ix 9 


9 


32 


6i " 


27 <* 


1x10 


10 


35 


6i " 


80 


1x11 


11 


39 


6i " 


83 


1x18 


13 


45 


6i " 


39 


1x15 


15 


. 51 


6i " 


45 


1x20 


20 


67 


6i " 


60 


1x26 


26 


87 


6i " 


78 



3 
4 
5 
6 

7 
8 
9 



2x 

2x 

2x 

2x 

2x 

2x 

2x 

2x10 

2x11 

2x12 

2x13 

2x15 

2x20 

2x26 



6 
8 
10 
12 
14 
16 
18 
20 
22 
24 
26 
30 
40 
63 



Two Rows of Iioops. 



14 inches. 

17 " 

20 

23 

26 

29 

33 

35 

38 

42 

45 

51 

67 

86 



« 
(( 

St 

<( 

« 
(( 
tt 
(t 

t€ 
t( 



10^ inches. 

10^ 

lOi 

lOi 
10^ 
lUi 
lOi 
lOi 
lOi 
lOi 
lOi 

m 



18 sq. feet 

24 

30 

86 

42 

48 

54 

60 

66 

72 

78 

90 
120 
156 



tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 
tt 



Three Rows of Loops. 



8x 

8x 

8x 

8x 

8x11 

8x18 

8x15 



3 
5 

7 
9 



9 
15 
21 
27 
83 
89 
45 



18 inches. 

19 

26 

82 

89 

46 

52 



« 
tt 
tt 
tt 
tt 



14 inches. 

14 

14 

14 

14 

14 

14 



27 sq. feet. 

45 

63 

81 

99 
117 
135 



tt 
tt 
tt 
tt 
tt 
tt 
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STEAM HEATUSTG FOB BUILDINGB. 



The " Bondj " Caflt-Iron BadiAtoifr— OMi^MHMd. 

Oizoiilar RadiatOES. 



Loop*. 








10 


17 inches Oatside. 


SOsq/feeL 


15 


19 




45 « 


ao 


81 




00 


d6 


88 




78 " 


84 


87 




102 


60 


88 




150 


74 


86 


• 


828 « 



In Halvwi to BnolxcI« Oolnmns. 



86 
84 

50 



28 inches Oatside Diameter. 
80 " " " 

oa << «< «< 



9 Inside Diam. 
18 " " 
17 " " 



78 sq. feet. 
103 
150 



We hare patterns of Radiators the following heights : 



18 inches. 

194 

19} 

80i 

81} 






84 inches. 
24} " 
26 " 
86} " 



87} inchea 



80 
81 



« 



811 inchesL 
88i « 
84} 



« 



THE GOLD'S "PIN" INDIRECT RADIATOR (OAST IRON).* 






it 



Each section is 40^ inches long. 

" 6i " deep at ends. 
" lOi '* " over all at center. 
" " " 8} " thick over all at center. 
" " should contain 925 pins to be standard. 
The outside sections contain the inlets and outlets. 



♦ Made by the A. A. Grifflng Iron Co., Jersey City, N. J. ; The Kel- 
ley & Jones Co., N. T. City ; The H. B. Smith Co , Westfield, Mass.. 
and others. 
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THE " REED " CAST-IRON RADIATORS FOR DIRECT HEATINa. 
Single Row of Columns, 36 Inches High. 



Sl7^. 


No. 
of Colamns. 


Total Width, 


Total Length. 


Heating Surface. 


Ix 4 


4 


7i inches. 


12i inches. 


6 feet 


Ix 5 


6 






14i « 


10 " 


Ix 6 


6 






17 


12 " 


Ix 7 


7 






194 " 


14 " 


Ix 8 


8 






21i " 


16 " 


Ix 9 


9 






m 


18 " 


1x10 


10 






26 


20 " 


1x12 


12 






801 


24 " 


1x14 


14 






85 


28 " 


1x16 


16 






891 " 


82 " 


1x18 


18 






44 


86 " 


1x20 


20 






48i 


40 " 


1x22 


22 






53 " 


44 « 


1x24 


24 






57i 


48 « 



Donhle Row of Columns, 36 Inches High. 



Size. 


No. 
of Columns. 


Total Width. 


Total Length. 


Heating Sorface. 


2x 8 


6 


12 inches. 


11 inches. 


12 feet. 


2x 4 


8 






13 


16 • 




2x 5 


10 






151 " 


20 * 




2x 6 


12 






17J 


24 * 




2x 7 


14 






20 " 


28 * 




2x 8 


16 






22 


82 • 




2x 9 


18 






24i 


86 ' 




2x10 


20 






261 


40 « 




2x11 


22 






28 


44 « 




2x12 


24 






81i « 


48 ' 




2x13 


26 






831 


52 * 




2x14 


28 






351 " 


56 ' 




2x15 


80 






87} 


60 « 




2x16 


82 






40 


64 ' 




2x17 


84 






42 " 


68 ' 




2x18 


86 






44i " 


72 * 




2x20 


40 






49 « 


80 * 




2x22 


44 






53 


88 • 




2x25 


50 






69} 


100 • 




2x28 


56 






661 


112 ' 




2x81 


62 






73i 


124 ' 
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8TEAM EEATINQ FOB BUILDUSrQa. 



The << Beed " IUdlato»»(7<m/tnti«J. 

droiilar Radiator, 36 Isohos High. 



Ko. of Colamnff. 


Oatflide Diameter. 


Sq. Feet Surface. 


24 
86 
48 
60 
68 


21 inches. 
24 *« 
81 " 
86 " 
40 " 


48 

73 

96 

120 

186 



In Halves to Bnoixcle Oolumns, 36 Inches High. 



Ko. of Colanms. 


Oatside Diameter. 


Sq. Feet Saiface. 


48 
60 
68 


81 inches. 
86 •* 
40 " 


96 

120 
136 



All radiators fifty feet heating surface and smaller, 1 inch feed and 
) inch drip. All radiators larger than fifty feet, 1\ inch feed and 1 
inch drip. All right hand tap. 



TABLE No. 14 

DIMENSIONS OF BEOISTEBS AND YENTILATOltS. 



Nominal Size as 


Opening to admit 
body of Register. 


given on List. 




Inches. 


4ix 6^ 


4|x 6» 


4x8 


4x8 


4 xl5 


4 xl5 


4 xl8 


4 xl7t 


6x8 


6ix 8t 


6x9 


64x 9 


6 xlO 


6^x10 


6 xl6 


6 xl6 


6 xl8 


6 xl8 


7 xlO 


7 xlO 


8x8 


8x8 


8 xlO 


8 xlO 



Extreme Dimension 
of Raster Face. 

Inches. 



5ix 7f 
Six 9i 
5i X 16J 
5i X 19i 
7}x 9| 
7i X lOf 
7ixl2 
7ix 9i 
8 x20 
8i X 11 J 
9Jx 9i 
9f X llf 



Depth of the 
Register in inchea. 



Closed. 



Open. 



li 


n 


If 


2: 


lif 


2 


It 


2: 


li 


2 


It 


2i 


u 


2i 


1? 


2i 


ll 


a* 


2 


8} 


2 


8 


2 


8 
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Nominal Size as 
given un Llt<t. 



8x12 
8x16 
8x18 
9x 9 
9x12 
9x13 
9x14 
10x10 
10x12 
10x14 
10x16 
11x17 
12x12 
12x15 
12x17 
12x18 
12x19 
12x20 
12x24 
14x14 
14x18 
14x20 
14x22 
15x25 
16x16 
16x20 
16x24 
20x20 
20x24 
20x26 
21x29 
24x24 
27x88 
80x80 



Opening to admit 
body of Kegister. 

Inches. 



8 xl2 
8 xl5 

8 xl8 
9ix 9i 

9 xl2i 
9^x131 
9 xl4 

lOi X lOi 
10 xl2 
lOi X I4i 
10 xl6 
Hi X 17i 
12 xl2 
12i X 15i 
12i X 17} 
12 xl8 
12i X 19' 
12i X 20i 
12 x24 
14i X 14i 
14i X 18? 
14i X 20i 
14i X 22 
15f X 25i 
16 xl6 
16i X 20^ 
16J X 24i 
20ix20i 
20 x24 
x26i 
x29 
x24 
x38 
80ix30i 



Extreme Dimension 
of Register Face. 

Inches. 



9} X 13} 
9J X 16f 
91 X 19i 
101 X 10} 
10| X 13} 
Hi X 15i 
11 xl6 
xl2 
xl8J 
xl6i 
xl8 
13} X 19i 
14 xl4 
13i X 16i 
14 xl9 
14 x20 
141 X 21 
13i X 21J 
13} X 25} 
161 X 16| 
16^ X 
16i X 22] 

m X 2^ 

17} X 27} 
18} X 18} 
17} X 22} 
I8|x27 
22i X 22i 
22ix26 
22} X 28} 
23} X 31} 
261 X 26j 
29::x 
82} X 32j 



Depth of the 
Begister in inches. 



Closed. 



Open. 



3 
8 
3 

3} 
3} 
81 
81 
3} 
8} 
8} 
3} 
3} 
4} 
4} 



8} 

4} 
4 

6} 
4} 
4} 
4} 
5} 
6} 
6} 

6f 
5} 

6} 

7 



16 



APPENDIX A. 

TJie foUataing detailed specification is here introdticed to 
familiarize the reader with an ordinary form for a steam- 
heating work, and will suggest much useful information to 
the fitter. 

SPECIFICATION 

rOB STEAM-HEATING APPABATUS, YENTlLATlOlSf, GOOEO^G^ 
WASHING^ DBYIlirG, AND PUMPS, FOB A HOTEL OB 

PUBMO BUILDIKG. 

BoUen. Thebe will be required for heating and power 

.... horizontal multi-tubular boilers, each inches in 

diameter and feet long, with lap- 
welded tubes ; inches in diameter, of No. . . wire- 
gauge iron, no tube to be placed nearer than three (3) inches 
to shell. 

steam dome. Each boilcr will havc a steam-dome 

inches high, and inches in diameter. 

Mad-pipcfl. The mud-pipes for boilers, (if used,) will be 

inches in diameter by six (6) feet long, with heavy 

cast-iron connections. The connecting-pipe to be eight (8) 
inches inside diameter cast metal, not less than one (1) inch 
in thickness ; the head and flange will also be of cast-iron. 
The flanges and connections to have turned faces, and to be 

24S 
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fitted with tbree-fonrth ({) inch bolts, not more than three 
(3) inches from centers* 

LngiL Each boiler to have four (4) cast-iron lugs or 
brackets^ one and one-fourth (1^) inch thick, and twelve (12) 
inches wide, and to project not less than twelve (12) inches 
from the sides of boilers. The lugs will be fastened to the 
shell of boilers with not less than ten (10) three-fourths (f ) 
inch rivets each. 

Man-hoief. The mau-holes of boilers will be twelve (12) by 
sixteen (16) inches, with heavy plate and guard. 

Hand-holes. Eiich boilcr wiU havc two (2) hand-holes, of the 
ordinary size, provided with heavy plates and guards. 

Material. The wholc shell, heads, dome, and mud-pipe to 
be of G. H. No. 1 iron (or boiler steel of the finest quality), 
each and every sheet used in construction of boilers must be 
stamped, showing the grade and quality of the iron or steel. 

The shell of boilers and domes will be 

of an inch thick. Heads, inch thick. 

Heads of dome, inch. The mud-pipe (if 

used) will also be of an inch thick. 

stays and Each head of boilers above the tubes to have not 

braces, jggg \}^^^ braces or stays, each brace or 

stay to have in its smallest diameter one square inch of the 
best refined iron, and to be fastened to the shell and heads 
by the best method for equalizing strain. Heads of domes (if 
made of wrought-iron) to be "crowned" to a radius equal 
to the diameter of the dome. 

Seams. Longitudinal seams to be double riveted. The 
vertical seams in dome, and fiange of dome, to be double 
riveted. No hole larger than six (6) inches to be made in 
shell of boiler under the dome, the aggregate area of said 
holes to be four times that of the steam-pipe. 

Rivets. No cupped or button-set rivets are to be al- 
lowed — ^thcy must be either hand or machine made, the latter 
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preferred. The use of the drift pin must le etUirely dis* 
pensed with. The splitting or cracking of a hole or sheet 
will be cause for rejection. 

Calking. Where the work is chipped and calked after 
being fitted and riveted, it must be done in such a mannet 
that the inside sheets will not be marked or seamed by the i 
chisel or calking-tool ; the edges must be driven in straight, 
and not against, or partly against, the inner sheet, hereby 
raising a shoulder on it. 

Testing. Each of Said boilers will be tested to one hun- 
dred and fifty (150) pounds cold-water pressure to the square 
inch before leaving the shops. The Supervising Engineer or 
Architect to have every facility for examining the work as it 
progresses. 

The boilers to be made in accordance with the drawings, 
special attention being paid to laying out the tubes. 

The non-compliance with any of the above will be cause 
for the rejection of any or all of the boilers. 

Boiler ^^® boiler to be substantially set up in brick- 

eetiing. ^ork ; walls inches thick, the 

foundation walls to be of stone, inches 

thick, laid in cement mortar. All exposed walls will be built 
of straight weli-bumed bricks, laid in fresh lime and sand 
mortar, all brick-work exposed to the fire to be lined with 
first-class fire-bricks, laid in fire-clay mortar, the fioor of 
fire-pit will be paved with hard burned brick, and well grouted. 
BoUer fronts. Each boilcr to havc a full cast-iron front, the 

metal to be inch thick. Said fronts will 

have flue doors, fire doors, and ash doors of sizes drawn, all 
neatly fitted. The fire doors will be lined with perforated 
plates to allow free circulation of air between the doors and 
linings. The boilers to be furnished with cleaning doors, 
covering-bars, anchors, bolts, tie-rods, buckstaves, and other 
castings usual and necessary. 
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Smoke flaefl. Each fumaoe to have fines leading from the 
front-connection ot boiler, and connecting with a main fine to 

stack. Said fines to be of wrought-iron of an 

inch thick, thoroughly riveted and bolted at connections, the 
fines to be furnished with the required dampers. 

ontea. One set of grate bars will be required for each 
boiler as drawn. 
Boiler trim- ^^^ boilcr to be provided with a inch 

"^8» safety-valve, a two (2) inch blow-off cock, one eight 
(8) inch nickel-plated cased steam-gauge of approved con- 
struction, one three-fourths (3) inch water-gauge, three com- 
pression gauge-cocks, with wooden handles, a one and one- 
half (1}) inch feed-pipe, together with all necessary pipes, 
valves, fittings, etc., to make the whole complete in all its 
parts ; the boilers to be so coimected that they may be sepa- 
rately or together used for heating and all other purposes. 

Small pump. Provide and set up where specified or shown, two 
of Worthington's Duplex boiler feed-pumps, (or any other 
pump of approved qualities.) Diameter of steam cylinders, 

inches ; diameter of water cylinder, 

inches ; length of stroke, inches. 

Pomp con- ^^® pumps to be so connected and cross connect- 
necuons. ^^ that either can be used for the work of the other. 

steam-pipes. All the pipcs used for steam to be of wrought- 
iron, of standard weight and dimensions. Said pipes to be 
screwed together with heavy cast-iron fittings, and wrought- 
iron sockets. Cast-iron fiange-unions to be used on all pipes 
larger than two (2) inches, and right-and-left couplings for 
pipes less than two and a half (2 J) inches. 
The main steam-pipes to start from the dome of each 

boiler with a inch pipe and valve, and run to a 

cross-main, said cross-main to be inches. 

The main distributing-pipe for heating apparatus is to 
start from cross-main of inches in diameter, and 
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be ran in or about the position shown on plans, and of the 
sizes there marked, and to be out less than two inches at 
each of its extremes, and furthermore, no engine-pipe, or 
elevator-pump pipe, must be taken from the same cross- 
main ; but must haye separate connections to the domes of 
boilers, when used. 

Steam-mains to be supplied with all fittings, valves, etc., 
usual and necessary for the proper completion of the appar- 
atus. The further distribution of the steam-pipes and re- 
turns can be seen by consulting plans. 

Expansion ^^^ main supply and return pipes, also branch 
joints, mains and returns, will be supplied with the nec- 
essary expansion joints, when the expansion cannot be com- 
pensated for by right-augle turns. 

Rising mains. Each perpendicular line of coils or radiators will 
have a separate rising main. Not more than two (2) radia- 
tors to be supplied from one rising main on the same floor. 
The mains to be accompanied by a retum-pipa,Baid return-pipo 
will be one size smaller than supply-pipe. The rising mains 
and return-pipes will each have a brass globe or angle-valve 
same size as pipes, at their lower ends, so that steam may be 
let on or oflE one or more sections without interfering with 
any other. 

ReUef pipes. The main steam-pipes to be properly drained in 
suitable places, so that no water of condensation can at any 
time remain in pipes above the water-line. All pipes to be 
secured to walls, arches, etc., with expansion hangers and 
hooks, as may be required. 

Return pipes. The main return-pipes for collecting the water 
of condensation from the coils, radiators, and relief-pipes, 
must be of sufficient capacity to collect all the water and 
conduct it back. 

All return pipes must be supplied with valves, fittings, 
etc., to correspond to the main steam-pipe. 
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sammer Summer Bnpply-pipe will be required for the 
•apply, ^gg qI \YiQ laundry, kitohen, drying room, venti- 
lating shafts and hot- water tanks, said pipe to be oonnected 
to boilers direct, and so arranged that it can be supplied 
by steam from either boiler, separately and together. This 

pipe will extend to kitchen etc., inches in diameter, 

and will have globe-valves same size of pipes on each con- 
nection, etc., and the above specified pipe to have branches 
as drawn, with a brass globe-valve connecting each branch 
to main. 

summorre- Fumish and fit up return-pipes for collecting 
turn pipes, j^q water of Condensation from laundry, kitchen, 
coils in drying room, hot- water tanks, and coils in ventilating 
shafts, and return the same to boilers (or condensed steam-tank 
in boiler room,) with all connections, valves, and everything 
necessary to finish the work. The return-pipes to be 
one size smaller than supply-pipes, each to be furnished with 
a brass valve same size of pipe. The whole system of sum- 
mer supply and return pipes to be entirely independent of 
the general steam-heating pipes. 

Vahres. Valves of two (2) iuchcs and under, to be made 
of the best steam-metal. The bodies of all valves, two and 
a ha|f (2 1) inches and upward, to be made of the best soft 
cast-iron, with valves, seats, and stems of steam-metal. 

Fittings. The fittings throughout the entire work, unless 
otherwise specified, must be of the best quality of cast-iron, 
neatly finished. 

Radiators. AH radiators used must be vertical tube radia- 
tor Sy made of wrought or cast iron with ornamental cast-iron 
tops and bases. 

All rooms in building, with radiators shown on plans, to 
have one or more of the above style of radiators, situated as 
near as possible to position marked on plan, and to have not 
less heating surface in square feet than is marked in figures 
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on plan of radiator, in each room. Each radiator aboye, and 
including eighty (80) square feet of heating surface, to have 
one and one-fourth (IJ) inch steam-yalves and connections, 
and one (1) inch return-valves and connections. Each ra- 
diator less than eighty (80) square feet, and more than forty 
(40) square feet of heating surface, to have one (1) inch 
steam-valves and connections, and three-fourths (f ) inch 
return-valves and connections ; all smaller radiators to have 
three-fourths (|) inch steam and one-half (J) inch return 
valves and connections. Each radiator and coil throughout 
the work must be provided with an air-valve. Each radi- 
ator to be bronzed with the best quality of gold bronze. 
All radiator-valves to be nickel plated, and have wooden 
handles. 

Coils. The .... floor will be heated with ornamental 
coil radiators of size and capacity marked on plan, aud 
will have .. inchsteamand . inch return pipes and valves, 
the valves to be nickel plated. These coils will be finished 
with black baking japan, relieved with gold as may be 
directed. 
Horizontal ^^^ chapcl and dining-rooms will be heated 

coils, ^ith horizontal coils of one (1) inch pipe, with 
amount of heating surface marked on plans in square 
feet, with spring-pieces at inlet ends, all to be provided with 
the necessary manifolds. The coils to rest on cast-iron ring 
plates not less than eight feet apart, said ring plates to be 
screwed to neat wooden strips, the strips being well fastened 
to walls and partitions, the brick walls to be plugged. All 
coils to be placed on the outside walls under windows. 

There will be put up in each ventilating shaft a coil of one 

(1) inch pipe equal to square feet of heating 

surface, with supply and return connections, also steam and 
return valves. The coils will be supported upon the re- 
quired hook plate. All the coils and pipes, both mains and 
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returns, will be painted with black baking japan, in best 

manner. 
Hettin ^^ maximnm pressore of steam is not to exceed 
caiMustty. gf^ ^50) pounds to the square inch, and ehould 
the amount of heating surface figured on plans be found 
insuflScient in any location of the building, through more 
than ordinary exposure, the heating surface may be in- 
creased to the necessary amount. The extra cost to be goy- 
emed by prices in schedule. 

VElimLATIOK. 

chapia and ^^ ^^^ ^' *^^^ (^) ^^^ ventilating shaffcs in 

"^^^ rotunda building will be placed 

square feet of heating surface, in one coil of one (1) inch 
internal diameter steam-pipe, fastened to the inside of shafts 
with the necessary hook plates and battens. 

Begisten. To fumlsh the necessary registers, of the re- 
quired size, finished in black japan, and properly set up, 
and secured in the wall. 

Into these shafts the rooms will be yentilated ; as shown 
on drawings. 

All yentilating coils to be united to the summer supply 
and return pipes. 

Diyingroom. The drying room will be yentilated by a shaft 
with entrance from ceiling oyer clothes rack and connected 
by a lateral duct to boiler smoke stack (or elswhere). 

The supply of fresh air being admitted beneath the floor 
of drying-room by openings in the wall (between joists), 
through the floor, by perforations one and one-fourth (IJ) 
inch in diameter under drying-coils. 

KITCHEir. 

HeatkettiM. To fumish and set up in the kitchen 
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Bteam kettles^ for cooking meats^ eto.^ each of serenty-fiye 
(75) gallons capacity^ with all the cocks and yalyes necessary 
to complete the same. Make all connections for cold-water, 
steam, and return pipes of the full size of tapped hole, said 
pipes to be supplied with brass valyes* 

Vegetable ^^ fumish and set up yegetable steam- 

ketties. erg Qf thirty-three (33) gallons capacity, with the 
necessary tin baskets, etc. Make the necessary connections 
with water, steam, and waste pipe, with yalves and cocks 
of required sizes. 

Sinks. To fumish and set up cast iron sinks 3 

feet by 3 ft. 6 in., and 10 inches deep, to be set as drawn, 
with f inch hot and cold water connections, provided with 
compression cocks of brass, and waste connection to sewer, 
2 inches internal diameter. 

Coffeeurn. To fumish and set up one steam jacket tea and 

coffee maker or urn, of gallons capacity, with 

all the necessary steam and water connections, valves, etc. 

Hot-water To fumish and set up one hot-water boiler, . . . 
^^®'^* feet. • . inches in diameter by . . . feet high, made 
of one-fourth inch boiler plate, the top end to be riveted in, 
the bottom to be of cast-iron, bolted to wrought-iron flange. 
The boiler to be riveted, chipped, and calked, and to be 
tested to a pressure of one hundred and fifty (150) pounds 

per square inch. Said boiler to be provided with a 

coil of • • • • lineal feet of one (1) 

inch internal diameter steam-pipe, for supplying steam heat. 
Said coil to be connected to the cast-iron bottom of boiler, 
and to have the necessary supply and return pipes and 
valves. 

vapor-pipe. Each stcam kettle or steamer to have a vapor 
pipe, three (3) inches in diameter, connected to a six (6) 
inch main ; said main to be carried to the roof. 
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LAUNDBY. 

Wwhuig- ^® laundry will be fitted up to run with steam- 

machines, power. To furnish . . large laundry-eize wash- 
ing-machines with wringer and counter-shaft with the 
necessary belting, etc., to connect with line-shaft, machines, 
and wringers ; make all water connections (hot and cold), 
steam and sewer connections. 

softk-tabs. Furnish and set up . . soak-tubs, six (6) feet long 
by two feet eight inches (2 ft. 8. in.) wide, and two feet four 
inches (2 ft. 4 in.) deep. Soak-tubs to be made of two 
inch pine plank matched together, the joints being set in white 
lead ; the angles to be well spiked and secured with wrought- 
iron straps screwed on in best manner. The tubs to be 
made water-tight. The wash and soak tubs to be supplied 
with hot and cold water, and to be pioyided with a two- 
inch waste and overflow pipe connected with dndn. The 
hot and cold water supply will be one (1) inch in diameter; 
with brass compression bibbs. Washing-machines and soak- 
tubs to have steam connections with at least four (4) feet of 
one-half (|) inch perforated brass pipe to each machine and 
tub, for the purpose of boiling the clothes, with all the 
necessary valves and fittings to properly finish the same. 

Mangle. To fumish and set up one (1) box (or French) 
mangle securely fastened to the floor of laundry, with the 
necessary counter- shaft, leather belting, pulleys, etc. Mangle 
pulley to be . . inches in diameter, by . . inches face, and to 
have a . . inch leather driving belt. The mangle to be prop- 
erly loaded and balanced ; speed of mangle pulley to be not 
less than revolutions per minute, nor over 
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steam-pipea. There wiU be required in the drying room ol 



APPENDIX. 263 

laundry coils of one (1) inch pipe ten (10) feet 

long, and four (4) pipes high, set on hook stands, and each 
connected into a three (3) inch manifold, to be supplied with 

a inch steam pipe and yalve on feed end, 

and a inch pipe and valve on return end; said steam- 
pipes to be connected with summer supply-pipe. 

Clothes Furnish clothes mcks, together 

racks, ^ith rollers, guides, handles, lines, and 

.... wrought-iron tracks for the same, to be made of three- 
sixteenths (f\f) inch by three-fourths (f ) inch rolled T-iron, 
twenty feet long, each, and to be screwed to the floor. All 
to be finished and set up, in accordance with the drawing, in 
good working order. The wood-work of clothes racks to 
be furnished and put up by the joiner, the work being 
done under the direction of the contractor, who will be held 
responsible for the proper working of the same. 

FINALLY. 

Mason and "^^^ brfck and mason work, and all excavations 

brick work. y^YL be douc by the builder (excepting the brick and 

mason work of boilers), and all material belonging to such 

work will be furnished by the same. The materials for boiler 

setting will be provided by the contractor. 

Carpenter "^^^ Carpenter work for the entire apparatus will 
' work, also be done by the joiner, and materials therein 
used furnished by the same. 

The contractor will be held to furnish all of the different 
kinds of pipe herein stated, and the necessary quantities of 
each kind^ he will furnish all other materials as herein 
specified ; he will do all work which is required of him in 
these specifications. All materials and all work must be of 
the best quality and. done in the most workmanlike manner. 
All openings or slats in the walls required to be cut for any 
pipe, must be done by the contractor, if not otherwise pro* 
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vided for, and any injury to plastering, or wood-work, in the 
different buildings, must be borne by Lim, and made good 
at his own expense, and in no case shall any cutting be 
allowed without the permission of the architect. 

It is to be distinctly understood, that the true meaning 
and intent of these specifications are, that the whole work 
shall be performed in the finest and most secure manner. 

All disputes arising from these specifications to be sub- 
mitted to a board of 3, selected as follows: — The contractor 
to select one, the owner or architect to select one, and the 
two thus selected to choose a third — ^the decision of the 
majority to be binding on both parties. 
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PLURAL BOILEB SPEOIFIOATION. 

BOILERS FOB HEATING, ETC. 

General. To fumish and set np in the Boiler Honse 

set apart for that purpose Horizontal multi-tubular 

Boilers long by inches in diameter, 

and to contain tubes feet long, with a 

dome on top of each shell diameter by high, 

measuring from the. top of the shells, and with a man- 
hole on the top of each shell back of the dome ; the 
manholes to be 15 by 11 inches and to be set with 
their greatest diameters across the shells and a hand- 
hole 3j^ by 5 inches in each head of each boiler. 

BOILEB SHELLS. 

Material. The shells of Said boilers to be made of the 
best steel or any other homogeneous steel accept- 
able to the ; samples of which when cut at random 

Quaiuy. from the edges of the sheets must bear bending 

cold (completely doubling on themselves and hammered 

ThicknesB. closc) wlthout sigu of fracture. The said shell 

Seams, to be full .... iuch in thickness, and have but 
(yne longitudinal seam to each course ; the seam to be in 
the upper side of the shell in each course. 

Heads. The head sheets of said boilers to be one-* 

255 
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half inch thick and of the same makers' best flange steel 
as the shells. 

Domes. The domes of said boilers to be made of 

inch steely with the heads of inch steel, thoroughly 

and properly braced, or of cast iron, thickness and weight 

of metal acceptable to the and approved by 

Bracing The hcads of said boilers to be braced in 
the best manner to equalize strain, the number of braces 

to each head to be not less than nor to be less 

than one inch in diameter if made of round iron, or its 
equivalent in cross-sectional area if made of any other 
shape iron. 

These braces and their crow-feet or legs to be made 
of best Swedish iron, and to be fastened to the heads 
and shells with not less than two ^-inch rivets to each 
end of each brace. 

Bivctin^r. All longitudinal seams in the boilers to be 
double riveted ; the rivets not to be staggered, and the 
seams in the side of the dome, as well as the seams 
uniting the dome to the shell, to be double riveted, 
and all other seams to be properly riveted — machine 
rivets preferred. 

Chipping and AH scams of the boilers to be properly 
Calking, ^iiipped and calked (Connelly's calking pre- 
ininryto fcrred) ; a furrow from the chipping chisel or 
^ calking tools on any part of a boiler being 

cause sufficient for its rejection. The breaking or split- 
ting of a hole from drawing with drift pins or otherwise, 
or a crack or flaw or burn in or from the process of flang- 
ing, will be deemed sufficient cause for rejecting the 
boiler. 

Sheila under The shcUs of the boilcrs underneath the 
Xtomcs. domes are not to be cut out in (me large piece, 
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but to be a nnmber of 2-inch holes aggregating not less 
than ...... square inches, the bridges between any two 

holes to be not less than two inches. 
Special attention must be paid to this ! 

Expanding. The boilcr tubes to be expanded with a 
" Dudgeon " expander, with the extension beyond the 
heads of uniform length, and not broken or ragged by a 
chipping chisel, but cut with some " cutting-off tool " at 
the end last expanded. 

Lugs. The boilers to be furnished with four cast- 
iron lugs or brackets for the purpose of supporting the 
same in brick-work ; these lugs to project from the side 
of the boilers not less than ten inches, and to have a 
projection below the plane of the brackets with three 
rivets in this lower projection, and with the usual com- 
plement above. If it is necessary to leave the lugs ofi 
the boilers until such time as they are in the basement 
of the building, a shoe must be riveted to the shell in 
lieu of the brackets, before the tubes are set, into which 
the lug will slip. 

Manhole. The man-hole casting to be extra heavy, with 
frame, plate, guard and bolt subject to the approval 
of the 

Hand-hoiee. The haud-holcs to be furnished with plates, 
bolts and guards ; the guard on rear hand-holes to be 
" turtle-backed," with a projection around the nut to 
protect them from the flame. 

Flanges. The pipe flanges on the domes to be of the 
sizes marked on drawing and in the positions marked, 
and to be riveted to the domes and chipped and calked 
on the inside and set true with the axis of the boilers. 
A .. inch flange to be placed at the rear end of the 
rear course of the shell, at the bottom side, and to be 
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set true and riveted and chipped and calked. A 2-inch 

Hoiei in pip^ ^ol^ to ^ drilled and tapped into the 

headi. j^^^^ head and 1 j^ in the front head where shown. 

CASr-mON BOILEB 7B0NTS. 

The boilers to be famished with fall cast-iron fronts 
of good and approved pattern, with planed and properly 

Design, fitted doors. The front connection doors pref- 
erably to swing sidewise, bat shoald the design offered, 
and otherwise approved of, have lifting doors they will 
be accepted. 

Boon. The fire doors to be arched and of the sizes 
shown, and to have a heavy fire lining of cast iron. The 
ash pits to be famished with doors, either sliding or 
swinging, and aboat the size as shown. 

In addition thereto to famish the fronts and boilers 
with grates of size hereafter mentioned, and with all 
other castings, bolts and anchors necessary and usaal 
for the proper completion of the masonry. 

BnckBtaves The backstavcs to be feet .... inches 

in length, with not less than f oar-inch face and foar-inch 
ribs and of the namber reqaired. The tie rods to be 

in length and in namber. The dead 

plates to be 15 inches wide from the front to the end of 
the grate-bar, and to be not less than one inch thick. 
If the front-bearing bars and dead plates are not com- 
bined, the plates mast be reinforced on their ander side 
with a rib. 

Bearing-ban. 'The back bcaring-bars to be a cast angle-^ 
iron one-inch thick, with three-inch flanges, as shown. 
The cleaning-doors to be heavy, and planed, and far- 
nished with a lining and with latches. Shoald covering 
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bars be required for flues or elsewhere in connectiop 
with the boiler setting, they are to be furnished. 

BOILEB SETTING. 

Boilers to be set on substantial stone foundation, and 
at proper level, the side walls of which are to be of the 

Bricks, best common bricks, properly and closely laid 
in fresh mortar of approved and best quality for this 
particular construction. 

Famace. The fumace and all the parts acted upon by 
the flame to be lined throughout, and as per drawing, 
Firebrick, with bcst quality of firebrick one course thick, 
laid on their flat and rubbed close together; using 
only sufficient fire clay mortar to get an even bearing. 
Bridge-wall. The bridge-wall to be formed with beveled 
fire bricks, so as to give the required and necessary in- 
verted arch with close joints. The arch over the back 

Beveled Connection to be formed with beveled fire- 

Brickfl, bricks suitable to the circle. 

In no place must the brickwork rest on the boiler. 

The boiler to be arched over the top, and the space of 

one inch maintained between the arch and the boiler. 

i^^g In the brick walls underneath the boiler 

Rouers. j^gg there must be placed bars of iron 14 in. 
wide and \ in. thick, to extend the whole distance 
between the lugs on a side. The six courses of fire- 
bricks underneath these irons to be " Headers." 

The front lugs to rest directly on these bars, but the 
rear ones to rest on Ij-in. rollers placed on the bars to 
admit of slight lateral motion; care being taken that the 
brickwork and mortar will not in any manner interfere 
with the rollers or brackets. 
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Walls. The walls between the boilers to be .... in. 

thick. The boiler walls on the outside to be in. 

thick, with the bridge-wall in. thick These 

thicknesses include the fire-brick linings. These walls 
to be built solid, and no walls or brick-work of the 
boilers to have the so-called air space. 

copinjf. The tops of boiler walls to be furnished with 
a 12-iiL stone coping not less than 3 in. thick. In all 
cases where this specification on masonry may not be 
sufficiently explicit, the drawing must be followed. 

KoTB. — These specifications were not introdnoed here to be copied 
literally and unadvisedly by a novice, with the filling up of the blank 
spaces to suit his peculiar ideas, but for the purpose of suggesting ideas 
to him ; and they should never be used by any one except intelligently, 
«nd when they are capable of selecting such clauses as are particularly 
applicable to the work in hand. — ^Author. 
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Steam and Hot Water, In fact, more valudble information on 
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** Whaterer f anit maj be f oimd on thiB side of the Atlantic with the newspaper press of 
America* it i« an undoubted fact that that portion of the periodical literature of the United 
States which is devoted to science, occupies a most distinsmshed place amongst the sdentillc 
press of the globe. Thb Sanitakt Bngimeeb stands high in this respect. In its pages the 
various subjects relating to public health— drainase, water supply, ventilation, beating and 
lighting— are most conscientiously attended to, shortcomings and abuses being fe^esely 
exposed, snd care beini; taken to have all expressed opinions upon technical matters prepared 
or revised by spedaiiHts."— i^vn, XofuAm, Jan. 12. 

Sold by XewideaUrA. 10 6enU a Gojiy. 

SUBSCRIPTION, $4.00 PER ANNUM, POST-PAID. 

SAMPLE COPY FREE. 



A CARD. 

The undersigned desires to call attention to the special branch 
of engineering to which he is professionally devoted — namely, 
Domestic Engineering — in which is included Ventilating, Warm- 
ing by Steam or Hot Water, Boilers, Engines and the construction 
of Laundry and Drying facilities. 

Having no connection with any firm or interest in any system, 
I heg to offer my services as a Consulting Engineer in the tranches 
indicated, believing that 20 years* experience will enable me to 
render assistance that will be of value. 

^VM. J. BALDWIN, 

84 Fulton St., New York. 

Author of "Stoam Heating for Buildingt," aruf Mom. Soc. Moch. Enginoort. 



ISOIiMANUFAGTUpG CO., 

7d Beekman Street, 

en«i,«. .. jo«.n. n>K» » im. N EW YORK, 



^f-MANUFACTURERS OF*^ 

Nason's Wrought Iron, Welded, Tube Radiators, 

VENTILATING FANS, 
STEAM Traps, Glue Heaters, Boilers, Pumps, Etc. 

WROUGHT-IRON PIPE, VALVES, » 

• FITTINGS, A»t> GENERAL SUPPLIES. 



EDWARD E. GOLD & CO., 

Brldg^e Store, No. 6, 



rankrort and CHS" SM., NBW TORK 
HAMUPAOTUBEBS OP 



Heating Apparatus 

FOR THE TRADE. 



Ghtld's CoB^MMuid 
U Dlrm^ H«ater, 

only one on the mar- 
bj vrbich tempera- 

Eh>ld's Compound 
U Indirect Heat- 

I, which are sent cased 

If for CODDOCtioD, 

gh less than one-half 
noch, aro IS per cent. 
re effective, and SO per 
t. cheaper than auy 
er kind of indirect 

aold'a C&r.he»t- 

J Apparatus need 

exelasively bj Manhattan Elevated Bailwaj Co., BubarbsJi Bapid Transit 

Railway Co., and Btaten Island Rapid Transit Railway Co. These heaten 

are eapecially adapted to conservator; heating. 

Oold'a Antomatie "Reliable" Waiei^feeder, with sight feed. 
Valve is Bmroonded bj cold water, Ib self -cleaning, and practicallj' indeBtmC' 
tible. Cooditioa of valve can be seen through glass window. 

Gold'a Aatomatic Steam Trap, durable, reliable, and cheap. 

Gold's Antomatie Air Valvea, compact, sensitive, and easily/ 
adjusted. 

Oold'a Patent Hose ConpUngi steam-tight jt^t made by one 
motion of the haoda. 

Oold'a Air Hoistenera. for making ^ in rooms heated by direct 
radiation more bealtlif al and agreeable. 

SEND FOR DESCRIPTIVE CATALOGUE. 



JOHNSON^& MORRIS, 

BATES A JOHNSON. 

in HEW TORK AXD WSBBUTOXOir. 

Contractors for Steam-Heating Apparatus, 

114 ]L.E:OIV^a.D ST., 
NEW YORK. 

ESTIMATES FURNISHED ON APPLICATION. 

JENKjNS BROS^LVES. 

Iinglietiind ol Best Steam letal. 



LL PARTS /IITERCHAfiaEABLE. 
WAHRAHTED TIGHT. 



The Jonkiiu Dnc aaed in these ValTea 
u« mannf aemred nnder our 1880 Patent, and 
will stand kdj and all preBBiirea of steam, 
oils, OT acids. 

If J^D want the beat Valves nunufactured 
call for JENKINS BBOS.' 



71 JOHN ST.. I06 MILK ST., 
New York, Boston. 



WALWORTH MANUFACTURING CO., 

16 Oliver St., Boston, and City Point. 

Steam Heating Engineers, Contractors, and Hannfactnrers. 

PIQIBRS ii Hd-Wtttr Heiling, ORIGIUTORS if StMi-H«th| wflli Soull IV>> 

Plani and BfUnutea tor Waimlne ud Veaiilatine Hoipilali, Schooli, and Public BnUdinci. 

•TEAM PIPE, VALVES, FITTINQB, FITTERS' TOOLS AND SUPPLIES, AUTOMATIC 

SPRINKLERS AND flRE APPARATUS, GAS MACHINES, 

BOILERS, ENOINES. AND PVMPS. 



KIELEY'S 

PATENT STEAM HEATING SPECIALTIES. 



rATKRT roeiTiTit>(cnir(> prHP. 

For aiilomMlulljr raci 

IIm heltlDg (ppMStiK. TbUOoTem 
ulate Uw rpaed of thspomp bo ni ic 
:lMboilenMt»Ciui 
. It will alio, whei 



held a- 






I of the heating appanfi 
eltbet aboTH or belov the water line in boflen, 
with OT wUhoDt a reduced preannrc, and thereby 
prercnt knockliiKOr wiler-hammerlng, which 
caoaea great auDoj^Dce In man; bnlldlngi 
which ate beaMd bj iteam. 



IMPBOTEB EVBEKA PSESSItKI- 
KMtLlTUie TALTE. 

Tor rednclDg pressure oBallUiidiorheBtl 
l^aralua and water-maluj. NoiMleai, mi 
reniltlvc, durable, and reliable ralve Id 1 




FITKRT BICK-PBRSSTSK TILTB. 

Where eibauM lleam la misled wllh Itn 
cam for heating pnrpoaea. a •■HsrriTa, and 



TiLTa bscDioes a very Important factor, eluea 
a leaky and UDrellable lalTe «U1 aU,nr the Itta 
(team, wllh th^ eihanst, to etcape to the roof, 
Initead of being beld In tbe heating oiiparsUia. 
There being no ntnAng-boi to prodnce eitn 
friction, the diaphragm, npon whtcb the re- 
leased preaaare acts. eniUjIea ihia valre to open 
andcloae with a larlatlon of not more than ooa 




TBI CB4tiPI0II Bn-CBN STEIB-TKIP 
AUD BOILEB-FEEKBII. 

For Ktoniliut condenaaEian (a bollen from 
learn heaWn of all kind*, diylng cylinder^ 
TapontlDg pane, brewing kettlea, paper dry- 
ra,eb:., whetheraboveor below the bollera. 



FXTEflT WATBB-LIIIB STttTES. 
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PATEST KBI-BKirBV 8THTES. 

Thtabuie dtagrftmd lllu»trB[e Kleley'i 
from ■ heatiiiK apparatas (o a boiler. Tha 
dlagnm IB toiir-fold : let, To be sblo to canr 
than in the boiler; M. To be able to retnm t 
appantna; Sd, To be able to nee tbe eihaost 
building; and 4tb, To be able to torce i tetnt 
fvctiy conatmcted gravity healing apparatna. 

All tbie applies to the ayatem ehown In the second 
■ watet-llne in [he retnm and relief pipes of the beatlnE 
are kept perfectly dry. Tbe chamber? marked F and C la tbla i 
prerentanyoilprBladBe from getllnB into the boiler. Theyca 
the same purpose in the vater-41ne sj'sleni. 1> la tbe rcdaced- 
■mall cut repreaenia tbla system in connecLlon wllb a tank. 

BY THK USE OF EITHER OF THESE SV8TEMB 

k eooD vmm job and a saving of from 25 to 50 % is onAfiAHTM 



the water of eo 
diagram,? 



SBND FOR CIRCULARS. 

7 to U West 13th Street, New York. 



STEAM HEATING. 

LOW OR HIGH PRESSURE. 

THIRTY YEARS' EXPERIENCE. 



Huij hondred exunplea of oar work vxttj be seen in New York and vicinity, 
Inelodlng the Stock Exchange Building and Drexel Bailding, Broad and Wall 
Bta. ; the Catliolic Catkednil, BOth St. and Stb Ave. ; the Potter and Eellj' Bnlld- 
lugs, Bedcnuui and Numq Sta., and the J. J. Astor Block, Broadwaj and 
Prince St. ; alao stores, public buildings, and private honaes in Tioj, Albany, 
WasklDgtoD, Hemphia, Tenn., and Galveston, Texas. 

GILLIS & aEOGHEGAN, 



116 A 

ABOVE BPRINO BTRIKT. 


1 18 W008TER STREET, 


FRKD 

1 


STONE & CO., 

Ludlow Valves 

and Hydrants. 



MANUFACTURERS OF THE 

H.M.S.G8RMEiRVAltVE 

RADIATORS. 



62 COLD ST.. - - NEW YORK. 



Johnson Heat-Regulating Apparatus. 

- By the use of this inTention the heating of buildings to 

an exact aad aaifona emperatare is uccomplisbed. Booma 

and Aiiditoriams may be kept at any temperatnre desired, 

, thereby saving fuel, discomfort, il health, the cracking of 

wood-work, fomiture, pictures, etc. 

This apparatns applies equally well to all forms of 
heating and Tentilating devices, the thermometer in the 
room antomaticatlf govemiDg the temperature. It is in- 
valuable in Public Buildings, Private Residences, Churches, 
Hospitals, Schools, Conservatories, Factories, etc 

Illustrated explanatory catalogue and copies of testi- 
monials will be sent to any address, on application to any 
of our offices, by mail or otherwise. 

National Electric Service Co., 

ISO BROADWAY. NEW YORK. 

WORTHINGTON STEAM PUMPS 

UIALLr ADAPTED TO 

e Tank Service 

AND 

ydraulic Elevators 

ABSOLUTELY NOISELESS 



PATTEnyS SPECIALLY ADAPTED TO 



HENRY R. TVORTHINGTON 

80 and 88 Liberty Street 
NEW YORK 

tt rhOadelphia Chicago M. Lmiia Ash WstutteM 

ILLUSTRATED CATALjOCUE ON APPLICATION 



SAVE YOUR BOILER S FROM DAHQEB OF OVERPRESSURE. 

Cmam. a. Mookb, Pica. UAxrui Luacxnts, Ti«at. Obo. W. Rioh^bosok, Supt 

THE CONSOI.IDATED SAFETT VALVE CO. 

CAPITAL, $100,000. 

« of tha Only SOLID NICKEL SEATED SAFETY VALVE. 

Ad*rwd fcr C, 8. Nh*t •■ all Iks 

MUel CralHiv. J 

STATIONARY, LOCOMOTIVE, I 
PORTABLE, AND YACHT BOILERS. 
ThltTalTsirlll not corrode or itlok. It 
la alwmn oo duty, ready tor aatkm. It 
never rail* to open at the prcasure to 
which It la adjuafed, and to oitlrelr pre- 
Tont any aotni mil latkm ot pre '— 



ftict 



SALESROOM, 
111 Uber<7' Str«*t. N«w Tork. 

FACTORY, BBIDQEPOKT, COMW. 



X. L. lUxwKLL, Pmt C. A. Voobm. V.-Preet. B. B. HtaHiHS, Treu. M. Luacohb, Bec'y. 

'the: ASHCiroFT m:fg. co- 

FAOTOBT, BBUKiEPOBT, CONK. 
Sole Mannfiutiirers BOYLE'S PAT. SELF-CLEAHSIHe STEAX TRAP. 

EapeoUlly Adapted to Htsh or Low Preanire Steam HeatliiB WoA. 
"^ Steam and Gu- 

Steam, Vacuum, fittare' Toolt. 



Pressure Gauges ' 



'1^.™°^!*^^ WATER GADGKS. 

rE6T GACOES. OIL-TBSTING 

TEST PtlUPS, HACHINBS, 



BNGWE ' UAU«iM;w;it8, 

BBVOLtmoW LoconiotiTe 

COHNTBBS, Spring BhUikh. 

All Inetnunnita for ^B|^^^^^^l|^^^HM^^te Stum WhisUeg, 

nwuniiiui Sleam, ^^^^^^^^^^^^^^^^^^^^V*^ Packet Bitcbot 

Air, Gas,orWM«t. DrUIa, etc 

SOIwE MANUFACTURERS 

THE Mccracken pat. expansion trap. 

NEAT, BIMPIX, RELXABIX. 

13-ILLUSTRATED CATALOGUES furnished upon application, JP 

OFFICES AND SALESBOOH, ill Liberty St» New York. 
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The Tuttle & Bailey Manuf *g Co., 



MANUFACTURERS OF 



Warm Air Registers, 

VenHkUorSf OmoMiental Screens f etc 



83 BEEK.MAN ST., - - NE'W YORK. 



THE DUNNIN8 BOILER, 

PATENT, WROUGHT IRON OR STEEL 

OVER g,ooo IN Use. 

Dampcra R«0ul«t*d and Coal Suppllad Automatloally. 
With Sclf-rMdlng Coal Magazine, 



Low Pressure 
Steam Keating, 

And Intnms Wum Hoiua. 
D>r and Night. 

MAOEASFOLLOTSi 



whldi reqalcM -"— lim 
bnt ODC« IL 14 tUMin. 
As * finsrios Bubhsb, to 
bim Imrd or aotl aM, 

A* a Hot Witob Boili«, 
for giMoboQW tud lioi 
water heating, 

A> a POBTABLI BOILBB, M 

be cet vllhOBt brick woik. 



larger una cannot be qaed. 
iiiid. Id addJUon to th« 



loffoe with fnlJ dJefl^xtptlon 
and Prtco Llac. 



SEOnOKAL VIEW. 

tw Om^I. BafBtjValTe; J.MagarineComr; , AkchU W«i>tBd. 

K, Coal MaeailQc, showing gu-halsii si lop; H, Damp«r N. B. — Coneapondenca 

I>oor; 0,emak»«It7F.Ai)iPit; SiirtreBoi; aolicltsd tram AichUaCti 

8, Steam Space. and penona building. 

Unexoelled for Heatln^r Private Residences. 

MANUFACTURED AT 

NEW YORK CENTRAL IRON WORKS, 

GENEVA, NEW YORK. 

Yrn. B, DtlNNINO, - - Pra|>H«tor. 



Alu) Steun Enginee and Boilers of all kinds Eind Haohinery Qenenllf , 



C ORNEY'S HOT-WATER HEATER. 

(PMeuted Angast 11, I8U5.) 
FOR WARMtNQ 

PriTate Dwdliogs, Dices, FabUc Biildings, I Consenatories 
HOT water^circOlation. 

AlMolnt«If safe, iwtlie8f8t«ii) Is open to the atmosphere. Tbecheapeat 

Id the market. An entire new principle. The greatest heating 

surface. The most efBclent fire chamber. Ironstone llDins; to 

flre pot, tvhereb]' fire is easily and steadily malntainMl. 

Does not corrode or rust out. Fines are easily and qnlckly 

cleaned. Noiseless In operation. The best and most 

perffect working Heater made. Specially designed 

Air Hot- Water Heattng pnrposee. Over 2000 

now tn use and givlnf^ good satlstkictloii. 

COLD MEDAL, •""""" ""■■ HIOHEST AWARD. 
MASS. Charitable iMECHANic Abs-n, American Institute, N. Y. 

boston, mabs. 

Manufactured by the 

GURNEY HOT-WATER HEATER CO., 

Worhs at East Boston. 237 ?ranklin St, BoBtoQ, Uass. 



SEIiLINO AGENCIES. 

mMUBtata . . . H.H,JOHNSONtU0O«iitnStiMt.NeiTTaA,N.T. 

WatandSoaOmeal, BICE A WHITACBBSFQ.CO.,4Sand44W.HaiiKW St.CblMSO.I] 

JRcA. OTuI OMo . . T. a, CBASB. 81 Sdmiud Plane. DMnlt. Hlch. 

PaiHflc Coqg . . . WM. GARDINER A CO., Porlluid. Ongoa. 

Ttnn.anaKy. . . . JOHN L. FRTSBEE. GgflFhllidelpbU 8ticet,C0Tliuton, Ky. 

S.anda.CarMna. . VALE A HUBDOOH, CharlMton, S. O. ^ 

etornia out tfotida. 



A. A, GRIFFING IRON COMPANY, 

450 to 460 Commonipaw Ave.. Jersey City, 

And 42 and 44 West Konroe St, Chicago, 

PROPRIETORS AND MANUFACTURERS OF 

THE BUNDY HOT WATER RADIATOR, 

• • 

Clnnlatioa Is 

St iitiislnl; qgltktidposldn 

isid li Cauda, iltliaDiilIonnltj 

Ei^d, ud till ot ttinpentiin In 

InlttdStatia. '""^ " '"*' 

Bidlitois. 



SECTION OP 

THE CLIMAX INDIRECT RADIATOR. 




For Indirect Steam or Hot Water Heating. 

PHiU« CtratOttlnn—IHmpl^—Cintnmant—JefflBlaiH. 



THE BUDDY DIBECT STEAH BADIATOB. 

THE BUNDY INDIBECT STEAM BADIATOB. 
THE TBIUMPB STEAH BADIATOB. 

GOLD'S PIN INDIBECT BADIATOB. 



STEAM-ENGINES: 

Stationary— -Marine—Iiocomotlve* 

GAS-ENGINES. 



gTBAM-BNGINB CATECHISM. A series oC 
thoroughly practical questions and answers ar- 
ranged so as to ^ive to a voung engineer Just the 
infonnation requiitKi to fit him lor pif>perly running 
an engine. Jiy Robert Grimshaw, H.B. ISmo, cloth. 
BightQ and enlarged edition $1 00 

8TEAM-BMG1NB CATECHISM. Part U. Con- 
taining answers to further practical questions re- 
ceived since the issue of the first volume. By 
Robert Qriiushaw, M.E. 18mo, cloth $1 00 

THEORY OF THE STEAM-ENGINE. Trans- 
lated from the fourth edition of Weisbach's Mechan- 
ics. By Prof . A. J. Du Bois. Containing notes giving 
practical examples of Stationary, Marine, and Lo- 
comotive En^nes, showing American practice. By 
K. H. Buel. Numerous illustrations. 8vo, cloth.. $5 00 

STATIONARY STEAM-ENGINES. Especially 
adapted to Electric Lighting Puri)ose8. Treating 
of the Development of Steam-Engines, the princi- 
ples of Construction and Economy, vrith description 
of Moderate Speed and High-Speed Engines. By 
Prof. R H. Thurston. 12mo, cloth $1 60 

TABLES, WITH EXPLANATIONS, RELAT- 
ING TO THE NON-CONDENSING STATION- 
ARY 8TKAM-ENGINE, AND OF HIGH- 
PRESSURE STEAM-BOILERS. By W. P. 

Trowbridge. Plates. 4to, paper boards $2 60 

INDICATOR PRACTICE AND STEAMrEN- 
GINE ECONOMY. With Plain Directions for 
Attaching the Indicator, Taking Diagrams, Comput- 
ing the Horse-power, Drawing the Theoretical 
Curve, Calculating Steam Consumption, Determin- 
ing Economy, Locating Derangement of Valves, 
and making all desired deductions; also, Tables re- 
quired in making the necessary conoputations, and 
an Outline of Current Practice in Testing Steam- 
engines and Boilers. By Frank F. Hemenway, 
Associate Editor ** American Machinist," Member 
American Society Mechanical Engineers, etc. 
Umo, cloth 48 00 
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IrWXMTT YSAB8 WITH THK INDICATOB. 

By Thos. Pnj, Jr., C.E. and M.EL S toIb. 8to, 
eloth, SlOO; or flepftrately—Volume 1, 8vo, doth, 
fl.60; Volume 2, 8to, doth. .TIs 09 

13m woriE iib7« praetleal engtn—r of more than nlnetiXMi 
TMUV* ezperienoe in rvndjasllng «nd oorrectinir, •• wtll 
ttt for power, economy, tie., of Uie ■team-engrine by tM 
Indicetor ; and no formula has been introduced ezo^ III 
plaln« ilmple languaire, oonciaely stated. 

MARINB BNGINBS AND DREDOIMO-MA* 
GHIMEBY. IShowiDg th« latest and best Emirliflh 
and American Pnustice. By Wm. H. Maw. filut- 
trated bv over 150 fine sted plates (mostly two-pag« 
Illustrations) of the engines of the leading screir 
steamships of England and other nations, and 
numerous fine wood-engrayings. Folio, half mo- 
rocco $ll Oil 

AEPORT OF A SERIKS OF TRIAU9 OF 
WARM-BLAST APPARATUS FOR TRANS- 
FERRING A PART OF THE HEAT OF 
ESCAPING FI^UE-GASES TO THE FUR- 
NACE. By J. C. Hoadley. A complete record of 
a carefully conducted series of trials, with many 
tobies, illustrations, etc. 1 toL, 8to, cloth $110 

liOCOMOTITE-ENGINB RUNNING AND 
MANAGEMENT. A practical Treatise on the 
Locomotive Engines, showing their performance 
In running different kinds of trains with economy 
and dispatch. Also directions regarding the care, 
management, and repairs of Locomotives and all 
their connections. By Angus Sinclair, M.E. Illus- 
trated by numerous engravings. ISmo, cloth....OJl 00 

liOCOMOTITE ENGINEERING AND THB 
MECH ANISM OF RAILWAYS. A Treatise on 
the Principles and Construction of the Locomotive 
Engine, Railway Carriages, and Railway Plant, with 
examples. Illustrated oy sixty-four large engrav- 
ings and two hundred and forty wood-cuts. By 
Zerah Colbum. Complete, 20 parts, $7.60; or 8 
vols. , cloth, $10.00. Half morocco $16 00 

THE GAS-ENGINE. History and Practical Work- 
ing. By Dugald Clerk, with 100 illustrations. 
12ino, cloth $900 

THE PRINCIPLES OF THERMO-DYNAM- 
ICS. With Special Applications to Hot- Air, Gas, 
and Steam Engines. By Robert lUintgen. With ad- 
ditions from Profs. Verdet. Zeuner, and Pemolet. 
Translated, revined, and enlarged by Prof. A. Jay 
Du Bois, of Sheffield Scientiflc School. 070 pages. 
9vo,cloth $6 0$ 



AN IMPORTANT NEW PRACTICAL WORK. 

Steam Heating n\ Buildings; 

OR, 

Hints TO Steam-fitters. 



Being a Description of Steam Heating Apparatus for 
Warming and Ventilating Private Houses and large 
Buildings, with Remarks on Steam, Water and Air in 
their relation to Heating ; to which are added^ Useful 
Miscellaneous Tables. 

By WM. J. BALDWIN, 

Sttam H€€^iing Engiiutr, 

{Subjects of pHAPTERS. 

Gravity Circulating Apparatus— Radiators and Heating Sur* 
Csices— Classes of Radiation— Heating Surfaces of Boilers — Boilers 
for Heating — Forms of Boilers — On Boiler Setting— Proportion of 
Heating Surfaces of Boilers to Surfaces of Buildings— Relations of 
Grates and Chimneys to Boilers— Safety Valves— Draft Regu- 
lators—Automatic Water Feeders — Air Valves on Radiators- 
Wrought Iron Pipe— Main Pipes — Steam — Heat of Steam — Air- 
High Pressure Steam— Exhaust Steam and Its Value— Boiling 
an^ Cooking by Steam and Apparatus — Dry by Steam — ^Steam 
Traps— Boiler Connections and Attachments, etc. — Specification 
for a Steam Heating Apparatus, including Cooking, Washing 
and Drying. With many Plates. 

** Mr. Baldwin has supplied a want long felt for a practical woric 
on Heating and Heating Apparatus/'— Si»»(Var|r Engiiutr, 

Ninth Edition (1888). i2mo« Cloth. $2.50. - 

Piiblished and For Sale by 

join WHEY & SOIS, 15 istor Place, lef Toit 



WaOLLT PBE VBHTABM A»D OO OTBOLLABIli 

STEAM BOILER EXPLOSIONS, 

IN THSOXY AND PRACTICB. 

By Prof. B. H. ThantOB, Doc Emw»% Coraall Uaifenllf. 

l2mo. Cloth, $1.50. 
CONTENTS I 

Character op Explosions. 

Energy Stored in Steam Boilers. 

Energy of Steam Alone. 

Explosion Distinguished from BuRsmia. 

Causes of Explosions. 

Statistics of Boiler Explosions. 

Theories and Methods. 

COLBURN AND ClARK'S THEORY. 

Corroboratory Evidence. 

Energy in Heated Metal. 

Resistance of Heated Metal. 

Low Water and its Effects. 

Sediment and Incrustation. 

Energy in Super- Heated Watks* 

The Spheroidal State. 

Steady Increase of Pressure. 

Relative Safety of Boilers. 

Defective Design. 

Defective Construction. 

Developed Weakness ; Multiple ExFijosioiig, 

General and Local Decay. 

Methods of Decay. 

Temperature Changes. 

Management. 

Emergencies. 

Results of Explosions. 

Experimental Investigation. 

Conclusions ; Preventives, Etc., Etc. 

*' This work ought to be in the hands of every steam-OflOr, 
and if its directions are heeded, boiler explosions will becomo 
ox^"— Railroad Engineering JoHrnal. 

'* Prof. Thurston has given us, under the above caption, A 
vork as useful as it is interesting."— .<4Mur»w» Enginnr, 

lOHH WUEI ft SOKS, 15 istor PlaGe, Kew Yort 



LocomotiTe Engine Rnmiliig and lanagemeiit' 

Bt ANGUS SINCLAIR, 

Mamn ov thb bsothbbbood of looomotxtb BH«nnpns 

This book describes how 

LOOOMOTIVBS AKB WOBKED 

To bMt adyantage In taUxig all kinds of trains oyer Um road 

on time. It treats clearly the 

PRINOIPLBS OF STEAM BNGINSERINQ 

As applied to the locomotlye ; giveo plain directions to 

TOUNO ENGINEERS 

What to do in casesof 

ACCIDENTS TO ANY PART OP THEIB ENGINE. 

How to care for and repair the 

WESTINGHOUSE AIB BBAEE 

Is fnllj explained, and the action of Injectors Is made dear. 

THE VALVE MOllON 

Is treated at great length. 

VALVE SETTING AND LAYING OUT VALVE MOTION 

Being made thoronghly intelligible. 

NUMEROUS WOOD CUTS 

Are osed to make the explanations clear. 

The book is the work of a Practical Locomotive Engineer. 

1 2mo, Cloth, Plates, $2.00. 

JOHH VILET ft SOHS, 16 istor Place, lew Tort 

drcnlars, with table of contents, gratis. 

" It should be made a text-book in every railroad shop And 
loond house, and placed in the hands of every man who Is ex- 
pected to have anv responsibility i^ed upon him in conneo- 
lion with the construction, care, or running of a locomotive.'*— 
AsoMiricagi AriUan. 

** We take pleasure in saying that we find it the most peifect 
work of its kind that has come to our notice."— Xoeomo^iw 
Engineer*'' JourntU. 

" We therefore strongly urge all who are In any way connected 
with, or even interestea in, the locomotive to purchase this 
mracncal work and rMd it for themselves.**— Zondon Meehanicai 
Wortd. 

** We can heartily recommend this book to our readers em- 
ployed in the locomotive department.'*— I.OfufOfi SaUwag 
Smew. 

" An excellent book for men interested in steam eng^eerlnf^ 
valve setting, designing valve motion, the care of the westtDfi 
koose brake, etio.—Anmiean ifiMMiiM. 



A. STJJPSRB -VOIiTTMSU 



MAW'S 

RECENT PRACTICE 



—IN— 



Mjirine Engineering, 

Including other machinery, such as dredging 

PLANT, ENGINES foT ROPE and CHAIN HAULAGE ON 

KIVERS and canals, etc., etc. 

Amongst the Engines of Screw Steamships de- 
•eribed and illustrated are those of the 

PARISIAN, GALLIA, ARIEL, DALLAS, GALLATIN, 

COQUETTE, WRANGLER, PENNSYLVANIA, SER« 

VIA, TENEDOS, GRECIAN, SAN FRANCISCO, 

.AND MANY OTHERS. 

With the engines of the Paddle Steamers, 

PAYOUME, MIDLOTHIAN, HOHENZOLLERN, PRINZES 

MARIE, ETC., ETC. 

Also containing details of the 

COMPOUND SCREW ENGINES OP U. S. SLOOPS-OF^ 

WAR. 

lUustrated with 295 fine Engravings in the text; 
and 

ONE HUNDRED AND SEVENTY-SIX 
FOL.IO PLATES. 

(Two-thirds of which are double-page lan.) 

Oomplete, Folio, Half Moroooo, - $18.00 



PUBL.ISHED BY 

JOHN WILEY & SONS, 

ASTOR PliACBi NEUr YORK. 



INDICATOB PBACTICS 

AND 

STEAM-ENGINE ECONOMY. 



WITH PLAIN DIRBCTIONS FOR ATTACHING THB INDICATOR, TAKING 
DIAGRAMS, COMPtrriNG THB HORSB-POWBR, DRAWING THB 
THBORBTICAL CURVB, CALCULATING STBAM CONSUMPTION, 
DBTBRMINING ECONOMY, LOCATING DBRANGBMBNT OP 
VALVES, AND MAKING ALL DESIRBD DEDUCTIONS ; 
ALSO TABLES REQUIRED IN MAKING THB NEC- 
ESSARY COMPUTATIONS, AND AN OUTLINE 
OF CURRENT PRACTICE IN TESTING 
STEAM-ENGINES AND BOILERS. 

By FRANK F. HEMENWAY, 

A»m:imU Editor **Anurican Mmehinist," Mtmbtr Amtrietm SoeU^ 

Mechanical Engineers^ ete, 

12mo. Cloth. $2.00. 



FULLY ILLUSTRATED, 



"The book is one of the most interesting works on Steam K. 
nneering that we have ever read, and we believe it to be one ol 
the most valuable and instructive. Every page is replete with well- 
digested information."— iVa/fiMo/ Car and Locomotive Buiider, 

"There is no question that Mr. Hemenway has produced a most 
serviceable little book, and that it will find a large number of ap- 
ftreciative readers." — Iron Age, 

" It is an excellent addition to steam literature, and should be in 
die hands of every engineer who has an interest in the economi- 
cal use of steam." — Engineering News. 

"The book is the most comprehensive and practically useful 
treatise on this subject that has come to our attention, and must 
]>rove a boon to the every-day engineer who is seeking informa- 
tion in this respect." — Sanitary Engineer. 

'*The book also contains several useful tables and is profusely 
llostrated, and will be found indispensable by a large class of 
intelligent engineers. We heartily commend i t to all interested."*^ 
Cbuinmatt Artisan, __________ 

im IILET A SOIS, 16 istor Place, lew York, 

%• Mailed, prepaid, on the receipt ef the price, Caialogmes. 

Circulars/ree by mail. 



TWENTY YEARS WITH 
THE INDICATOR. 

Bj THOS. PRAY, Jr., 

Oonsultiiv Mid Oonslnitf ling Bngtneer, alto C. and U. 

B., Coomltliv Bncineer of aome of the laigeet 

•teun power luen Inthe U. S. Late editor 

of Bottom Jimmal of Commeree and 

MamufaelMreni* QaaM/t, 

»vois,,S9o. roi,i9$i,sof roi.9f$2.oo. 

9 9oU, t m k e m f o^ ffc e r til ene Uamm, #3«00. 



This work is bj a practieal engineer of twenty- 
four jears' experience in adjusting all kinds of 
engines, from the smallest portable to new and 
largest locomotiyes and ocean steamships np to 
1886. 

Diagrams only from actoal practice are ^ven* 
and aJl reproduced fall size, with comments* 
criticisms, reason why, how to do the best work, 
and how to make all computations, both for prac- 
tical and theoretical results, as well as compara- 
tive. The on]y method of the erection of theoret- 
ical and actual curve of expansion, original by 
the author, and pronounced by scientific men as 
absolutely correct. Very profusely illustrated, 
and with tables of value only ; the whole work is 
in simple language, not a mathematical formula 
in either book that any working engineer oa&nol 
iMdi^ BM^^itand. 
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